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1 Infotainment system 
(ARL006711; Edition 10.2019) 


> “1.1 Layout - infotainment system”, page 1 


=> “1.2 Overview of fitting locations - infotainment system”, 
page 7 


> “1.3 Removing and installing infotainment system display”, 
page 10 


> “1.4 Removing and installing control unit 1 for information elec- 
tronics J794 ”, page 18 


> “1.5 Removing and installing multimedia system operating unit 
E380 ”, page 21 


> “1.6 Pin assignment”, page 25 


1.1 Layout - infotainment system 


=> “1.1.1 Layout - infotainment system, MMI navigation system 
712”, page 1 


> “1.1.2 Layout - infotainment system, MMI navigation system 
plus 7T6, up to model year 2014” page 3 


> “1.1.3 Layout - infotainment system, MMI navigation system 
plus 7UG, from model year 2015 onwards”, page 5 


1.1.1 Layout - infotainment system, MMI nav- 
igation system 7T2 
7T2 - MMI navigation system 


+è Control unit 1 for information electronics - J794- with integra- 
ted CD player/SD memory card readers/navigation system in 
dash panel 


+è Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw 


+ CD changer - R41- in glove box, 7A2 


+ Connection for external audio sources - R199- in centre con- 
sole, UF7 


@ Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


@ Sound systems: standard/BOSE, 9VD/8RY 


@ Radio -R- integrated in control unit,1 for information electron- 
ics - J794- , 8DP 


+ Bluetooth hands-free system, 9ZX 
@ Speech dialogue system, QH1 
Optional equipment 


+ Digital radio - R147- integrated in control unit 1 for information 
electronics - 9794- , Europe/rest-of-world and QV3 ‘only 


¢ Satellite radio - R146- integrated in control unit 1 for informa- 
tion electronics - J794- , USA and QV8 only 
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@ Mobile phone pre-installation, 9ZF 
@ Multi-function steering wheel 


1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Connection forexternal au- 
dio sources - R199- in centre 
console 


6 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


7 - Digital sound package con- 


trot unit ~J525- in luggage 
compartment (rear left) 


8 - MOST bus 
9 - CD changer - R41- in glove 
box 


10 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


491-11 728 


The exchange of data in the MMI systems takes place via the 
MOST bus. 


The connection to other data bus systems in the vehicle is han- 
dled by the data bus diagnostic interface - J533- . 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 
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1.1.2 Layout - infotainment system, MMI nav- 
igation system plus 7T6, up to model 
year 2014 

7T6 - MMI navigation system plus 


+è Control unit 1 for information electronics - J794- with integra- 
ted CD player/DVD player/SD memory card readers/naviga- 
tion system/HDD in dash panel 


+ Qisplay unit for front information display and operating unit 
contro! unit- J685- in dash panel (centre) 


# Multimedia system operating unit - E380- in centre console, 
Qw1 


@ DVD changer - R161- in glove box, 6GO 


4: oConnection for externalyaudio sources >'R199+\in ‘centre con- 
sole, UF7 


Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


+ Sound systems: standard/BOSE/Bang & Olufsen, 9VD/8RY/ 
8RF 


Radio - R- in luggage compartment (rear left), 8YQ/8AJ 
TV tuner - R78- in luggage compartment (rear left), QU6/QU7 
Bluetooth hands-free system, 9ZX 


© è> è è 


Speech dialogue system, QH1 
Optional equipment 


+ Digital radio - R147- integrated in radio - R- , Europe/rest-of- 
world and QV3 only 


@ Satellite radio - R146- integrated in radio - R- , USA and QV8 
only 


@ Bluetooth car phone, 9ZW 
@ Multi-function steering wheel 
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1 - Roof aerial - R216- 


2 - Display unit for front,infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Telephone bracket - R126- / 
connection for external audio 
sources - R199- in centre con- 
sole storage compartment 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - Radio - R- in luggage com- 
partment (rear left) 


10 - FBAS wire 


11 - TV tuner - R78- in luggage 
compartment (rear left) 


12 - DVD changer - R161- in 
glove box 


13 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


A91-11752 


The exchange of data in the MMI systems takes place via the 
MOST bus. 


The connection to other data bus systems in the vehicle is han- 
dled by the data bus diagnostic interface - J533- . 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 


The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


1.1.3 Layout - infotainment system, MMI nav- 
igation system plus 7UG, from model 
year 2015 onwards 

7UG - MMI navigation system plus 


+è Control unit 1 for information electronics - J794- with integra- 
ted CD player/DVD player/SD memory card readers/naviga- 
tion system/HDD in dash panel 


+è Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw 


+ DVD changer - R161- in glove box, 6G2 


@ Connection for external audio sources - R199- in centre con- 
sole storage compartment, UI2 


+è Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


+ Sound systems: standard/BOSE/Bang & Olufsen, 9VD/8RY/ 
8RF 


@ Radio - R- integrated in control unit 1 for information electron- 
ics - J794- , I8H 


TV tuner - R78- in luggage compartment (rear left), QU1/QV1 
Video input for reversing camera system, KA2 
Bluetooth hands-free system, 9ZX 


© >è è è 


Speech dialogue system, QH1 

Optional equipment 

@ Audi connect with Bluetooth car phone, 9ZK 
@ Audi phone box, 9ZE 

@ Audi phone box and Audi connect, 9ZC 

+ 


Digital radio - R147- integrated in control unit 1 for information 
electronics=w794=»,Furope/rest-of-world and QV3 only 


+ 


Satellite radio - R146- integrated in control unit 1 for informa- 
tion electronics J794- , USA and QV8 only 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Telephone bracket - R126- / 
connection for external audio 
sources - R199- in centre con- 
sole storage compartment 


5 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - TV tuner - R78- in luggage 
compartment (rear left) 


10 - DVD changer - R161- in 
glove box 


11 - Front left.microphone.- 
R140- , microphone unit in 
front roof module - R164- in 
front interior light -W1- 


The exchange of data in the MMI systems takes place via the 
MOST bus. 


The connection to other data bus systems in the vehicle is han- 
dled by the data bus diagnostic interface - J533- . 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Notes on MOST bus 


In oe to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 
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1.2 Overview of fitting locations - infotain- 
ment system 

=> “1.2.1 Overview of fitting locations - infotainment system, up to 

model year 2014”, page 7 

> “1.2.2 Overview of fitting locations - infotainment system, from 

model year 2015 onwards”, page 9 


1.2.1 Overview of fitting locations - infotainment system, up to model year 2014 


1 - Control unit 1 for informa- 
tion electronics - J794- 


üQ Pin assignment for nav- 
igation system 7T2 


> page 27 


Q Pin assignment for nav- 
igation system plus 7T6 
> Current flow dia- 
pane, Electrical fault 

inding and Fitting loca- 
tions 


Q Removing and installing 
> page 18 
2 «Bolt 
QO 3 Nm 
3+ Control unit 1 for informa- 
tion electronics - J794- 
4 - Bolt 
Q 4x 
QO 1Nm 
5-Trim 
6 - TV tuner - R78- 
7 - Rack 
8 - Radio - R- 
QO Pin assignment 
=> page 146 


QO) Removing and installing 
> page 137 
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9 - TV tuner - R78- 
10 - Rack 


11 - Nut 
QO) 2x 
O 4Nm 


12 - Nut 
QO 4Nm 


13 - Multimedia system operating unit - E380- 
QO) Pin assignment > page 34 
QO Removing and installing > page 21 
Q With touchpad control unit - J929- 
OQ Renewing touchpad control unit - J929- > page 24 
14 - Display unit for front information display and operating unit control unit - J685- 
Q) Pin assignment > page 25 
QO Removing and installing 6.5-inch display with kinematic display carrier > page 10 
QO Removing and installing 8-inch display with kinematic display carrier > page 11 
Q Removing*and.installing*frontand rear cover > page 14 
Q Service position for display => page 15 
15 - Bolt 
Q 2x 
QO 3Nm 


16 - Radio release tool - T10057- 


17 - DVD changer -.R161- 
Q Pin assignment => page 150 
OY Removing and installing > page 152 
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1.2.2 Overview of fitting locations - infotainment system, from model year 2015 
onwards 


1 - Control unit 1 for informa- 
tion electronics - J794- 


Q Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


Q Removing and installing 
> page 18 

2 - Bolt 

QO 3 Nm 
3 - Trim 
4 - Bolt 

QO 4x 

Q 1Nm 


5 - Control unit 1 for informa- 
tion electronics - J794- 


6 - TV tuner - R78- 
7 - Multimedia system operat- 
ing unit - E380- 
Q Pin assignment 
> page 34 
Q Removing and installing 
=> page 21 
Q With touchpad control. || 
Q 


8 - Display unit for front infor- 
mation display and:operating 
unit control unit - J685- 


Q Pin assignment 
> page 25 a atio t by AUDI ; 

Q Removing and installing 6.5-inch display with kinematic display carrier > page 10 

Q Removing and installing 8-inch display with kinematic display carrier > page 11 

QO Removing and installing front and rear cover > page 14 

Q Service position for display > page 15 


QO 3Nm 
10 - Radio release tool - T10057- 


11 - DVD changer - R161- 
Q Pin assignment = page 150 
QO Removing and installing > page 152 
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1.3 Removing and installing infotainment 
system display 


> “1.3.1 Removing and installing 6.5-inch display with kinematic 
display carrier’, page 10 


> “1.3.2 Removing and installing 8-inch display with kinematic 
display carrier’, page 11 


> “1.3.3 Front display, removing and installing front and rear cov- 
er’, page 14 


=> “1.3.4 8 inch front display, service position ”, page 15 


> “1.3.5 Removing and installing rear display Y22 / Y23 ”, 
page 16 


1.3.1 Removing and installing 6.5-inch display 
with kinematic display carrier 


Special tools and workshop equipment required 
@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


WO0-11187 


Display unit forfront information display and operating unit control 
unit - J685- (display) is located in dash panel (centre). 


Removing 


- Switch offignition.and:all electrical equipment, and remove 
ignition key. 


— Remove dash panel vents (centre) > General body repairs, 
interior; Rep. gr. 70 ; Dash panel; Removing and installing 
dash panel vent . 


When removing centre vents, two securing bolts for kinematic 
display carrier are removed at the same time. 


A Caution 


Note the wire routing for the display in the dash panel. When 
installing, ensure the wiring is correctly routed; otherwise it is 
no longer possible to extend the display. 
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— Remove bolts -2- and pull display unit for front information 
display and operating unit control unit - J685- -1- out of dash 
panel until connectors on reverse side are accessible. 


: | | d 
a ' / a 


AQ1-11598 | 


— First disconnect wiring clip -4-, proceed with display connec- 
tors -1- and -3-, then wiring clip -2- and finally unplug connector 
for motor -5-. 


— Pull display unit for front information display and operating unit 
control unit - J685- completely out of dash panel. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Make sure that wiring from display unit for front information 
display and operating unit control unit - J685- to wiring harness 
and control unit 1 for information electronics - J794- is correctly 
routed -arrows-, as otherwise display unit for front information 
display and operating unit control unit - J685- does not extend. 


— First connect wiring clip in centre -2-, proceed with display 
connectors -1- and -3-, then rear wiring clip -4- and finally con- 
nector for motor -5-. 


- Slide display unit for front information display and operating 
unit control unit - J685- intodash panel and hand-tighten bolts 


After fitting centre vents, align all components and tighten bolts. 
Tightening torques 


@ >=>"4.2.1 Overview of fitting locations - radio RMC, 8DN, 8DP”, 
page 135 


@ =“1.2.1 Overview of fitting locations - infotainment system, up = 1 ] 
to model year 2014”, page 7 a A 
ai à Pga / 
@ > “1.2.2 Overview of fitting locations - infotainment system, SSS) =e, [arnee | 


from model year 2015 onwards”, page 9 


1.3.2 Removing and installing 8-inch display 
with kinematic display carrier 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


WO0-11187 


Display unit for front information display and operating unit control 
unit - J685- (display) is located in dash panel (centre). 


(å) Note 


+ /tis only necessary to move the display unit for front informa- 
tion display and operating unit control unit - J685- into the 
service position if the display is to be separated from the kin- 
ematic display carrier > page 15. 


+ /tisnotnecessary to move the display unit for front information 
display and operating unit control unit - J685- into the service 
position if the display and kinematic display carrier are simply 
being removed and installed. 


-— > Vehicle diagnostictester must remain connected if display 
unit for front information display and operating unit control unit 
- J685- has been moved to service position. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove dash panel vents (centre) > General body repairs, 
interior; Rep. gr. 70 ; Dash panel; Removing and installing 
dash panel vent . 


When removing centre vents, two securing bolts for kinematic 
display carrier are removed at the same time. 


A Caution 


Note the wire routing for the display in the dash panel. When 
installing, ensure the wiring is correctly routed; otherwise it is 
no longer possible to extend the display. 


— Remove bolts -2- and pull display unit for front information 
display and operating unit control unit - J685- -1- out of dash 
panel until connectors on reverse side are accessible. 


pee] 


p 
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— First disconnect wiring clip -4-, proceed with display connec- 
tors -1- and -3-, then wiring clip -2- and finally unplug connector 
for motor -5-. 


— Pull display unit for front information display and operating unit 
control unit - J685- completely out of dash panel. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Make sure that wiring from display unit for front information 
display and operating unit control unit - J685- to wiring harness 
and control unit 1 for information electronics - J794- is correctly 
routed -arrows-, as otherwise display unit for front information 
display and operating unit control unit - J685- does not extend. 


— First connect wiring clip in centre -2-, proceed with display 
connectors -1- and -3-, then rear wiring clip -4- and finally con- 
nector for motor -5-. 


- Slidedisplaytnitfor frontinformation display and operating 
unit control unit - J685- into dash panel and hand-tighten bolts 
-2-. 


After fitting centre vents, align all components and tighten bolts. 
Tightening torques 


@ =“1.2.1 Overview of fitting locations - infotainment system, up 
to model year 2014”, page 7 


@ = “1.2.2 Overview of fitting locations - infotainment system, 1 l 
from model year 2015 onwards”, page 9 sud | A 
DE 
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1.3.3 Front display, removing and installing 
front and rear cover 


A Caution 


Risk of irreparable damage to electronic equipment. 


@ Requirement for cleanliness: Make sure no particles come 
into contact with display, in particular no metallic or oth- 
erwise conductive material. 


When handling the removed display, ensure that no oil, 
grease, Silicone or other material comes into contact with 
parts of the display. These materials can evaporate and 
build up a film on the display. 


Do NOT touch the electronic printed circuit boards with 
bare hands, as this can cause migration. 


Electrostatic Aeta FI ie poke The require- 


ments according to 613-40-5-1 must always be met 
when handling electronic equipment. 


Do not re-use electronic equipment (i.e. components, as- 
semblies) which has been dropped. 


ESD (electrostatic discharge) workplace -VAS 6613- > 
Electrical system; General information; Rep. gr. 97 ; ESD 
(electrostatic discharge) workplace VAS 6673 . 


The display unit for front information display and operating unit 
control unit - J685- can be disconnected from kinematic display 
carrier. If front or rear covers are scratched or defective, they can 
be renewed individually. 


The display unit for front information display and operating unit 
control unit - J685- consists of the following components: front 
cover -1-, display -2-, display carrier -3- and rear cover -5-. Dis- 
play and display carrier are secured with bolts -4-, front and rear 
covers are clipped on. 


According to > ETKA (Electronic parts catalogue) display is de- 
livered with kinematic display carrier already fitted. Front cover 
-1- and rear cover -5- can be ordered and renewed individually. 


— Switch off ignition and all electrical equipment, and remove 
ignitionskey. 


Removing 


- Remove display With kinemati¢e display carrier: 
@ 6.5-inch > page 10 


@ 8-inch = page 11 


First separate display unit for front information display and oper- 
ating unit'control ‘unit -J685- from kinematic display carrier. 


— Observe requirements for electrostatic discharge (ESD) pro- 
tection > page 14. 
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— Pull pivot pin -3- and bearing sleeve -4- out of display carrier 


— Pull display carrier -1- out of kinematic display carrier -2-. 


— Unclip rear cover -2- from display carrier with display -1-. 


— Unclip front cover -1- from display carrier with display -2-. 
Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Observe requirements for electrostatic discharge (ESD) pro- 
tection > page 14. 


1.3.4 8 inch front display, service position 
Moving unit into service position 

=> Vehicle diagnostic tester must be connected. 

— Select mode and begin diagnosis. 


Choose and select following options one 
after the other: 


Body 


Electrical system 


01 - Self-diagnosis compatible systems 

5F - Information electronics 1 - J794 

5F - Information electronics 1, functions 

5F - Move display rotation mechanism to service position 


— Follow instructions on > Vehicle diagnostic tester. 
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1.3.5 Removing and installing rear display - 
Y22- / -Y23- 

Special tools and workshop equipment required 

+ Removal wedge - 3409- 


WO0-11118 


+ Torque’screwdriver- V.A.G 1624- 
V.A.G 1624 


Z, 


wW0O0-11187 


The procedure for removing and installing multimedia system dis- 
play unit 1 - Y22- and multimedia system display unit 2 - Y23- is 
the same. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


A bracket secures the display on the back of the front seats. The 
bracket does not have to be removed. 


Cover -3- is fastened to rear of display -1-. When removing and 
installing, first slide lugs -4- into slots -2- at bottom of display -1-; 
then clip in all other lugs -arrows-. 


A91-11592 
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— Use removal wedge - 3409- to carefully unclip cover -2- from 
display -1- -arrows-. 


f 
i 
' 


AQ1-11589 


Display -1- is secured to bracket -4- with two bolts -arrows-. 


— Unscrew bolts -2- and slide display -1- slightly upwards until 
connectors are accessible. 


— Release and unplug connectors -2- and -3- on reverse side of 
display -1-. 


— Completely detach display upwards from bracket. 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


AQ1-11590 
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Cover -3- is fastened to rear of display -1-. When removing and 
installing, first slide lugs -4- into slots -2- at bottom of display -1-; 
then clip in all other lugs -arrows-. 


Tightening torques 


@ = “13.2 Overview of fitting locations - Rear Seat Entertainment 
system”, page 272 


ie m 
4 À 


A91-11592 


1.4 Removing and installing control unit 1 
for information electronics - J794- 


> “1.4.1 Removing and installing control unit 1 for information 
electronics J794 ”, page 18 


> “1.4.2 Removing and installing control unit 2 for information 
electronics J829 ”, page 20 


1.4.1 Removing and installing control unit 1 
for information electronics - J794- 

Special tools and workshop equipment required 

+ Protective cap for cable connector - VAS 6223/9- 


VAS 6223 A 


WO0-11495 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


b 


W00-11187 
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The control unit 1 for information electronics - J794- is located in 
the dash panel. 


[a] Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit > Vehicle diagnostic tester. 


Removing 

— Eject any CD that is still in control unit 1 for information elec- 
tronics - J794- . 

— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove Climatronic control unit - J255- > Heating, air con- 
ditioning; Rep. gr. 87 ; Operating and display unit; Removing 
and installing operating and display unit . 


— Remove bolt -2- on control unit 1 for information electronics - 
J794- -1-. 


— Pull control unit 1 for information electronics - J794- -1- out of 
mounting frame. 


A Caution 


Note the wire routing for the display in the dash panel. When 
installing, ensure the wiring is correctly routed; otherwise it is 
no longer possible to extend the display. 


a 
’ 
E | A91-11686 


— Release and unplug all connectors at control unit 1 for infor- 
mation electronics - J794- and at trim panel with switches. 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


Then trim panel with switches -1- must be detached from control 
unit 1 for information-electronics:-J794- -3-: 


Removing trim panel 


A91-11714 


1. Infotainment system 1 9 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


— Remove bolts -2- and detach trim panel with switches -1- from 
control unit 1 for information electronics - J794- -3-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Make sure that wiring from display unit for front information 
display and operating unit control unit - J685- to wiring harness 
and control unit 1 for information electronics - J794- is correctly 
routed, as otherwise display unit for front information display 
and operating unit control unit - J685- does not extend. 


A Caution 


AQ1-11714 


Note the wire routing for the display in the dash panel. When 
installing, ensure the wiring is correctly routed; otherwise it is 
no longer possible to extend the display. 


Tightening torques 


@ = “4.2.2 Overview of fitting locations - MMI radio, 8YQ, 8AJ 
18H”, page 136 


@ = “1.2.1 Overview of fitting locations - infotainment system, up 
to model year 2014”, page 7 


@ = “1.2.2 Overview of fitting locations - infotainment system, 
from model year 2015 onwards”, page 9 


1.4.2 Removing and installing control unit 2 
for information electronics - J829- 


Special tools and workshop equipment required 
@ Radio release tool - T10057- 


110057 Pp 
Po 


WO0-11225 


+ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


WO0-11495 
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The control unit 2 for information electronics - J829- -1- is located 
between the rear seats in the back panel. 


[a] Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit > Vehicle diagnostic tester. 
Removing 

— Fold down rear centre armrest. 


— jake out DVDiand SD cards that are still in control unit 2 for 
information electronics - J829- . 


A91-12048 


— Switch offignition andall electrical equipment, and remove 
ignition key. 


— Insert two radio release tools - T10057- into slots in control 
unit\2 for information electronics - J829-~1- until they engage. 
Pointed ends of grips must face outwards. 


— Pull control unit 2 for information electronics - J829- -1- out of 
mounting frame. 


— Press release tabs on control unit 2 for information electronics 
- T10057- and remove radio release tools - J829- . 


— Release and unplug connectors at control unit 2 for informa- 


tion electronics - J829- . 
T10057 


AQ1-12047 


Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Plug all connectors in. 


— Slide control unit 2 for information electronics - J829- into 
mounting frame until it engages. 


1.5 Removing and installing multimedia sys- 
tem operating unit - E380- 


> “1.5.1 Removing and installing multimedia system operating 
unit E380 , QW1”, page 21 


> “1.5.2 Removing and installing multimedia system operating 
unit 2 E499 ”, page 22 


> “1.5.3 Removing and installing touchpad control unit J929 - 
UJ1”, page 24 


1.5.1 Removing and installing multimedia sys- 
tem operating unit - E380- , QW1 


The multimedia system operating unit - E380- is located in the 
centre console (front). 
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Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


The multimedia system operating unit - E380- is attached to the 
centre console with four spring catches. 


A Caution 


The surfaces become,scratched easily. 


Carefully mask all surfaces and components to provide pro- 
tection. 


Vehicles with automatic gearbox 


— Remove selector lever boot > Automatic gearbox; Rep. gr. 
37 ; Selector mechanism; Removing and installing selector 
lever handle /> Dual clutch gearbox; Rep. gr. 34 ; Selector 
mechanism; Removing and installing selector lever handle . 


Vehicles with manual gearbox 


— Pry off gear lever boot > 6-speed manual gearbox 0B1, front- 
wheel drive; Rep. gr. 34 ; Selector mechanism; Exploded view 
- gear knob and cover . 


All vehicles (continued) 


- Reach into opening with both hands and pull multimedia sys- 
tem operating unit - E380- -1- abruptly upwards -arrows- and 
out of centre console -2-. 


A Caution 


Note lengths of wires to connectors. 


— Release and unplug connector on reverse side of multimedia ar > bee 
eS ee PSS E= 


system operating unit - E380- . : 
Sa i 


— Remove switches fitted > Electrical system; Rep. gr. 96 ; 
Controls; Overview of fitting locations - controls in centre con- 
sole . 


Installing 


— Install in reverse sequence of removal. 


1.5.2 Removing and installing multimedia sys- 
tem operating unit 2 - E499- 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


W00-11118 


The multimedia system operating unit 2 - E499- -1- is located in 
the rear centre armrest. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Fold down rear centre armrest. 


A Caution 


The surfaces become scratched easily. 


Carefully mask all surfaces and components to provide pro- 
tection. 


The multimedia system operating unit 2 - E499- -2- is secured by 
spring clips -1- in the rear centre armrest. 
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- Starting from rear -arrows=, carefullyspush*multimedia system 
operating unit 2 - E499- -1- out of rear/centre armrest using 
removal wedge - 3409- . 


— Note that the spring clipsarrow- arewerytightly fitted. 


A Caution 


The surfaces become scratched easily. 


Carefully mask all surfaces and components to provide pro- 
tection. 


AQ1-12051 


— Release and unplug connector on reverse side of multimedia 
system operating unit 2 - E499- -1-. 


Installing 
— Install in reverse sequence of removal. 


A Caution 


The surfaces become scratched easily. 


Carefully mask all surfaces and components to provide pro- 
tection. 


1.5.3 Removing and installing touchpad con- 
trol unit - J929- - UJ1 


The touchpad control unit - J929- is located on the underside of 
the multimedia system operating unit - E380- . It cannot be re- 
newed separately. 


In the event of a defect, the multimedia system operating unit - 
E380- must be renewed > page 21. 
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1.6 Pin assignment 
> “1.6.1 Pin assignment for display unit for front information dis- 
play and operating unit control unit J685 ”, page 25 


> “1.6.2 Pin assignment for rear display Y22 / Y23 ”, page 26 


> “1.6.3 Pin assignment for MMI navigation system, 7T2”, 
page 27 


=> “1.6.4 Pin assignment for control unit 2 for information elec- 
tronics J829 ”, page 31 


> “1.6.5 Pin assignment for multimedia system operating unit 
E380 ”, page 34 


> “1.6.6 Pin assignment for multimedia system operating unit 2 
E499 ”, page 35 


> “1.6.7 Pin assignment for multimedia system operating unit 2 
E499 , remote control”, page 36 


1.6.1 Pin assignment for display unit for front 
information display and operating unit 
control unit - J685- 


Display unit for front information display and operating unit control 
unit - J685- 


1-  4-pin connector - T4dd- / 4-pin connector - T4de- from con- 
trol unit 1 for information electronics - J794- 


2-  8-pin connector - T8ag- 


(å) Note 


Contacts which are not listed are not used. 


A91-11713 


1 - 4-pin connector - T4dd- / 4-pin connector - T4de- 


All pins are connected to the control unit 1 for information elec- 
tronics - J794- . 


Up to model year 2014 


1- Earth ae 

2- LVDS (+) Sy eS 

3- LIN d 

4- LVDS (-) 

From model year 2015 onwards 
1- Earth 

2- LVDS (+) 

3- Earth 

4- LVDS (-) 
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2 - 8-pin connector - T8ag- 
1- Not used 

2- Not used 

3- Not used | 
4- Terminal 30 ——_—_- 

5- Terminal 31 
6- Not used 


7- CAN bus High to control unit 1 for information electronics - : 
J794- , from model year 2015 onwards and 7UG 


8- CAN bus Low to control unit 1 for information electronics - 
J794- , from model year 2015 onwards and 7UG 


1.6.2 Pin assignment for rear display -Y22- / - 
Y23- 


Multimedia system display unit 1 - Y22- 
1- 8-pin connector - T8ao- ee 
2-  4-pin connector - T4en- a \ 

1 2 
(à Note 
Contacts which are not listed are not used. 


1 - 8-pin connector - T8ao- 


1- Not used 

2- Not used 

3- Terminal 31 | 
4- Terminal 30 = 

5- Terminal 31 A JT 


1 


A91-12102 


2 - 4-pin connector - T4en- 


All pins are connected to the control unit 2 for information elec- 
tronics - J829- . 


1- Earth ae 7 $ 
2+ LVDS(+) | 267) 
3- “LIN Sy S 
4- LVDS (-) 


A91-12098 
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Multimedia system display unit 2 - Y23- 
1-  8-pin connector - T8ap- 


2-  4-pin connector - T4eo- 


[a] Note 


Contacts which are not listed are not used. 


1 - 8-pin connector - T8ap- 
1- Not used 
2- Not used 


3- Terminal 31 


Sse see sea a 3 
4- Terminal 30 = 


5- Terminal 31 = es = 


1 
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2 - 4-pin connector - T4eo- 


All pins are connected to the control unit 2 for information elec- 
tronics - J829- . 


2 
4- «Earth 
2- LVDS (+) a E 
3% LIN = BS 
4- LVDS(-) 


A91-12098 


1.6.3 Pin assignment for MMI navigation sys- 
tem, 7T2 


Control unit 1 for information electronics - J794- 
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1 - DAB connection from aerial 
amplifier 3 - R112- , digital ra- 
dio aerial - R183- , Europe/ 
rest-of-world and QV3 only 


- SAT connection from roof 
aerial - R216- , satellite aerial - 
R170- , QV8 and USA only 


2 - GPS connection from roof 
aerial - R216- 


3 £ Connection block with four 
multi-pin connectors 


4 - MOST bus 


5 - 4-pin connector - T4z- to 
connection for-external audio 
sources - R199- 


6 - 4-pin connector - T4df- to 
display unit for front informa- 
tion display and operating unit 
control unit - J685- 


7 - Aerial connection, AM/FM/ 
FM2 


AS1-11 717 


[a| Note 


Contacts which are not listed are not used. 


3 - Connection block with four multi-pin connectors 
A - 8-pin connector - T8e- 

1- Loudspeaker (+), rear right 

2- Loudspeaker (+), front right 

3- Loudspeaker (+), front left 

4- Loudspeaker (+), rear left 

5- Loudspeaker (-), rear right 

6- Loudspeaker (-), front right 

7- Loudspeaker (-), front left 

8- Loudspeaker (-), rear left 
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B - 12-pin connector - T12c- 

1- Data from multimedia system operating unit - E380- 
2- RES BT multimedia system operating unit - E380- 
3- Not used 


4- Microphone input (+) from microphone unit in front roof 
module - R164- , front left microphone - R140- 


5- FBAS wire (-) from reversing camera system control unit - 
J7 


6- DIAG signal from telephone bracket - R126- 


7- Data to multimedia system operating unit - E380- 


8- Wake-up multimedia system operating unit - E380- 
9- Res HU to multimedia system operating unit - E380- 


10 - Not used 
11- FBAS wire (+) from reversing camera system control unit - 
J772- 


12 - Microphone input (-) from microphone unit in front roof mod- 
ule - R164- , front left microphone - R140- 
C - 12-pin connector - T12e- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- NF in, earth (low frequency) 

2- NF in, right-side (low frequency) 
3- USB, +5V 

4- USB, earth 

5- iPod,ACC,power 

6 -| Detect 


7-  NEin, left-side (low,frequency) 


8- NF in, screen earth (low frequency) 
9- 'FBAS wire (*) 

10 - FBAS wire (+) 

11 -iPod data 

12- iPod data 


D - 8-pin connector - T8f- 

9 - Subwoofer - R211- 

10 - Centre loudspeaker - R208- 
13 - Subwoofer - R211- 

14 - Centre loudspeaker - R208- 
17 - Terminal 31 

18 - Terminal 30 
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E - 12-pin connector - T12d- 


7 - Open circuit diagnostic lead 


12 - Switch-on signal to telephone bracket - R126- / aerial ampli- 
fier for mobile telephone - R86- 


— n] 
4 - MOST bus 

1- Output 

2- Input 


5 - 4-pin connector - T4z- 


All pins are connected to the connection for external audio sour- 
ces - R199- . 


1- D(+) 
2- iPod detected 
3- D(-) 
4- Earth 


6 - 4-pin connector} T4df- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS (2) 
2- LIN 
3- LVDS (+) 
4- Earth 


A91-12091 
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7 - Aerial connection, AM/FM1/FM2 


1- Contact 2, AM/FM1 from aerial amplifier 2 - R111- , radio 
aerial 2 - R93- 


2- Contact 1, FM2 from aerial amplifier - R24- , aerial - R11- 


1.6.4 Pin assignment for control unit 2 for in- 
formation electronics - J829- 

Control unit:2 for information electronics'~ J829- 

1 - «Connection block with-four multi-pin-connectors 

2- MOST bus 

3-  FBAS input from DVD changer - R161- 


4-  4-pin connector - T4eh- to multimedia system display unit 1 
- Y22- , left-side 


5-  4-pin connector - T4ek- to connection 2 for external audio 
sources - R231- 


6-  4-pin connector - T4ei- to multimedia system display unit 2 
- Y23- , right-side 


(å) Note 


Contacts which are not listed are not used. 
1 - Connection block with four multi-pin connectors 


A - 8-pin connector - T8l- 

3 - Wake-up to multimedia system operating unit 2 - E499- 
6 - Res MU to multimedia system operating unit 2 - E499- 
7 - Open circuit diagnostic lead 


Communication - Edition 10.2019 
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B - 12-pin connector - T12ad- 
5 - FBAS wire (-) from TV tuner - R78- 
11 - FBAS wire (+) from TV tuner - R78- 


C - 12-pin connector - T12ae- 


All pins are connected to the connection 2 for external audio 
sources - R231-. 


1- NF in, earth (low frequency) 
2- NF in, right-side (low frequency) 


3- USB,+5V 

4- USB, earth 

5- iPod, ACC power 

6- Detect 


7- NF in, left-side (low frequency) 

8- NEF in, screen earth (low frequency) 
9- FBAS wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12- iPod data 


D - 8-pin connector - T8m- 

10 - Data from multimedia system,operating unit 2 - E499- 

11 - Data to multimedia system operating unit 2 - E499- 

12 - Terminal 31 

14 - Res BT from. multimedia system operating unit 2.-.E499- 
15 - Terminal, 30 


A91-11788 
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2 - MOST bus 
1- Input 
2- Output 


4 - 4-pin connector - T4eh- 


All pins are connected to the multimedia system display unit 1 - 


Y22- . 
1- LVDS (-) 
2- LIN 
3- LVDS (+) 
4- Earth 


5 - 4-pin connector - T4ek- 


Allypins aresconnected:to.the connection 2 for external audio 


sources - R231- . 
t- D) 

2- iPod detected 
3-. D(-) 

4- Earth 


6 - 4-pin connector - T4ei- 


All pins are connected to the multimedia system display unit 2 - 


Y23- . 
1- LVDS (-) 
2- LIN 
3- LVDS (+) 
4- Earth 
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1.6.5 Pin assignment for multimedia system 
operating unit - E380- 


Multimedia system operating unit - E380- 


a Note 


Contacts which are not listed are not used. 


20-pin connector - T20b- 


1- Not used 

2- Not used 

3- Display mounting, 8-pin connector - T80- i 

4- Close display limit switch - F331- , 8-pin connector - T80- 


5- Open display limit switch - F330- , 8-pin connector - T80- 
6- Wake-up to control unit 1 for information electronics - J794- 
7- Terminal 30 

8- Terminal 31 


9- Not used 
10 - Display unit button - E506- in dash panel 
11 - Not used 
12 - Not used 


13 - RES HU to control unit 1 for information electronics - J794- 
14- RES BT to control unit 1 for information electronics - J794- 
15- Data from control unit 1 for information electronics - J794- 
16 - Data to control unit 1 for information electronics - J794- 


17 - Not used 

18- Not used 

19 - Open and close display motor - V301- , 8-pin connector - 
T80- 

20 - Open and close display motor - V301- , 8-pin connector - 
T80- 
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1.6.6 Pin assignment for multimedia system 
operating unit 2 - E499- 
Multimedia system operating unit 2 - E499- 


[a] Note 


Contacts which are not listed are not used. 


20-pin.connector ~.T20i- 


1+ NFin1, left-side (low frequency) from radio - R- / control 
unit 1 for information electronics - J794- 


2- NF in‘, right-side (low frequency) from radio - R- / control 
unit 1 for information electronics - J794- 


A91-12210 


3 -'° ‘NF in 1) earth (low frequency) from radio ~R~/'control unit 1 
for.information electronics - J794- 


4-,..Not used 
5- Diag 1/2 to radio - R- / control unit 1 for information elec- 
tronics - J794- 


6- Wake-up to control unit 2 for information electronics - J829- 
7- Terminal 30 
8- Terminal 31 


9- Notused 

10- Not used 

11 - Diag 1 to radio - R-/ control unit 1 for information electronics 
- J794- 

12 - mie ri to radio - R-/ control unit 1 for information electronics 


13 - RES HU to control unit 2 for information electronics - J829- 
14 - Res MU to control unit 2 for information electronics - J829- 
15- Data from control unit 2 for information electronics - J829- 
16 - Data to control unit 2 for information electronics - J829- 
17- Not used 


18 - NF in 2, earth (low frequency) from radio - R- / control unit 1 
for information electronics - J794- 


19- NF in 2, left-side (low frequency) from radio - R- / control 
unit 1 for information electronics - J794- 


20 - NF in 2, right-side (low frequency) from radio - R- / control 
unit 1 for information electronics - J794- 
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1.6.7 Pin assignment for multimedia system 
operating unit 2 - E499- , remote control 


Multimedia system operating unit 2 - E499- 


a Note 


Contacts which are not listed are not used. 


20-pin connector - T20i- 


1- Not used 

2- Not used 

3- Not used j 

4- Terminal 58s 
5- Not used 


6- Wake-up from controhunitt forinformation electronics - 
J7 


7- Terminal 30 
8- Terminal 31 


9- Terminal 15 
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2 Sound system 


> “2.1 Layout - sound system”, page 37 
=> “2.2 Overview of fitting locations - sound system”, page 46 


> “2.3 Overview of fitting locations - ANC microphones”, 
page 57 


> “2.4 Removing and installing digital sound package control unit/ 
amplifier’, page 58 


> “2.5 Removing and installing rear treble loudspeakers R14 / 
R16 ”, page 70 


> “2.6 Removing and installing front treble loudspeakers R20 / 
R22”, page 70 


> “2.7 Removing and installing rear mid-range loudspeakers”, 
page 72 


> “2.8 Removing and installing front mid-range loudspeakers”, 
page 73 


> “2.9 Removing and installing rear mid-range and bass loud- 
speakers”, page 74 


> “2.10 Removing and installing rear bass loudspeakers R15 / 
R17 ”, page 76 


> “2.11 Removing and installing front bass loudspeakers R21 / 
R23 ”, page 78 


> “2.12 Removing and installing subwoofer R211”, page 81 


> “2.13 Removing and installing effect loudspeakers”, 
page 85 


> “2.14 Removing and installing centre loudspeaker”, page 88 


> “2.15 Removing and installing ANC microphones”, page 89 
=> “2.16 Pin assignment’, page 90 


2.1 Layout - sound system 
The following,systemsvare. available: 
+ 8RX - Sound system basic > page 37 


+ 9VD-=Sound.system.standard, up to model year 2014 
=> page 38 


+ 9VD-Sound system standard, EPO (without ANC), from mod- 
el year 2015 onwards > page 38 


+ 9VD - Sound system standard, EP1 (with ANC), from model 
year 2015:onwards)\=> page 39 


+ 8RY - Sound system premium, BOSE, up to model year 2014 
=> page 40 


+ 8RY - Sound system premium, BOSE, from model year 2015 
onwards > page 40 


+ 8RF - Sound system advanced, Bang & Olufsen, up to model 
year 2014 = page 42 


+ 8RF - Sound system advanced, Bang & Olufsen, from model 
year 2015 onwards > page 44 


8RX - Sound system basic 
+ One loudspeaker in each front door (left and right) 


+ One loudspeaker on each side of dash panel 
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+ Two loudspeakers in each rear door (left and right) 

9VD - Sound system standard, up to model year 2014 

+ One loudspeaker in each front door (left and right) 
Three loudspeakers in dash panel (left, centre and right) 
Two loudspeakers in each rear door (left and right) 
Subwoofer - R211- in rear shelf, Saloon 


© ©% è è 


Subwoofer - R211- in spare wheel well, Avant 


1 - Radio - R- in rear left of lug- 
gage compartment, MMI 


Control unit 1 for information 
electronics - J794- in dash 
panel, RMC 


2 - Front left treble loudspeaker 
- R20- / front right treble loud- 
speaker - R22- in dash panel 


3 - Front left mid-range and 
bass loudspeaker - R101- / 
front right mid-range and bass 
loudspeaker - R102- in front 
doors (bottom) 


4 - Rear left treble loudspeaker 
- R14- / rear right treble loud- 
speaker - R16- in reandoors 
(top) 


5 - Rear left mid-range and 
bass loudspeaker - R159- / 
rear right mid-range and bass 
loudspeaker - R160-.in.rear 
doors (bottom) 


6 - Centre loudspeaker - R208- 
in dash panel (centre) 


7 - Subwoofer - R211- in rear 
shelf, Saloon 


Subwoofer - R211- in spare 
wheel well, Avant 


8 - MOST bus 


4931-11196 


9VD - Sound system standard, EPO (without ANC), from model 
year 2015 onwards 


+ One loudspeaker in each front door (left and right) 
Three loudspeakers in dash panel (left, centre and right) 
Two loudspeakers in each rear door (left and right) 


Subwoofer - R211- in rear shelf, Saloon 
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Subwoofer - R211- in spare wheel well, Avant 
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1 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


2 - Front left treble loudspeaker 
- R20- / front right treble loud- 
speaker - R22- in dash panel 


3 - Front left bass loudspeaker 
- R21- / front right bass loud- 
speaker - R23- in front doors 
(bottom) 


4 - Rear left treble loudspeaker 
- R14- / rear right treble loud- 
speaker - R16- in rear doors 
(top) 


5 - Rear left bass loudspeaker 
- R15- / rear right bass loud- 
speaker - R17- in rear doors 
(bottom) 


6 - Centre loudspeaker - R208- 
in dash panel (centre) 


7 - Subwoofer - R211- in rear 
shelf, Saloon 


Subwoofer - R211- in spare 
wheel well, Avant 


8 - MOST bus 


A91-11196 


9VD - Sound system standard, EP1 (with ANC), from model year 
2015 onwards 


+ One loudspeaker in each front door (left and right) 
Three loudspeakers in dash panel (left, centre and right) 
Two loudspeakers in each rear door (left and right) 
Subwoofer - R211- in rear shelf, Saloon 

Subwoofer - R211- in spare wheel well, Avant 


Digital sound package Control unit + J525- 
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ANC microphones in headliner 
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1 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


2 - Front left treble loudspeaker 
- R20- / front right treble loud- 
speaker - R22- in dash panel 


3 - Front left bass loudspeaker 
- R21- / front right bass loud- 
speaker - R23- in front doors 
(bottom) 


4 - Rear left treble loldspeaker 
- R14- / rear right treble loud- 
speaker - R16- in rear doors 
(top) 


5 - Rear left bass loudspeaker 
- R15- / rear right bass.loud- 
speaker - R17- in rear doors 
(bottom) 


6 - Centre loudspeaker ~R208- 
in dash panel (centre) 


7 - Subwoofer - R211- in rear 
shelf, Saloon 


Subwoofer - R211- in spare 
wheel well, Avant 


8 - MOST bus 


491-11196 


8RY - Sound system premium, BOSE, up to model year 2014 
Two loudspeakers in each front door (left and right) 

Three loudspeakers in dash panel (left, centre and right) 
Two loudspeakers in each rear door (left and right) 

One loudspeaker on each side of rear shelf, Saloon 

One loudspeaker in D-pillars (left and right), Avant 
Subwoofer - R211- in rear shelf, Saloon 


© © >è e+ o Oo oè 


Subwoofer - R211- in spare wheel well, Avant 
+ Digital sound package control unit - J525- 


The sound system is available with ANC (EP1) or without ANC 
(EPO). 
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1 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


2 - Front left treble loudspeaker 
- R20- / front right treble loud- 
speaker - R22- in dash panel 


3 - Front left mid-range loud- 
speaker - R103- / front right 
mid-range loudspeaker. - 
R104- in front doors (centre) 


4 - Front left bass loudspeaker 
- R21- / front right bass loud- 
speaker - R23- in front doors 
(bottom) 


5 - Rear left treble loudspeaker 
- R14- / rear right treble loud- 
speaker - R16- in rear doors 
(top) 


6 - Rear left mid-range and 
bass loudspeaker - R159- / 
rear right mid-range and bass 
loudspeaker - R160- in rear 
doors (bottom) 


7 - Centre loudspeaker - R208- 
in dash panel (centre) 


8 - Left effect loudspeaker - 
R209- / right effect loudspeak- 
er - R210- in rear shelf (left and 
right), Saloon 


- Left effect loudspeaker - 
R209- / right effect loudspeak- 
er - R210- in left and right D- 
pillars, Avant 


9 - Subwoofer - R211- in rear 
shelf, Saloon 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


A91-11574 


Subwoofer - R211- in spare wheel well, Avant 


10 - Internal microphone - R74- , microphone unit in front roof module - R164- in front interior light - W1- 


- ANC microphones in headliner 


11 - MOST bus 


8RY - Sound system premium, BOSE, from model year 2015 on- 


wards 


@ Two loudspeakers in each front door (left and right) 
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Three loudspeakers in dash panel (left, centre and right) 
Two loudspeakers in each rear door (left and right) 

One loudspeaker on each side of rear shelf, Saloon 
One loudspeaker in D-pillars (left and right), Avant 
Subwoofer - R211- in rear shelf, Saloon 

Subwoofer - R211- in spare wheel well, Avant 

Digital sound package control unit - J525- 
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The sound system is available with ANC (EP1) or without ANC 
(EPO). 


1 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


2 - Front left loudspeaker - 
R2- / front right loudspeaker - 
R3- in dash panel 


3 - Front left mid-range loud- 
speaker - R103-/ front right 
mid-range loudspeaker = 
R104- in front, doors (centre) 


4 - Front left bass loudspeaker 
- R21- / front right bass loud- 
speaker - R23- in front doors 
(bottom) 


5 - Rear left treble loudspeaker 
- R14- / rear right treble loud- 
speaker '- R16- in ‘rear doors 


(top) 


6 - Rear left bass loudspeaker 
- R15- / rear right bass loud- 
speaker - R17- in rear doors 
(bottom) 


7 - Centre loudspeaker - R208- 
in dash panel (centre) 


8 - Left effect loudspeaker - 
R209- / right effect loudspeak- 
er - R210- in rear shelf (left and 
right), Saloon 


- Left effect loudspeaker - 
R209- / right effect loudspeak- 
er - R210- in left and right D- 
pillars, Avant 


9 - Subwoofer - R211- in rear 
shelf, Saloon 


Subwoofer - R211- in spare wheel well, Avant 


10 - Internal microphone - R74- , microphone unit in front roof module - R164- in front interior light - W1- 
- ANC microphones in headliner 


11 - MOST bus 


8RF - Sound system advanced, Bang & Olufsen, up to model year 
2014 


+ Two loudspeakers in each front door (left and right) 
One loudspeaker on each side of dash panel 

Two loudspeakers in centre of dash panel 

Two loudspeakers in each rear door (left and right) 

One loudspeaker on each side of rear shelf, Saloon 


One loudspeaker in D-pillars (left and right), Avant 
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Subwoofer - R211- in rear shelf, Saloon 
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@ Subwoofer - R211- in spare wheel well, Avant 

+ Digital,sound package'control unit - J525- 

Digital sound package control unit 2 - J787- 

(eo system, is,available with ANC (EP1) or without ANC 


1 - Front left mid-range loud- 
speaker -‘R103- in frontleft 
door.(centre) 


2 - Front pd mid-range loud- 
speaker - R104- in front right 
door (centre) 


3 - Rear left treble loudspeaker 
- R14- in rear left door (top) 


4 - Rear right treble loudspeak- 
er - R16- in rear right door (top) 


5 - Left effect loudspeaker - 
R209- in rear shelf, Saloon 


- Left effect loudspeaker - 
R209- in D-pillar, Avant 


6 - Right effect loudspeaker - 
R210- in rear shelf, Saloon 


- Right effect loudspeaker - 
R210- in D-pillar, Avant 


7 - Front left treble loudspeaker 
- R20- in dash panel (left-side) 


8 - Control motor for front left 
treble speaker - V344- 


9 - Centre loudspeaker - R208- 
in dash panel (centre) 


10 - Centre loudspeaker 2 - 
R219- in dash panel (centre) 


11 - Front right treble loud- 
speaker - R22- in dash panel 
(right-side) 


12 - Control motor for front right 
treble loudspeaker - V345- 


13 - Rear left mid-range and bass loudspeaker - R159- in rear left door (bottom) 
14 - Rear right mid-range and bass loudspeaker - R160- in rear right door (bottom) 
15 - Front left bass loudspeaker - R21- in front left door (bottom) 

16 - Front right bass loudspeaker - R23- in front right door (bottom) 

17 - Subwoofer - R211- in rear shelf, Saloon 

Subwoofer - R211- in spare wheel well, Avant 


18 - Digital sound package control unit 2 - J787- in luggage compartment (rear left) 

19 - Internal microphone - R74- , microphone unit in front roof module - R164- in front interior light - W1- 
- ANC microphones in headliner 

20 - MOST bus 


21 - Digital sound package control unit - J525- in luggage compartment (rear left) 
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8RF - Sound system advanced, Bang & Olufsen, from model year 
2015 onwards 


+ Two loudspeakers in each front door (left and right) 
One loudspeaker on each side of dash panel 

Two loudspeakers in centre of dash panel 

Two loudspeakers in each rear door (left and right) 

One loudspeaker on each side of rear shelf, Saloon 
One loudspeaker in D-pillars (left and right), Avant 


Subwoofer - R211- in rear shelf, Saloon 


+ A A oo o o o 


Subwoofer - R211- in spare wheel well, Avant 
+è Digital sound package control unit - J525- 


The sound system is available with ANC (EP1) or without ANC 
(EPO). 


1 - Front left mid-range loud- 
speaker - R103- in front left 
door (centre) 


2 - Front right mid-range loud- 
speaker - R104- in front right 
door (centre) 


3 - Rear left mid-range loud- 
speaker - R105- in rear left 
door (top) 


4 - Rear right mid-range loud- 
speaker - R106- in rear right 
door (top) 


5 - Left effect loudspeaker - 
R209- in rear shelf, Saloon 


- Left effect loudspeaker - 
R209- in D-pillar, Avant 


6 - Right effect loudspeaker - 
R210- in rear shelf, Saloon 


- Right effect loudspeaker - 
R210- in D-pillar, Avant 


A91-12302 
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7 - Front left treble loudspeaker - R20- in dash panel (left-side) 

8 - Control motor for front left treble speaker - V344- 

9 - Centre loudspeaker - R208- in dash panel (centre) 

10 - Centre loudspeaker 2 - R219- in dash panel (centre) 

11 - Front right treble loudspeaker - R22- in dash panel (right-side) 
12 - Control motor for front right treble loudspeaker - V345- 

13- RearJeft bass loudspeaker - R15- in rear left door (bottom) 

14 - Rear right bass loudspeaker - R17- in rear right door (bottom) 
15 - Front left bass. loudspeaker - R21- in front left door (bottom) 
16 - Front.right bass loudspeaker- R23- in-front right door (bottom) 
17-- Subwoofer,- R211- in,rear shelf, Saloon 

Subwoofer - R211- in spare wheel well, Avant 


18 - Internal microphone - R74- , microphone unit in front roof module - R164- in front interior light - W1- 
- ANC microphones in headliner 


19 - Digital sound package control unit - J525- in luggage compartment (rear left) 
20 - MOST bus 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 


If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 
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2.2 Overview of fitting locations - sound sys- 
tem 


=> “2.2.1 Overview of fitting locations - sound system, loudspeak- 
ers (standard/BOSE), Saloon”, page 46 


=> “2.2.2 Overview of fitting locations - sound system, loudspeak- 
ers (standard/BOSE), Avant’, page 48 


=> “2.2.3 Overview of fitting locations - sound system, loudspeak- 
ers (Bang & Olufsen), Saloon”, page 50 


=> “2.2.4 Overview of fitting locations - sound system, loudspeak- 
ers (Bang & Olufsen), Avant”, page 52 


=> “2.2.5 Overview of fitting locations - sound system, sound am- 


plifiers, microphones (BOSE), up to model year 2014”, 
page 53 


=> “2.2.6 Overview of fitting locations - sound system, sound am- 
plifiers, microphones (standard/BOSE), from model year 2015 
onwards”, page 54 

=> “2.2.7 Overview of fitting locations - sound system, sound am- 
plifiers, microphones (Bang & Olufsen), up to model year 2014”, 
page 55 


> “2.2.8 Overview of fitting locations - sound system, sound am- 
plifiers, microphones (Bang & Olufsen), from model year 2015 


onwards”, page 56 


2.2.1 Overview of fitting locations - sound system, loudspeakers (standard/ 
BOSE), Saloon 
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1 - Front left bass loudspeaker 
- R21- / front right bass loud- 
speaker - R23- , 9VD 


QO Removing and installing 
> page 78 
2 - Bolt 
QO 4x 
Q 3Nm 


3 - Bolt 
Q 2x 
Q 3Nm 
4 - Front left mid-range loud- 
speaker - R103- / front right 
mid-range loudspeaker - 
R104- , BRY YE I D 
Q Removing and installing 


a 


=> page 73 3 í 
5 - Bolt E 

Q 2x 

OQ 2Nm 
6 - Left effect loudspeaker - 
R209- / right effect loudspeak- 
er - R210- , 8RY 


OQ Removing and installing 
> page 85 


7 - Subwoofer - R211- , stand- 
ard 


OQ Removing and installing 


=> page 81 
8 - Bolt — a 
Q ° 4x , er [A91-11755 | 
QO 3Nm 


9 - Subwoofer - R211- , 8RY 
QO Removing and installing > page 82 
10 - Bolt 
QO 4x 
Q 3Nm 
11 - Rear left mid-range and bass loudspeaker - R159- / rear right mid-range and bass loudspeaker - R160- 
OQ) Removing and installing > page 74 
- Rear left bass loudspeaker - R15- / rear right bass loudspeaker - R17- 
QO) Removing and installing > page 76 
12 - Bolt 
QO 3x 
Q 3Nm 
13 - Rear left treble loudspeaker - R14- / rear right treble loudspeaker - R16- 
QO Removing and installing > page 70 
14 - Front left bass loudspeaker - R21- / front right bass loudspeaker - R23- , 8RY 
QO Removing and installing > page 79 
15 - Bolt 
Q 10x 
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Q 3Nm 
16 - Centring pin 


17 - Front left treble loudspeaker - R20- / front right treble loudspeaker - R22- 
OQ Removing and installing > page 70 


18 - Bolt 
QO) 2x 
O 2Nm 


19 - Bolt 
QO) 2x 
QO 2Nm 


20 - Centre loudspeaker - R208- 
Q Removing and installing > page 88 


2.2.2 Overview of fitting locations - sound system, loudspeakers (standard/ 
BOSE), Avant 


1 - Front left bass loudspeaker 
- R21- / front right bass loud- 
speaker - R23- , 9VD 


Q Removing and installing 
> page 78 
2 - Bolt 
Q 4x 
QO 3Nm 


3 - Bolt 

Q 2x 

Q 3Nm 
4 - Front left mid-range loud- 
speaker - R103- / front right 


mid-range loudspeaker - 
R104- , 8RY 


6 - Left effect loudspeaker - 
R209-/ right effect:loudspeak- 
er -R210- , 8RY 


m) Removing and installing 
> page 87 
7 - Bolt 
Q 3 Nm 


8 - Subwoofer - R211- 
QO Removing and installing 5 ae 3 
> page 85 Z 
9 - Bolt 
Q 3Nm 
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10 - Bolt 
QO 3Nm 


11 - Rear left mid-range and bass loudspeaker - R159- / rear right mid-range and bass loudspeaker - R160- 
QO Removing and installing > page 74 
- Rear left bass loudspeaker - R15- / rear right bass loudspeaker - R17- 
QO Removing and installing > page 76 
12 - Bolt 
Q 3x 
Q 3Nm 
13 - Rear left treble loudspeaker - R14- / rear right treble loudspeaker - R16- 
QO Removing and installing > page 70 
14 - Front left bass loudspeaker - R21- / front right bass loudspeaker - R23- , 8RY 
QO Removing and installing > page 79 
15 - Bolt 
Q 10x 
Q 3Nm 
16 - Centring pin 
17 - Front left treble loudspeaker - R20- / front right treble loudspeaker - R22- 
QO Removing and installing > page 70 
18 - Bolt 
Q 2x 
Q 2Nm 
19 - Bolt 
QO 2x 
Q 2Nm 
20 - Centre loudspeaker - R208- 
Q Removing and installing > page 88 
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2.2.3 Overview of fitting locations - sound system, loudspeakers (Bang & Oluf- 
sen), Saloon 


1 - Bolt 
Q) 2x 
Q 2Nm 
2 - Front right treble loud- 


speaker - R22- / front left treble 
loudspeaker - R20- 


Q With control motor for 
front left treble loud- 
speaker - V344- / control 
motor for front right tre- 
ble loudspeaker - V345- 


Q Removing and installing 
> page 71 
3 - Centring pin 
4 - Bolt 
QO) 3x 
Q 2Nm 
- Left effect loudspeaker - 


R209- / right effect loudspeak- 
er - R210- 


Q Removing and installing 
=> page 86 


6 - Bolt 
QO 5Nm 
7 - Subwoofer - R211- 
Q Removing and installing 


(from week 08/2013 on- 
wards) > page 84 
8 - Nut 
QO 5Nm 
S- Éni 
Q 5Nm 


10 - Subwoofer - R211- 
Q Removing and installing (up to week 07/2013) = page 83 


11 - Bolt 
n 4x 
O 4Nm 


12 - Rear left treble loudspeaker - R14- / rear right treble loudspeaker - R16- 
QO) Removing and 1 installing | = „page 70 


- Rear left mid-rahige lolidspeaker - - Rt 05) rear right mid-range loudspeaker - R106- 
Q Removing and installing > page 72 f 
13 - Rear left mid-range loudspeaker - . R105- / rear right mid-range loudspeaker - R106- 


Q Removing and installing > page 75 
- Rear left bass loudspeaker - R15- / rear right hass loudspeaker - R1 T- 


Q Removing and installing > page 77 
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14 - Bolt 
Q 3x 
Q 3Nm 
15 - Front left bass loudspeaker - R21- / front right bass loudspeaker - R23- 
QO Removing and installing > page 80 
16 - Bolt/nut 
Q 10x/2x 
Q 3Nm 
17 - Front left mid-range loudspeaker - R103- / front right mid-range loudspeaker - R104- 
QO Removing and installing > page 74 
18 - Centre loudspeaker 2 - R219- 
QO Removing and installing > page 89 
19 - Bolt 
Q 2x 
Q 2Nm 
20 - Centre loudspeaker - R208- 
QO Removing and installing > page 88 
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2.2.4 Overview of fitting locations - sound system, loudspeakers (Bang & Oluf- 
sen), Avant 


1 - Bolt 
Q) 2x 
Q 2Nm 
2 - Front right treble loud- 


speaker - R22- / front left treble 
loudspeaker - R20- 


Q With control motor for 
front left treble loud- 
speaker - V344- / control 
motor for front right tre- 
ble loudspeaker - V345- 


Q Removing and installing 
> page 71 
3 - Centring pin 
4 - Bolt 
Q 2x 
Q 2Nm 
5 - Left effect loudspeaker - 


R209- / right effect loudspeak- 
er - R210- 


Q Removing and installing 
=> page 87 


6 - Bolt 
QO 5Nm 
7 - Subwoofer - R211- 
Q Removing and installing 


> page 85 
8 - Nut 
QO 5Nm 
9 - Bolt 
Q 5Nm 


10 - Rear left treble loudspeaker - R14- / rear right treble loudspeaker - R16- 
QO Removing and installing > page 70 


- Rear left mid-range loudspeaker - R105- / rear right mid-range loudspeaker - R106- 
QO Removing and installing > page 72 

11 - Rear left mid-range loudspeaker - R105- / rear right mid-range loudspeaker - R106- 
üQ Removing and installing > page 75 

- Rear left bass loudspeaker - R15- / rear right bass loudspeaker - R17- 
QO Removing and installing > page 77 


12 - Bolt 
o 3x 
QO 3 Nm 
13%,Frontleft bass loudspeaker - R21- / front right bass loudspeaker - R23- 
QO Removing and installing > page 80 
14.~ Bolt/nut 
QO). 10x/2x 


52 Rep. gr.91 - Communication 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


Q 3Nm 
15 - Front left mid-range loudspeaker - R103- / front right mid-range loudspeaker - R104- 
QO Removing and installing > page 75 
16 - Centre loudspeaker 2 - R219- 
QO Removing and installing > page 89 
17 - Bolt 
Q 2x 
Q 2Nm 
18 - Centre loudspeaker - R208- 
QO Removing and installing > page 88 


2.2.5 Overview of fitting locations - sound system, sound amplifiers, microphones 
(BOSE), up to model year 2014 


1 - ANC microphone with re- 
taining plate 


QO 4x 

Q Overview > page 57 
2 - Trim 

n 4x 


3 - Coupling to wiring harness 
Q 4x 
QO Overview = page 57 
4 - Digital sound package con- 
trol unit J525- 
Q Pin assignment 
> page 90 
Q Removing and installing 
(RMC):S\page: 58 
5 - Nut 
QO 3x 
QO 4Nm 
6 - Digital sound package con- 
trol unit - J525- 
7 - Bolt 
Q 4x 
QO 6Nm 
8 - Bracket 
9 - Digital sound package con- 
trol unit - J525- 
QO) Removing and installing 
(MMI) > page 60 
10 - Nut 
Q 2x 
Q 4Nm 


11 - Bolt 
Q 2x 
QO 4Nm 
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12 - Digital sound package control unit - J525- 
13 - Bolt 
Q 4x 
Q 6Nm 
14 - Bracket 
15 - Internal microphone - R74- 
QO Overview > page 170 
16 - Front interior light - W1- 
Q With microphone unit in front roof module - R164- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing interior 
light/reading light (front) 


2.2.6 Overview of fitting ocations - sound system, sound amplifiers, microphones 
(standard/BOSE), from model year 2015 onwards 


1 - ANC microphone with re- 
taining plate 


QO 4x 

Q Overview = page 57 
2 - Trim 

Q 4x 


3 - Coupling to wiring harness 
QO 4x 
QO Overview > page 57 
4 - Digital sound package con- 
trol unit - J525- 


Q Pin assignment of 9VD 
> Current flow dia- 
grams, Electrical fault 
finding and Fitting loca- 
tions 


Q Pin assignment of 8RY 
> Current flow dia- 
grams, Electrical fault 
finding and Fitting loca- 
tions 


QO Removing and installing 
=> page 62 
5 - Bolt 
QO 4x 
QO 4Nm 


6 - Internal microphone - R74- 
QO Overview > page 170 


7 - Front interior light - W1- 


Q With microphone unit in 
front roof module - 
R164- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing interior 
light/reading light (front) 
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2.2.7 Overview of fitting locations - sound system, sound amplifiers, microphones 
(Bang & Olufsen), up to model year 2014 


1-Trim 
QO 4x 


2 - ANC microphone with re- 
taining plate 


Q 4x 
QO Overview > page 57 
3 - Coupling to wiring harness 
Q 4x 
O Overview = page 57 
4 - Digital sound package con- 
trol unit. J525- 
Q Pin assignment 
=> page 93 
Q Removing and installing 
+ (page 64 
5 Nut 
QO 5Nm 
6 - Bolt 
Q 3.5Nm 


7 - Bracket 


8 - Digital sound package con- 
trol unit - J525- 
9 - Bracket 
10 - Bolt 
Q 3.5 Nm 


11 - Digital sound package 
control unit 2 - J787- 


QO Pin assignment ve: [2931-12045 | 
> page 95 


QO) Removing and installing > page 67 
12 - Nut 

Q 4x 

Q 3.5Nm 
13 - Bracket 


14 - Internal microphone - R74- 
QO Overview > page 170 
15 - Front interior light - W1- 
Q With microphone unit in front roof module - R164- 


Q Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing interior 
light/reading light (front 
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2.2.8 Overview of fitting locations - sound system, sound amplifiers, microphones 
(Bang & Olufsen), from model year 2015 onwards 


1 - ANC microphone with re- 
taining plate 


QO 4x 

QO Overview > page 57 
2 - Trim 

QO 4x 


3 - Coupling to wiring harness 
Q 4x 
Q Overview > page 57 
4 - Nut 
QO 3x 
Q Top: 5 Nm 
QO Bottom: 4 Nm 


5 - Bracket 


6 - Bolt 
QO 5Nm 


7 - Digital sound package c cont 
trol unit - J525- 


Q Pin assignment > houa 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


m) Samoi and installing 
> page 6 


8 - Digital sound package con- 
trol unit - J525- 


9 - Bracket 

10 - Bolt 
Q 4x 
n 4Nm 


11 - Internal microphone - R74- 
QO Overview > page 170 
12 - Front interior light - W1- 
Q With microphone unit in front roof module - R164- 


QO Removing and installing > Electrical system; Rep. gr. 96 ; Controls; Removing and installing interior 
light/reading light (front) 


Not illustrated 
¢ Bolts for brace: 5 Nm 
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2.3 Overview of fitting locations - ANC mi- 
crophones 


The ANC (active noise cancellation) system consists of four ad- 
ditional microphones in the moulded headliner and special soft- 
ware in the digital sound package control unit - J525- . 


ANC microphones up to model year 2014 

1- Front interior light - W1- with internal microphone - R74- 
2- Centre left microphone - R142 

3- Rear left microphone - R144- 

4- Rear right microphone - R145- 

5- Centre right microphone - R143- 


ANC microphones from model year 2015 onwards 

1- Front interior light - W1- with internal microphone - R74- 
2- Noise cancellation microphone 1 - R285- 

3- Noise cancellation microphone 3 - R287- 

4- Noise cancellation microphone 4 - R288- 

5- Noise cancellation microphone 2 - R286- 


The ANC microphones are equipped with a trailing cable. The 
connector is located in the moulded headliner. 


To remove, moulded headliner must be lowered at the appropri- 
ate corner. 


Removing and installing ANC microphones = page 89 . 


Communication - Edition 10.2019 


A91-12016 
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2.4 Removing and installing digital sound 
package control unit/amplifier 


> “2.4.1 Removing and installing digital sound package control 
unit J525 - BOSE, RMC, up to model year 2014”, page 58 


> “2.4.2 Removing and installing digital sound package control 
unit J525 - BOSE, MMI, up to model year 2014”, page 60 


> “2.4.3 Removing and installing digital sound package control 


unit J525 - standard/BOSE, from model year 2015 onwards”, 
page 62 


> “2.4.4 Removing and installing digital sound package control 
unit J525 - Bang & Olufsen, up to model year 2014”, page 64 


> “2.4.5 Removing and installing digital sound package control 
unit J525 - Bang & Olufsen, from model year 2015 onwards”, page 
65 


> “2.4.6 Removing and installing digital sound package control 


unit 2 J787 - Bang & Olufsen, up to model year 2014”, 
page 67 


2.4.1 Removing and installing digital sound 
package control unit - J525- - BOSE, 
RMC, up to model year 2014 

Special tools and workshop equipment required 

@ Protective cap for cable connector - VAS 6223/9- 


@ Torque screwdriver - V.A.G 1624- 
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V.A.G 1624 


Z 
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Digital sound package control unit - J525- -1- is located behind 
luggage compartment trim (left-side). 


[a] Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Open left storage compartment in luggage compartment. 


First remove bracket together with digital sound package control 
unit - J525- . 


— Release and unplug connectors at digital sound package con- 
trol unit - J525- -2-. 


AQ1-11696 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


— Unscrew nuts -arrows- at bracket -1- and take out digital sound 
package control unit - J525- -2- with bracket -1-. 


| 


A91-11696 
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— Unscrew bolts -arrows- and detach digital sound package con- 
trol unit - J525- -1- from bracket -2-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.5 Overview of fitting locations - sound system, sound 
amplifiers, microphones (BOSE), up to model year 2014”, 


page 53 


AQ1-11695 


2.4.2 Removing and installing digital sound 
package control unit - J525- - BOSE, 
MMI, up to model year 2014 


Special tools and workshop equipment required 


@ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


wWoO00-11495 


# Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z 


W00-11187 
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Digital sound package control unit - J525- -1- is located behind 
luggage compartment trim (left-side). 


[a] Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit > Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Open left storage compartment in luggage compartment. 
First remove bracket together with digital sound package control 
unit - J525- . 


— Release and unplug connectors at digital sound package con- 
trol unit - J525- -2-. 


AQ1-11699 i 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


— Unscrew nuts and bolts -arrows- at bracket -1- and take out 
digital sound.package control unit - J525- -2- with bracket 


A91-11699 i 
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— Unscrew bolts -arrows- and detach digital sound package con- 
trol unit - J525- -1- from bracket -2-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.5 Overview of fitting locations - sound system, sound 
amplifiers, microphones (BOSE), up to model year 2014”, 


page 53 


AQ1-11698 


2.4.3 Removing and installing digital sound 
package control unit - J525- - standard/ 
BOSE, from model year 2015 onwards 


Special tools and workshop equipment required 


@ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


wWoO00-11495 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z 


W00-11187 
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Digital sound package control unit - J525- -1- is located behind 
luggage compartment trim (left-side). 


[a] Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove : 
ignition key. 


— Open left storage compartment in luggage compartment. 


High-voltage vehicles from model year 2016 onwards: 


— Remove luggage compartment side trim (left-side) > General 
body repairs, interior; Rep. gr. 70 ; Luggage compartment trim 
pone Removing and installing luggage compartment side 

rim. 


All vehicles: 


— Release and unplug connectors -2, 3 and 4- at digital sound 
package control unit - J525- -1-. 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST 'bus-connector-22))t. Copying for private or commercial put 
yermitted unless authorised by AUDI AG. AUDI AG does notg 


with respect to the correctness of information in this document§ Copy 


— Unscrew bolts -arrows- from bracket and remove digital sound 
package control unit - J525- -1-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 
@ = “2.2.6 Overview of fitting locations - sound system, sound 


amplifiers. microphones (standard/BOSE), from model year 
2015 onwards”, page 54 


A91-12323 
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2.4.4 Removing and installing digital sound 
package control unit - J525- - 
Bang & Olufsen, up to model year 2014 
Special tools and workshop equipment required 


+ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


WO0-11495 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


WO0-11187 


Digital sound package control unit - J525- -1- is located behind 
luggage compartment trim (left-side). 


(å) Note 


If renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove ; 3 - 
ignition key. 
— Open left storage compartment in luggage compartment. 


First remove bracket together with digital sound package control 
unit - J525- . 
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— Release and unplug connectors at digital sound package con- 
trol unit - J525- -2-. 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


— Unscrew nuts and bolts -arrows- at bracket -1- and take out 
oy! sound package control unit - J525- -2- with bracket 


— Unscrew bolts -arrows- and detach digital sound package con- 
trol unit - J525- -1- from bracket -2-. 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 

@ = “2.2.7 Overview of fitting locations - sound system, sound 
amplifiers, microphones hana & Olufsen), up to model year 
2014”, page 55 


2.4.5 Removing and installing digital sound 
package control unit - J525- - 
Bang & Olufsen, from model year 2015 
onwards 


Special tools and workshop equipment required 


AQ1-11701 
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+ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


WO0-11495 


@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z 


WO0-11187 


Digital sound package control unit - J525- -1- is located behind 
luggage compartment trim (left-side). 


[a| Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 


Removing 


— Switch off ignition and all electrical equipment, and remove $ > 
ignition key. 


- Remove luggage compartment side trim (left-side) > General 
body repairs, interior; Rep. gr. 70 ; Luggage compartment trim 
panels; Removing and installing luggage compartment side 
trim . 


First remove bracket together with digital sound package control 
unit - J525- . 


— If fitted, remove lever for towing bracket > General body re- 


pairs, exterior; Rep. gr. 66 ; Towing bracket; Exploded view - 
towing bracket . 
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— Remove nuts -4, 6 and 7- and bolt -2- from bracket -1-. 
— Remove brace -3-. 


— Pivot digital sound package control unit - J525- -5- together 
with bracket -1- into luggage compartment. 


yeert 


— Release and unplug connectors at digital sound package con- 
trol unit - J525- -5-. 
— If fitted, release and unplug connectors on TV tuner - R78- . 


[ase | 
— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


-— Remove digital sound package control unit - J525- -5- with 
bracket -1-. 


The TV tuner - R78- does not have to be removed. 


— Unscrew bolts -arrows- and detach digital sound package con- 
trol unit- J525+~1= from bracket '-2-. 


installing i 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ > “2.2.8 Overview of fitting locations - sound system, sound 
amplifiers, microphones (Bang & Olufsen), from model year 


2015 onwards”, page 56 


2.4.6 Removing and installing digital sound 
package control unit 2 - J787- - 
Bang & Olufsen, up to model year 2014 


Special tools and workshop equipment required 
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+ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


WO0-11495 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


WO0-11187 


The digital sound package control unit 2 - J787- -1- is located 
behind the luggage compartment trim (left-side) beneath the dig- 
ital sound package control unit - J525- . 


(à Note 


If renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Open left storage compartment in luggage compartment. 
First remove bracket together with digital sound package control 
unit - J525- . 


— Release and unplug connectors at digital sound package con- 
trol unit - J525- -2-. 
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— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


— Unscrew nuts and bolts -arrows- at bracket -1- and take out 
digital sound package control unit - J525- -2- with bracket 


Securing nuts for digital sound package control unit 2 - J525- are 
covered by digital sound package control unit - J787- . 


— Unscrew bolts -arrows; anddetach digital sound package con® 
trol unit - J525- -1- from bracket -2-. 


AQ1-11701 


— Unscrew nuts -arrows- at bracket -2- and detach digital sound 
package control unit 2 - J787- -1- from bracket -2-. 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 
@ = “2.2.7 Overview of fitting locations - sound system, sound 
amplifiers, microphones hana & Olufsen), up to model year 
2014”, page 55 m~~ 2 


AQ1-11702 
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2.5 Removing and installing rear treble 
loudspeakers -R14- / -R16- 


The rear left treble loudspeaker - R14- and the rear right treble 
loudspeaker - R16- -1- are located in the rear doors (top). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear door trim > General body repairs, interior; Rep. 
gr. 70 ; Rear door trim; Removing and installing door trim L 


(rear) . = 
— Release and unplug connector at rear left treble loudspeaker 
- R14- -1-. 


— Turn rear left treble loudspeaker - R14- -1- in direction of 
-arrow- until it can be detached from door trim. 


Installing 
— Install in reverse sequence of removal. 


( Y 


ap wa 
-7 
| ' A91-11693 


2.6 Removing and installing front treble 
loudspeakers -R20- / -R22- 


> “2.6.1 Removing and installing front treble loudspeakers R20 / 
R22”, page 70 


> “2.6.2 Removing and installing front treble loudspeakers R20 

V344 | R22 1 V345 Bang & Olufsen’, page 71 

2.6.1 Removing and installing front treble 
loudspeakers -R20- / -R22- 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


WO0-11187 
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The front left treble loudspeaker - R20- -1- and the front right tre- 
ble loudspeaker - R22- -4- are located in the dash panel (front). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition, key. 


— Remove.loudspeaker.trim (side) >, General body, repairs, in- 
terior; Rep. gr. 70 ; Dash panel; Removing and installing 
loudspeaker trim‘. 


— Remove bolts -1- at front left treble loudspeaker - R20- -2- and 
lift front left treble loudspeaker - R20- -2- off centring pins -3-. 


— Release and unplug connector at front left treble loudspeaker 
R2 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques a 
@ = “2.2.1 Overview of fitting locations - sound system, loud- — l 
speakers (standard/BOSE), Saloon”, page 46 —_— " Eaj 


@ = “2.2.2 Overview of fitting locations - sound system, loud- 


speakers (standard/BOSE), Avant”, page 48 


2.6.2 Removing and installing front treble 
loudspeakers -R20- / -V344- / -R22- / - 
V345- - Bang & Olufsen 

Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


b 


WO0-11187 
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The front left treble loudspeaker - R20- -1- and the front right tre- 
ble loudspeaker - R22- -4- are located in the dash panel (front). 


The removal and installation procedure is similar for all compo- 
nents. 


The control motor for front left treble loudspeaker - R20- / control 
motor for front right treble loudspeaker - R22- is integrated in the 
front left treble loudspeaker - V344- -1-/ front right treble loud- 
speaker - V345- . The control motors cannot be renewed sepa- 
rately. 


Removing 
— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove loudspeaker trim (side) > General body repairs, in- 
terior; Rep. gr. 70 ; Dash panel; Removing and installing 
loudspeakerstrims 


— Remove bolts -1- at frontleft treble loudspeaker - R20- -2- and 
lift front left treble loudspeaker R20- -2- off centring pins -3-. 


— Release and unplug connectors at front left treble loudspeaker 
- R20- -2-. 


Installing 


— Installation, is;carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.3 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Saloon”, page 50 


@ = “2.2.4 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Avant”, page 52 


d A91-11709 


— 


2.7 Removing and installing rear mid-range 
loudspeakers 


The rear left mid-range loudspeaker - R105- and the rear right 
mid-range loudspeaker - R106- -1- are located in the rear doors 
(top). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear door trim > General body repairs, interior; Rep. 


gr. 70 ; Rear door trim; Removing and installing door trim j 


91-11747 
(rear) . 
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— Release and unplug connector at rear left mid-range loud- 
speaker - R105- -1-. 


— Turn rear left mid-range"loudspeaker=, R105- -1- in direction 
of -arrow- until it can be detached from door trim. 


Installing 


— Install in reverse sequence of removal. 


~ 


2.8 Removing and installing front mid-range 
loudspeakers 


> “2.8.1 Removing and installing front mid-range loudspeakers 
R103 / R104 ”, page 73 


> “2.8.2 Removing and installing front mid-range loudspeakers 
R103 / R104 - Bang & Olufsen”, page 74 


2.8.1 Removing and installing front mid-range 
loudspeakers -R103- / -R104- 

Special tools and workshop equipment required 

@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


WO0-11187 


The front left mid-range loudspeaker - R103- and the front right 
mid-range loudspeaker - R104- -1- are located in the front doors 
(centre). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove door trim (front) > General body repairs, interior; 
Rep. gr. 70; Door trim (front); Removing and installing door 
trim (front) . 
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— Release and unplug electrical connector -2- at front left mid- 
range loudspeaker - R103- - 12; 


— Remove bolts -3-. 
- Detach front left mid*range"oudspeaker™ R103- -1-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ > “2.2.1 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Saloon”, page 46 


@ = “2.2.2 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Avant”, page 48 


2.8.2 Removing and installing front mid-range 
loudspeakers -R103- / -R104- - 
Bang & Olufsen 

The front left mid-range loudspeaker - R103- and the front right 


mid-range loudspeaker - R104- -1- are located in the front doors 
(centre). 


The removal and installation procedure is similar for all compo- 
nents. 


Both loudspeakers are connected to the front left bass loud- 
speaker - R21- / front right bass loudspeaker - R23- and cannot 
be renewed individually. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove front bass loudspeakers (Bang & Olufsen) 
> page 80. 


2.9 Removing and installing rear mid-range 
and bass loudspeakers 


> “2.9.1 Removing and installing rear mid-range and bass loud- 
speakers R159 / Ri 60 ”, page 7 

> “2.9.2 Removing and installing rear mid-range and bass loud- 
speakers R159 / R160 - Bang & Olufsen”, page 75 


2.9.1 Removing and installing rear mid-range 
and bass loudspeakers -R159- / -R160- 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


> 


Wo00-11187 


The rearlėftmid-range and bass loudspeaker R4159- andthe 
rear right mid-range and bass loudspeaker - R160- -2- are located 
in the rear doors (bottom). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


- Remove rear door trim > General body repairs, interior; Rep. L 
an Rear door trim; Removing and installing door trim S j 


— Release and unplug electrical connector -2- at rear left mid- 
range and bass loudspeaker - R159- -1-. 


— Remove bolts -3-. 


= nomoa rear left mid-range and bass loudspeaker - R159- 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


e] 


@ = “2.2.1 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Saloon”, page 46 


@ = “2.2.2 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Avant”, page 48 


2.9.2 Removing and installing rear mid-range 
and bass loudspeakers -R159- / -R160- 
- Bang & Olufsen 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


b 


The rear left mid-range and bass loudspeaker - R159- and the 
rear right mid-range and bass loudspeaker - R160- -2- are located 
in the rear doors (bottom). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear door trim > General body repairs, interior; Rep. 
gr. 70 ; Rear door trim; Removing and installing door trim 
(rear) . 


— Release and unplug electrical connector -2- at rear left mid- 
range and bass loudspeaker - R159- -1-. 

- Remove,bolts,-3-. 

— | Remove rear left mid-range and bass loudspeaker - R159- 


Installing 


— _ Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2-3 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Saloon”, page 50 


@ = “2.2.4 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Avant”, page 52 


2.10 Removing and installing rear bass loud- 
speakers -R15- / -R17- 


> “2.10.1 Removing and installing rear bass loudspeakers R15 / 
R17 ”, page 76 


> “2.10.2 Removing and installing rear bass loudspeakers R15 / 
R17 - Bang & Olufsen”, page 77 


2.10.1 | Removing and installing rear bass loud- 
speakers -R15- / -R17- 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


W0O0-11187 


The rear left bass loudspeaker - R15- and the rear right bass 
loudspeaker - R17- -2- are located in the rear doors (bottom). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear door trim > General body repairs, interior; Rep. 
gr. 70 ; Rear door trim; Removing and installing door trim L 


(rear) . CE / 
— Release and unplug electrical connector -2- at rear left bass 
loudspeaker - R15- -1-. 
— Remove bolts -3-. 
— Detach rear left bass loudspeaker - R15- -1-. 
Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 

@ = “2.2.1 Overview of fitting locations - sound system, loud- | 
speakers (standard/BOSE), Saloon”, page 46 - 

@ = “2.2.2 Overview of fitting locations - sound system, loud- 


speakers (standard/BOSE), Avant”, page 48 


2°10,2° Removing and installing rear bass loud- 
speakers -R15-/-R17-- Bang & Olufsen 


Specialttools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z 


WO0-11187 
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The rear left bass loudspeaker - R15- and the rear right bass 
loudspeaker - R17- -2- are located in the rear doors (bottom). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear door trim > General body repairs, interior; Rep. 
gr. 70 ; Rear door trim; Removing and installing door trim 
(rear) . 


— Release and unplug electrical connector -2- at rear left bass 
loudspeaker - R15- -1-. 


— Remove bolts -3-. 
— Detach rear left bass loudspeaker - R15- -1-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.3 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Saloon”, page 50 


@ = “2.2.4 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Avant”, page 52 


2.11 Removing and installing front bass loud- 
speakers -R21- / -R23- 


> “2.11.1 Removing and installing front bass loudspeakers R21 / 
R23 - standard”, page 78 


> “2.11.2 Removing and installing front bass loudspeakers R21 / 
R23 - BOSE”, page 79 


> “2.11.3 Removing and installing front bass loudspeakers R21 / 
R103 / R23 / R104 - Bang & Olufsen”, page 80 


2.11.1 Removing and installing front bass loud- 
speakers -R21- / -R23- - standard 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z 
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The front left bass loudspeaker - R21- and the front right bass 
loudspeaker - R23- -2- are located in the front doors (bottom). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove door trim (front) > General body repairs, interior; 
Rep. gr. 70; Door trim (front); Removing and installing door 
trim (front) . 


— Release and unplug connector -2- at front left bass loudspeak- 
er - R21- -1-. 


— Remove bolts -3-. 
— Detach front left bass loudspeaker - R21- -1-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.1 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Saloon”, page 46 


@ = “2.2.2 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Avant”, page 48 


ees | 
[Agt-11688 | 1688 
—— 


2.11.2 | Removing and installing front bass loud- 
speakers -R21- / -R23- - BOSE 
Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z 


WO0-11187 


The front left bass loudspeaker - R21- and the front right bass 
loudspeaker - R23- -2- are located in the front doors (bottom). 


The removal andiinstallation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove door trim (front) = General body repairs, interior; 
Rep. gr. 70; Door trim (front); Removing and installing door 


trim.(front) . =o a E 
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- Release and unplug connector -3- at front left bass loudspeak- 
er - R21- -2-. 


— Remove bolts -1- (10x). 
— Detach front left bass loudspeaker - R24- -2-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 
@ = “2.2.1 Overview of fitting locations - sound system, loud- 


speakers (standard/BOSE), Saloon”, page 46 


@ > “2.2.2 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Avant”, page 48 


2.11.3 Removing and installing front bass loud- 
speakers -R21- /-R103- /-R23-/-R104- 
- Bang & Olufsen 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


The front left bass loudspeaker - R21- , front right bass loud- 
speaker - R23- , front left mid-range loudspeaker - R103- and front 
right mid-range loudspeaker - R104- -2- are located in the front 
doors (bottom). 


The front left bass loudspeaker - R21- , front left mid-range loud- 
speaker - R103- and front right bass loudspeaker - R23- , front 
right mid-range loudspeaker - R104- are fitted in one housing and 
cannot be renewed individually. 


The following removal and installation instructions refer to the 
front left bass loudspeaker - R21- . 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove door trim (front) > General body repairs, interior; 
Rep. gr. 70 ; Door trim (front); Removing and installing door 
trim (front) . 
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— Release and unplug connector -3- at front left bass loudspeak- 
er - R21- -1-. 


— Remove bolts and nuts -2- (12x). 
— Detach front left bass loudspeaker - R21- -1-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques i yV i 
@ > “2.2.3 Overview of fitting locations - sound system, loud- ae 


speakers (Bang & Olufsen), Saloon”, page 50 


@ = “2.2.4 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Avant”, page 52 


2.12 Removing and installing subwoofer - 
R211- 


> “2.12.1 Removing and installing subwoofer R211 - standard”, 
page 81 


> “2.12.2 Removing and installing subwoofer R211 - BOSE”, 
page 82 


> “2.12.3 Removing and installing subwoofer R211 - Bang & Oluf- 
sen, Saloon up to week 07/2013”, page 83 


> “2.12.4 Removing and installing subwoofer R211 - Bang & Oluf- 
sen, Saloon from week 08/2013 onwards”, page 84 


> “2.12.5 Removing and installing subwoofer R211 (Avant)”, 
page 85 


2.12.1 | Removing and installing subwoofer - 
R211- - standard 

Special tools and workshop equipment required 

@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


WO0-11187 
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The subwoofer - R211- -2- is located in the rear shelf (centre). 
Removing 


- Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear shelf > General body repairs, interior; Rep. gr. 
70 ; Passenger compartment trim; Removing and installing 
rear shelf . 


— Release and unplug connector at subwoofer - R211- -1-. 
— Remove bolts -arrows- on subwoofer - R211- -1-. 

— Lift subwoofer - R211- -1- off rear shelf -2-. 

Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ > “2.2.1 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Saloon”, page 46 


2.12.2 | Removing and installing subwoofer - 
R211- - BOSE 

Special tools and workshop equipment required 

@ Torque screwdriver - V.A.G 1624- 


The subwoofer - R211- -2- is located in the rear shelf (centre). 
Removing 


- Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear shelf > General body repairs, interior; Rep. gr. 
70 ; Passenger compartment trim; Removing and installing 
rear shelf . 
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— Release and unplug connector -2- at subwoofer - R211- -1-. 
— Remove bolts -arrows- on subwoofer - R211- -1-. 

— Lift subwoofer - R211- -1- off rear shelf -3-. 

Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.1 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Saloon”, page 46 


2.12.3 Removing and installing subwoofer - 
R211- - Bang & Olufsen, Saloon up to 
week 07/2013 

Special tools and workshop equipment required 

@ Torque screwdriver - V.A.G 1624- 


The subwoofer - R211- -2- is located in the rear shelf (centre). 
The subwoofer - R211- is secured to rear shelf (top) and can be 
removed downwards into the luggage compartment. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear shelf > General body repairs, interior; Rep. gr. 
70 ; Passenger compartment trim; Removing and installing 
rear shelf . 


— Open luggage compartment. 
— Remove left effect loudspeaker - R209- > page 86. 


V.A.G 1624 


Z, 


AQ1-11767 


WO0-11187 


ee ‘| 
AQ1-11790 f 


2. Sound system 83 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


— Release and unplug connector -2- at subwoofer - R211- -1-. 


A ring with spring elements is secured to the loudspeaker hous- 
ing; it must be removed first. 


— Remove ring from subwoofer - R211- -1-. 


— Remove bolts -arrows- at subwoofer - R211- -1- and remove 
subwoofer - R211- -1- from rear shelf -3- downwards into lug- 
gage compartment. 


Installing 
— Installation is carried out in reverse sequence; note the fol- a r= = 
lowing: janiti [anres]! 


— First push subwoofer - R211- upwards from luggage compart- 
ment and engage it. 


Tightening torques 


@ > “2.2.3 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Saloon”, page 50 


2.12.4 Removing and installing subwoofer - 
R2441- -Bang-& Olufsen, Saloon from 
week/08/2013 onwards 


Special tools and workshop equipment,required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


W0O0-11187 


The subwoofer - R211- -2- is located in the luggage compartment 
recess (right-side). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove luggage compartment floor covering. 


— Remove bolts -2 and 3- and nut -5- from subwoofer - R211- 
-1-. 


— Release and unplug connector -4-. 
— Lift out subwoofer - R211- -1-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.3 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Saloon”, page 50 
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2.12.5 Removing and installing subwoofer - 
R211- (Avant) 


Special tools and workshop equipment required 
# Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


WO0-11187 


The subwoofer - R211- -2- is located in the luggage compartment 
recess (right-side). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove luggage compartment floor covering. 
— Remove bolts -2 and 3- and nut -5- from subwoofer - R211- 


— Release and unplug connector -4-. 
— Lift out subwoofer - R211- -1-. 
Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.2 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Avant”, page 48 


@ = “2.2.4 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Avant”, page 52 


2.13 Removing and installing effect loud- 
speakers 


> “2.13.1 Removing and installing effect loudspeakers R209 / 
R210 - BOSE”, page 85 


> “2.13.2 Removing and installing effect loudspeakers R209 / 
R210 - Bang & Olufsen”, page 86 


> “2.13.3 Removing and installing effect loudspeakers R209 / 
R210 - Avant”, page 87 


2.13.1 | Removing and installing effect loud- 
speakers -R209- / -R210- - BOSE 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


b 


WO0-11187 


The left effect loudspeaker - R209- -1- and the right effect loud- 
speaker - R210- -2- are located in the rear shelf (left and right). 
Effect loudspeakers are bolted to loudspeaker trim. 


Removing 
— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove loudspeaker trim > General body repairs, interior; 
Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing loudspeaker trim . 

— Release and unplug connector at left effect loudspeaker - Fiaa 
R2 


ees | A01-11790 |} 
Do [— Á- noas 


— Unscrew bolts -3- at left effect loudspeaker - R209- -1-. 
— Lift left effect loudspeaker - R209- -1- off loudspeaker trim 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.1 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Saloon”, page 46 


~ | A91-11769 


2.13.2 Removing and installing effect loud- 
speakers -R209- /-R210- - Bang & Oluf- 
sen 

Special tools and workshop.equipment required 


@ Torque screwdriver- V.A:G.1624- 
V.A.G 1624 


> 


WO0-11187 
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The left effect loudspeaker - R209- and the right effect loud- 
speaker - R210- are located in the rear shelf (left and right). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear shelf > General body repairs, interior; Rep. gr. 
70 ; Passenger compartment trim; Removing and installing 
rear shelf . 


— Unscrew bolts -arrows- at left effect loudspeaker - R209- -1-. 
— Release and unplug connector -2- at left effect loudspeaker - 
R2 


— Lift left effect loudspeaker - R209- -1- off rear shelf -3-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques = n 


@ > “2.2.3 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Saloon”, page 50 


[ero] 


2.13.3 Removing and installing effect loud- 
speakers -R209- / -R210- - Avant 


Special tools and workshop equipment required 


¢ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


b 


WO0-11187 


The left effect loudspeaker - R209- and the right effect loud- 
speaker - R210- are located in the D-pillars (left and right). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove D-pillar trim = General body repairs, interior; Rep. 
gr. 70 ; Passenger compartment trim panels; Removing and 
installing D-pillar trim . 


— Release and unplug connector at left effect loudspeaker - 
R209- . 


2. Sound system 87 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 


Communication - Edition 10.2019 


- Unscrew bolts -arrows- at left effect loudspeaker - R209- -1-. 
— Detach left effect loudspeaker - R209- -1- from D-pillar. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “2.2.2 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Avant”, page 48 


@ > “2.2.4 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Avant”, page 52 


2.14 Removing and installing centre loud- 
speaker 


=> “2.14.1 Removing and installing centre loudspeaker R208 ”, 
page 88 


> “2.14.2 Removing and installing centre loudspeaker 2 R219 - 
Bang & Olufsen”, page 89 


2.14.1. Removing and installing centre loud- 
speaker - R208- 


Special tools and workshop equipment required 
@ Torque screwdriver - V.A.G 1624- 


The centresoudspeaker - R208- -23is located in the dash panel 
(front centre). 


Removing 


- Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove centre, loudspeaker trim.» General body repairs, in- 
terior; Rep. gr. 70 ; Dash panel; Removing and installing 
loudspeaker trim: 
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— Remove bolts -2- on centre loudspeaker - R208- -1-. 


— Release and unplug connector at centre loudspeaker - R208- 
-1-. 


— Remove centre loudspeaker - R208- -1- from dash panel. 


Installing 
— Installation is carried out in reverse sequence; note the fol- 
lowing: 
Tightening torques 
@ = “2.2.1 Overview of fitting locations - sound system, loud- 


speakers (standard/BOSE), Saloon”, page 46 


@ = “2.2.2 Overview of fitting locations - sound system, loud- 
speakers (standard/BOSE), Avant’, page 48 


@ = “2.2.3 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Saloon”, page 50 


@ = “2.2.4 Overview of fitting locations - sound system, loud- 
speakers (Bang & Olufsen), Avant”, page 52 


2.14.2 Removing and installing centre loud- 
speaker 2 - R219- - Bang & Olufsen 


The centre loudspeaker 2 - R219- -3- is located in the dash panel 
(front centre). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove centre loudspeaker trim = General body repairs, in- 
terior; Poi gr. 70 ; Dash panel; Removing and installing 
loudspeaker trim . 


— Unclip centre loudspeaker 2 - R219- -1- from dash panel. 


— Release and unplug connector at centre loudspeaker 2 - 
R219- -1-. 


Installing 


— Install in reverse sequence of removal. 


2.15 Removing and installing ANC micro- 
phones 

The ANC microphones are located in the moulded headliner. 

ANC microphones - overview > page 57 . 

Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 
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To remove ANC microphones, moulded headliner must be low- 
ered on appropriate side. 


— Lower moulded headliner > General body repairs, interior; 
Rep. gr. 70 ; Roof trim; Removing and installing moulded 
headliner . 


— Unplug connector -2- on appropriate microphone. 


— Pry microphone -1- out of retainer and remove from moulded 
headliner -3-. 


Cover -4- remains in moulded headliner. 
Installing 


— Install in reverse sequence of removal. 


2.16 Pin assignment 


> “2.16.1 Pimassignmentfor digital sound package control unit 
J525 - BOSE, “Upsto model year 2044”, page 90 


> “2.16.2 Pin assignment for digital sound package control unit 
J525 - Bang & Olufsen, up-to \modeLyear2014"; page 93 


> “2.16.3 Pincassignment-fordigitalisound package controlunit2 
J787 - Ban Olufsen, up to model year 2014”, page 9 


2.16.1 Pin assignment for digital sound pack- 
age control unit - J525- - BOSE, up to 
model year 2014 


Digital sound package control unit - J525- 
1- MOST bus 

2-  18-pin connector - T18- 

3- 38-pin connector - T38- 


(à Note 


Contacts which are not listed are not used. 


1 - MOST bus 
1- Output 
2- Input 
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2 - 18-pin connector - T18- 

6 - Rear left microphone - R144- (+) 
7 - Rear left microphone - R144- (-) 
8 - Rear right microphone - R145- (+) 


9 - Rear right microphone - R145- (-) 

10 - Engine speed signal from engine control unit - J623- (+) 
11 - Engine speed signal from engine control unit - J623- (-) 
13 - Centre right microphone - R143- (+) 

14 - Centre right microphone - R143- (-) 

16 - Centre left microphone - R142- (+) 

17 - Centre left microphone - R142- (-) 
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3 - 38-pin connector - T38- 
1- Terminal 30 


2- Terminal 31 


11 


3- Loudspeaker (+), rear right = A 
4- Front left bass loudspeaker - R21- (+) eee Oe eee ee G 
5- Subwoofer - R211- (-) | nea i 

: \ 
6 Not used ot 10 4 
7- Front left mid-range loudspeaker - R103- (-) 


8- Front right mid-range loudspeaker - R104- (+) 
9- Front right treble loudspeaker - R22- (-) 

10 - Front left treble loudspeaker - R20- (+) 

11- Front right bass loudspeaker - R23- (-) 

12 - Front right bass loudspeaker - R23- (+) 

13 - Loudspeaker (+), rear left 

14 - Loudspeaker (-), rear left 

15 - Loudspeaker (-), rear right 

16 - Front left bass loudspeaker - R21- (-) 

17 - Subwoofer - R211- (+) 

18 - Not used 

19- Front left mid-range loudspeaker - R103- (+) 
20 - Front right mid-range loudspeaker - R104- (-) 
21 - Front right treble loudspeaker - R22- (+) 

22 - Front left treble loudspeaker - R20- (-) 


23 - Not used 
24 - Not used 
25 - Open circuit diagnostic lead 
26 - Not used 
27 - Not used 


28 - Screen earth from microphone unit in front roof module - 
R164- , internal microphone - R74- 


29 - Microphone unit in front roof module - R164-, internal mi- 
crophone - R74- (=) 


30 - Microphone unit in front roof module - R164- , internal mi- 
crophone - R74- (+) 


31 - Centre loudspeaker - R208- (+) 

32 - Centre loudspeaker,- R208-,(—) 

33 - Left effect loudspeaker - R209- (-) 
34 - Left effect loudspeaker - R209- (+) 
35 - Not used 

36 - Not used 

37 - Right effect loudspeaker - R210- (+) 
38 - Right effect loudspeaker - R210- (-) 
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2.16.2 Pin assignment for digital sound pack- 
age control unit - J525- - Bang & Oluf- 
sen, up to model year 2014 


Digital sound package control unit - J525- 
1- MOST bus 

2+  32epin connector - T32e- 

3- 38-pin connector - T38- 


[a] Note 


Contacts which are not listed are not used. 


1 - MOST bus 
1- Output 
2- Input 
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2 - 32-pin connector - T32e- 

1- Digital sound package control unit 2 - J787- 
2- Digital sound package control unit 2 - J787- 
3- Digital sound package control unit 2 - J787- 
4- Digital sound package control unit 2 - J787- 
5- Digital sound package control unit 2 - J787- 


B 
iTA m 
eth ttt tatiana 


P 


6- Centre left microphone - R142- (+) 
7- Centre right microphone - R143- (+) 
8- Rear left microphone - R144- (+) 


9- Microphone unit in front roof module - R164- , internal mi- 
crophone - R74- (+) 


10- Rear right microphone - R145- (+) 

11- Screen earth 

12 - Engine speed signal from engine control unit - J623- (+) 
13 - Not used 

14 - Digital sound package control unit 2 - J787- 
15- Not used 

16 - Digital sound package control unit 2 - J787- 
17 - Digital sound package control unit 2 - J787- 
18 - Digital sound package control unit 2 - J787- 
19 - Digital sound package control unit 2 - J787- 
20 - Digital sound package control unit 2 - J787- 
21 - Digital sound package control unit 2 - J787- 
22 - Centre left microphone - R142- (-) 

23 - Centre right microphone - R143- (-) 

24 - Rear left microphone - R144- (-) 


25 - Microphone unit in front roof module - R164- , internal mi- 
crophone - R74- (-) 


26 - Rear right microphone - R145- (-) 

27+ Notused 

28 -\ Engine speed signal from engine control unit - J623- (-) 
29 - Open circuit diagnostic lead 

30 =, Digital sound package control, unit 2 --J787- 

31 --.\Not used 

32 + \Digitalssound! package control unit 2)\-'J787- 


94 Rep. gr.91 - Communication 


(i 
| a 


A91-12113 


8 4 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


3 - 38-pin connector - T38- 


1 - Terminal 30 

2 - Terminal 31 

5 - Front left mid-range loudspeaker - R103- (+) | 

6 - Front right mid-range loudspeaker - R104- (+) tosses Oe eee east 


reeked Lal od 1 nenak a nN A S 
E 
L ea = 


7 - Centre loudspeaker - R208- (+) 
8 - Centre loudspeaker 2 - R219- (+) 


9 - Left effect loudspeaker - R209- (+) 
10 - Right effect loudspeaker - R210- (+) 


17 - Front left mid-range loudspeaker - R103- (-) 


18 - Front right mid-range loudspeaker - R104- (-) 
19 - Centre loudspeaker - R208- (-) 

20 - Centre loudspeaker 2 - R219- (-) 

21 - Left effect loudspeaker - R209- (-) 

22 - Right effect loudspeaker - R210- (-) 

23 - Front left treble loudspeaker - R20- (+) 
24 - Front right treble loudspeaker - R22- (+) 
25 - Reapleft treble lolidspeakerR14- (+) 
26 - Rear right treble loudspeaker - R16- (+) 
31 - Front left'treble loudspeaker - R20- (-) 
32 - Front right treble loudspeaker - R22- (-) 
33 - Rear left treble loudspeaker - R14- (-) 
34 - Rear right treble loudspeaker - R16- (-) 


2.16.3 Pin assignment for digital sound pack- 
age control unit 2 - J787- - Bang & Oluf- 
sen, up to model year 2014 


Digital sound package control unit 2 - J787- 
1-  32-pin connector - T32f- 


[a] Note 


Contacts which are not listed are not used. 


2. Sound system 95 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


1 - 32-pin connector - T32f- 

1- Terminal 30 

2- Terminal 31 

3- Front right bass loudspeaker - R23- (+) 

4- Front right bass loudspeaker - R23- (-) 

5- Front left bass loudspeaker - R21- (+) 

6- Control motor for front left treble speaker - V344- (-) 
7- Control motor for front left treble speaker - V344- 

8- Digital sound package control unit - J525- 

9- Digital sound package control unit - J525- 

10 - Digital sound package control unit - J525- 

11 - Digital sound package control unit - J525- 

12 - Digital sound package control unit - J525- 

13 - Digital sound package control unit - J525- 

14 - Digital sound package control unit - J525- 

15 - Subwoofer - R211- (+) 

16 - Subwoofer - R211- (-) 

17 - Front left bass loudspeaker - R21- (-) 

18 - Control motor for front left treble speaker - V344- (+) 
19 - Control motor for front right treble loudspeaker - V345- 
20 - Digital sound. package:controhunit - J525- 

21 - Control motor for front right treble speaker - V345- (+) 
22 - Controkmotor.for.front.right.treble speaker - V345- (-) 
23 - Digital sound package control unit - J525- 

24 - Digital sound package control unit J525- 

25- Digital'sound package control‘unit ~ J525- 

26 - Digital sound package control unit - J525- 

27 - Digital sound package control unit - J525- 

28 - Rear right mid-range and bass loudspeaker - R160- (+) 
29 - Rear right mid-range and bass loudspeaker - R160- (-) 
30 - Digital sound package control unit - J525- 

31 - Rear left mid-range and bass loudspeaker - R159- (+) 
32 - Rear left mid-range and bass loudspeaker - R159- (-) 
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3 Aerial systems 


> “3.1 Layout - aerial systems”, page 97 
=> “3.2 Overview of fitting locations - aerial systems”, page 100 
> “3.3 Removing and installing aerial amplifiers”, page 110 


> “3.4 Removing and installing window aerial suppression filter 
C18”, page 116 


=> “3.5 Removing and installing traffic data aerial”, page 118 


> “3.6 Removing and installing dedicated short-range communi- 


cation aerial”, page 119 


> “3.7 Removing and installing emergency call module aerial”, 
page 120 


=> “3.8 Removing and installing roof aerial”, page 120 
> “3.9 Removing and installing bumper aerials”, page 121 
=> “3.10 Pin assignment”, page 123 


3.1 Layout - aerial systems 


=> “3.1.1 Layout - aerial systems, Europe and rest-of-world vehi- 


cles”, page 97 
=> “3.1.2 Layout - aerial systems, USA”, page 98 
> “3.1.3 Layout - aerial systems, Russia”, page 99 


3.1.1 Layout - aerial systems, Europe and 
rest-of-world vehicles 


The aerial system consists of the roof aerial - R216- , the rear 


window aerials and, from model year 2015 onwards, the bumper 


aerials. 

Roof aerial - R216- 

@ GPS aerial - R50- , 7T2, 7T6 and 7UG only 

@ Telephone aerial - R65- , 9ZE and ELO only 

@ LTE aerial 1 - R297- , EL3 only 

@ Auxiliary heater aerial - R182- , 9M9 and Europe only 
Window aerials (Saloon) 


@ Radio aerial 2 - R93- (AM/FM1)/ central locking and anti-theft 
alarm system aerial - R47- EN remote locking) to aerial am- 


plifier 2 - R111- at D-pillar (top left) 


@ Aerial- R11- (FM2)/ TV aerial 2 - R56- (TV2) to aerial amplifier 


- R24- at D-pillar (bottom left) 


+ Digital radio aerial - R183- (DAB)/ TV aerial 1 - R55- (TV1) to 


aerial amplifier 3 - R112- at D-pillar (top right) 


@ TV aerial 3 - R57- (TV3) to aerial amplifier 4 - R113- at D-pillar 


(bottom right) 
Window aerials (Avant) 


@ Radio aerial2 -.R93-(AM/FM1)/ central locking and anti-theft 
alarm system aerial - R47- (FZV, remote locking) to aerial am- 


plifier 2 - R111- on rear lid (top left), up to model year 2013 


@ Radio aerial 2 - R93- (AM/FM1) to aerial amplifier 2 - R111- 
on rear lid (top:left), from: model year|2014; onwards 
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@ Aerial -R11-(FM2)/ TV aerial 1 - R55- (TV1) to aerial amplifier 
- R24- on rear lid (bottom left) 


@ TV aerial 2 - R56- (TV2) to aerial amplifier 4 - R113- on rear 
lid (top right) 


+ Digital radio aerial - R183- (DAB)/ TV aerial 3 - R57- (TV3) to 
aerial amplifier 3 - R112- at C-pillar (left-side) 


Bumper aerials 


+ Telephone aerial - R65- underneath rear bumper cover (left- 
side), 9ZC only 


@ LTE aerial 2 - R306- underneath rear bumper cover (right- 
side), EL3 only 


Other aerials 


+ Dedicated short-range communication aerial - R269- behind 
instrument cluster, Japan only 


+è Traffic data aerial - R173- on windscreen (top), Japan only 


+ Emergency call module aerial - R263- in dash panel (front 
centre), IW3 only 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


3.1.2 Layout - aerial systems, USA 


The aerial system consists of the roof aerial - R216- , the rear 
window aerials and, from model year 2015 onwards, the bumper 
aerials. 


Roof aerial - R216- 

@ GPS aerial - R504, 7T2;7T6 and 7UG only 
@ Telephone aerial- R65- , 9ZE and ELO only 
@ Satellite aerial - R170", QV8 only 

Window aerials (Saloon) 


@ Radio aerial 2 - R93- (AM/FM1)/ central locking and anti-theft 
alarm system aerial='\R47-(FZV, remote:locking) to aerial åm- 
plifier 2 - R111- at D-pillar (top left) 


@ Aerial -R11-(FM2)/ TV aerial 2 - R56- (TV2) to aerial amplifier 
- R24- at D-pillar (bottom left) 


@ TV aerial 1 - R55- (TV1) to aerial amplifier 3 - R112- at D-pillar 
(top right) 


@ TV aerial 3 - R57- (TV3) to aerial amplifier 4 - R113- at D-pillar 
(bottom right) 


Window aerials (Avant) 


@ Radio aerial 2 - R93- (AM/FM1)/ central locking and anti-theft 
alarm system aerial - R47- (FZV, remote locking) to aerial am- 
plifier 2 - R111- on rear lid (top left), up to model year 2013 


@ Radio aerial 2 - R93- (AM/FM71) to aerial amplifier 2 - R111- 
on rear lid (top left), from model year 2014 onwards 


@ Aerial- R11- (FM2)/ TV aerial 1 - R55- (TV1) to aerial amplifier 
- R24- on rear lid (bottom left) 


@ TV aerial 2 - R56- (TV2) to aerial amplifier 4 - R113- on rear 
lid (top right) 


+$ TV aerial 3 - R57- (TV3) to aerial amplifier 3 - R112- at C-pillar 
(left-side) 
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Bumper aerials 


@ LTE aerial 1 - R297- underneath rear bumper cover (left-side), 
EL3 only 


@ LTE aerial 2 - R306- underneath rear bumper cover (right- 
side), EL3 only 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 
3.1.3 Layout - aerial systems, Russia 


The aerial system consists of the roof aerial - R216- , the rear 
window aerials and the bumper aerials. 


Roof aerial - R216- 

@ GPS aerial - R50- , 7UG and IW1 only 

@ LTE aerial 1 - R297- , EL3 only 

+ Auxiliary heater aerial - R182- , 9M9 only 
Window aerials (Saloon) 


@ Radio aerial 2 - R93- (AM/FM1)/ central locking and anti-theft 
alarm system aerial - R47- (FZV, remote locking) to aerial am- 
plifier 2 - R111- at D-pillar (top left) 


+ Aerial = R11- (FM2)/TV aerial 2 -R56- (TV2) to!aerial amplifier 
- R24- at D-pillar, (bottom, left) 


+ Digital radio aerial.- R183- (RABY TV aerial.1 --R55-(TV1).to 
aerial amplifier 3 - R112- at D-pillar (top right) 


@ TV aerial 3 - R57- (TV3) to aerial amplifier 4 - R113- at D-pillar 
(bottom right) 


Window aerials (Avant) 


@ Radio aerial 2 - R93- (AM/FM1) to aerial amplifier 2 - R111- 
on rear lid (top left) 


@ Aerial-R11-(FM2)/ TV aerial 1 - R55- (TV1) to aerial amplifier 
- R24- on rear lid (bottom left) 


@ TV aerial 2 - R56- (TV2) to aerial amplifier 4 - R113- on rear 
lid (top right) 


+ Digital radio aerial - R183- (DAB)/ TV aerial 3 - R57- (TV3) to 
aerial amplifier 3 - R112- at C-pillar (left-side) 


Bumper aerials 


@ LTE aerial 2 - R306- underneath rear bumper cover (right- 
side), EL3 only 


+ Telephone aerial - R65- underneath rear bumper cover (left- 
side), 9ZC/9ZE only 


Other aerials 


@ Emergency call module aerial - R263- in dash panel (front 
centre), IW1 only 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 
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3.2 Overview of fitting locations - aerial sys- 
tems 


> “3.2.1 Overview of fitting locations - aerial systems, Saloon 
Europe and rest-of-world vehicles”, page 100 


> “3.2.2 Overview of fitting locations - aerial systems, Saloon 
USA”, page 102 


=> “3.2.3 Overview of fitting locations - aerial systems, Saloon, 
Russia”, page 103 


> “3.2.4 Overview of fitting locations - aerial systems, Avant, Eu- 
rope and rest-of-world vehicles”, page 105 


=> “3.2.5 Overview of fitting locations - aerial systems, Avant, 
USA”, page 107 


> “3.2.6 Overview of fitting locations - aerial systems, Avant, Rus- 
sia”, page 108 


3.2.1 Overview of fitting locations - aerial systems, Saloon, Europe and rest-of- 
world vehicles 


1 - Nut 
QO 9Nm 


2 - Window aerial suppression 
filter - C18- 


Q Removing and installing 


g 
=> page 124 
Q Removing‘and installing 


6 - Bolt 
QO 2Nm 


7 - Aerial amplifier 4 - R113- 
QO Pin assignment 
=> page 125 
QO Removing and installing 
=> page 111 
8 - Bolt 
Q 2Nm 


9 - Bracket 


10 - Nut 
O 4Nm 

11 - Nut 
OQ) 2x 
O 4Nm 
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12 - LTE aerial 2 - R306- 

QO pRemoving and. installing, = page 121 
13 - Bracket 
14 - Nut 

QO 2x 

Q 4Nm 
15 - Nut 

Q 4Nm 
16 - Telephone aerial - R65- 

QO Removing and installing > page 121 
17 - Aerial amplifier - R24- 

QO Pin assignment > page 123 

Q Removing and installing > page 111 
18 - Bolt 

Q 2Nm 
19 - Aerial amplifier 2 - R111- 

Q Pin assignment > page 123 

QO Removing and installing > page 110 
20 - Bolt 

QO 2Nm 
21 - Emergency call module aerial - R263- 

Q Removing and installing > page 120 


22 - RC connection from auxiliary heater aerial - R182- 


23 - Bolt 
QO 6Nm 


24 - GSM connection from telephone aerial - R65- 


- LTE connection from LTE aerial 1 - R297- 


ū Aerial assignment according to equipment version 
25 - GPS connection from GPS aerial - R50- 


26 - Roof aerial - R216- 
Q Pin assignment => page 126 
OQ) Removing and installing > page 120 
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3.2.2 Overview of fitting locations - aerial systems, Saloon, USA 


1 - Nut 
Q 9Nm 
2 - Window aerial suppression 
filter - C18- 
ü Removing and installing 
=> page 116 
3 - Nut 
QO 9Nm 
4 - Nut 
QO 9Nm 
5 - Aerial amplifier 3 - R112- 
Q Pin assignment 
=> page 124 
Q Removing and installing 
=> page 110 
6 - Bolt 
Q 2Nm 
7 - Aerial amplifier 4 - R113- 
Q Pin assignment 
=> page 125 
Q Removing and installing 
=> page 111 


8 - Bolt 
QO 2Nm 
9 - Bracket 
10 - Nut 
QO 4Nm 
11 - Nut 
QO 2x 
QO 4Nm 
12 - LTE aerial 2 - R306- 
QO Removing and installing > page 121 
13 - Bracket 
14 - Nut 
QO 2x 
Q 4Nm 
15 - Nut 
QO 4Nm 
16 - LTE aerial 1 - R297- 
QO Removing and installing 


amplitien f R2 + 
QO 


18 - Bolt 
Q -2.Nm 
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19 - Aerial amplifier 2 - R111- 
QO Pin assignment > page 123 
QO Removing and installing > page 110 
20 - Bolt 
Q 2Nm 
21 - SAT connection from satellite aerial - R170- 
22 - Bolt 
Q 6Nm 
23 - GSM connection from telephone aerial - R65- 
24 - GPS connection from GPS aerial - R50- 
25 - Roof aerial - R216- 
QO Pin assignment => page 126 
OY Removing and installing > page 120 


3.2.3 Overview of fitting locations - aerial systems, Saloon, Russia 


1 - Nut 
QO 9Nm 


2 - Window aerial suppression 
filter - C18- 


5 - Aerial amplifier 3 - R112- 
Q Pin assignment 
=> page 124 
Q Removing and installing 
=> page 110 
6 - Bolt 
Q 2Nm 
7 - Aerial amplifier 4 - R113- 
Q Pin assignment 
=> page 125 
QO) Removing and installing 
=> page 111 
8 - Bolt 
Q 2Nm 


9 - Bracket 


10 - Nut 
QO 4Nm 


eed 


QO 4Nm 
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12 - LTE aerial 2 - R306- 

QO Removing and installing > page 121 
13 - Bracket 
14 - Nut 

Q 2x 

QO 4Nm 


15 - Nut 

Q 4 NM 
16 - Telephone aerial - R65- , 9ZC/9ZE 

QO Removing and installing > page 121 
17 - Aerial amplifier - R24- 

Q) Pin assignment > page 123 

QO Removing and installing > page 111 
18 - Bolt 

Q 2Nm 
19 - Aerial amplifier 2 - R111- 

üQ Pin assignment > page 123 

QO Removing and installing > page 110 
20 - Bolt 

Q 2Nm 
21 - Emergency call module aerial - R263- 

Q Removing and installing > page 120 
22 - RC connection from auxiliary heater aerial - R182- 
23 - Bolt 

QO 6Nm 
24 - LTE connection from LTE aerial 1 - R297- 
25 - GPS connection from GPS aerial - R50- 


26 - Roof aerial - R216- 
QO) Pin assignment > page 126 
Q Removing and installing > page 120 
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3.2.4 Overview of fitting locations - aerial systems, Avant, Europe and rest-of- 
world vehicles 


1 - Bolt 
Q 2Nm 
2 - Aerial amplifier 4 - R113- 
QO Pin assignment 
=> page 126 
Q Removing and installing 
=> page 114 
3 - Nut 
QO 9Nm 
4 - Nut 
QO 9Nm 
5 - Window aerial suppression 
filter - C18- 
OQ Removing and installing 
=> page 117 
6 - Nut 
QO 9Nm 
7 - Nut 
Q 2x 
Q 4Nm 


8 - Bracket 
9 - Nut 
QO 4Nm 


10 - LTE aerial 2 - R306- 
Q Removing and installing 
=> page 121 
11 - Aerial amplifier - R24- 
Q Pin assignment 
=> page 124 
Q Removing and installing > page 112 
12 - Bolt 
Q 2Nm 


13 - Nut 

QO 2x 

QO 4Nm 
14 - Bracket 
15 - Nut 

QO 4Nm 


OQ Pin assignment > page 123 
-<m Removing and installing > page 113 
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18 - Bolt 
QO) 2Nm 


19 - Aerial amplifier 3 - R112- 
QO Pin assignment > page 125 
QO Removing and installing > page 115 


20 - Bolt 
Q 2Nm 
21 - Emergency call module aerial - R263- 
QO Removing and installing > page 120 
22 - GSM connection from telephone aerial - R65- 
- LTE connection from LTE aerial 1 - R297- 
Q Aerial assignment according to equipment version 
23 - Bolt 
Q 6Nm 
24 - RC connection from auxiliary heater aerial - R182- 
25 - Roof aerial - R216- 


üQ Pin assignment = page 126 
QO Removing and installing > page 120 


26 - GPS connection from GPS aerial - R50- 
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3.2.5 Overview of fitting locations - aerial systems, Avant, USA 


1 - Bolt 
Q 2Nm 
2 - Aerial amplifier 4 - R113- 
QO Pin assignment 
> page 126 
QO Removing and installing 
> page 114 


3 - Window aerial suppression 
filter - C18- 


ü Removing and installing 
=> page 117 


4 - Nut 

a 9Nm 
5 - Nut 

a 9Nm 
6 - Nut 

a 9Nm 
7 - Nut 

Q 2x 

QO 4Nm 
8 - Bracket 
9 - Nut 

a 4Nm 
10 - LTE aerial 2 R306" yf |, 

Q Removing and installing | 


11 - Aerial amplifier R24 || P 
Q Pin assignment [asa | 
> DR 124 Agi-12574 
QO Removingiandiinstalling =:page 112 
12 - Bolt 
Q 2Nm 
13 - Nut 
Q 2x 
Q 4Nm 
14 - Bracket 


15 - Nut 

Q 4Nm 
16 - LTE aerial 1 - R297- 

Q Removing and installing > page 121 
17 - Aerial amplifier 2 - R111- 

Q Pin assignment > page 123 

QO) Removing and installing > page 113 
18 - Bolt 

Q 2Nm 
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19 - Aerial amplifier 3 - R112- 

Q) Pin assignment > page 125 

OQ) Removing and installing > page 115 
20 - Bolt 

QO 2Nm 
21 - GSM connection from telephone aerial - R65- 
22 - Bolt g” a 

Q 6Nm 
23 - SAT co > 
24 - Roof aerial - R216- 

Q Pin assignment ‘page 126 

QO Removing and installing > page,120 
25 - GPS\connection from GPS aerial - R50- 


alliteaerial - R170- 


3.2.6 Overview of fitting locations - aerial systems, Avant, Russia 


1 - Bolt 
QO 2Nm 


2 - Aerial amplifier 4 - R113- 
Q Pin assignment 
=> page 126 
Q Removing and installing 
=> page 114 
3 - Nut 
QO 9Nm 
4-Nut 
QO 9Nm 


5 - Window aerial suppression 
filter - C18- 


QO Removing and installing 
> page 117 


6 - Nut 
QO 9Nm 
7 - Nut 
QO) 2x 
QO 4Nm 


8 - Bracket 
9 - Nut 
QO 4Nm 


10 - LTE aerial 2 - R306- 


QO Removing and installing 
> page 121 


11 - Aerial amplifier - R24- 


QO Pin assignment 
> page 124 
QO Removing and installing > page 124 
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12 - Bolt 

a 2Nm 
13 - Nut 

QO) 2x 

O>\4Nm 
14-- Bracket 


15 Nut 

Q 4Nm 
16 - Telephone aerial - R65- 

QO Removing and installing > page 121 
17 - Aerial amplifier 2 - R111- 

QO Pin assignment => page 123 

QO Removing and installing > page 113 
18 - Bolt 

Q 2Nm 
19 - Aerial amplifier 3 - R112- 

QO Pin assignment => page 125 

QO Removing and installing > page 115 
20 - Bolt 

QO 2Nm 
21 - Emergency call module aerial - R263- 

OQ Removing and installing > page 120 
22 - LTE connection from LTE aerial 1 - R297- 
23 - Bolt 

QO 6Nm 


24 - RC connection from auxiliary heater aerial - R182- 


25 - Roof aerial - R216- 
QO Pin assignment > page 126 
QO) Removing and installing > page 120 


26 - GPS connection from GPS aerial - R50- 
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3.3 Removing and installing aerial amplifi- 
ers 

> “3.3.1 Removing and installing aerial amplifiers R111 / R112 - 

Saloon”, page 110 


> “3.3.2 Removing and installing aerial amplifiers R24 / R113 - 
Saloon”, page 111 


= “3.3.3 Removing and installing aerial amplifier R24 - Avant”, 
page 112 


= “3.3.4 Removing and installing aerial amplifier 2 R111 - Avant”, 
page 113 


=> “3.3.5 Removing and installing aerial amplifier 4 R113 - Avant”, 
page 114 


> “3.3.6 Removing and installing aerial amplifier 3 R112 - Avant”, 
page 115 


3.3.1 Removing and installing aerial amplifi- 
ers -R111- / -R112- - Saloon 

Specialtools,and'workshop equipment required 

# Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z 


WO0-11187 


Aerial amplifier 2 - R111- / aerial amplifier 3 - R112- are located 
on D-pillar (top). 


The removal and installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove D-pillar trim = General body repairs, interior; Rep. 
gr. 70 ; Passenger compartment trim panels; Removing and 
installing D-pillar trim . 
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— Release and unplug connectors -2- and -5- at aerial amplifier 
1 


— Unscrew bolt -3- and remove aerial amplifier 2 - R111- -1- from 
D-pillar -4-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ => “3.2.1 Overview of fitting locations - aerial systems, Saloon, 
Europe and rest-of-world vehicles”, page 100 


@ > “3.2.2 Overview of fitting locations - aerial systems, Saloon, 
USA”, page 102 


@ > “3.2.3 Overview of fitting locations - aerial systems, Saloon, 
Russia”, page 103 


3.3.2 Removing and installing aerial amplifi- 
ers -R24- / -R113- - Saloon 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z 


WO0-11187 


Aerial amplifier - R24- / aerial amplifien4 - R113- are located on 
D-pillar (bottom). 


The removal and _installation procedure is similar for all compo- 
nents. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


-— Remove D-pillar trim > General body repairs, interior; Rep. 
gr. 70 ; Passenger compartment trim panels; Removing and 
installing D-pillar trim . 
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— Release and unplug connectors -2- and -5- at aerial amplifier 


— Unscrew bolt -3- and remove aerial amplifier - R24- -1- from 
D-pillar -4-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “3.2.1 Overview of fitting locations - aerial systems, Saloon, 
Europe and rest-of-world vehicles”, page 100 


@ =“3.2.2 Overview of fitting locations - aerial systems, Saloon, 
USA”, page 102 


@ > “3.2.3 Overview of fitting locations - aerial systems, Saloon, 
Russia”, page 103 


AQ1-11765 


3.3.3 Removing and installing aerial amplifier 
- R24- - Avant 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


WO0-11187 


The aerial amplifier - R24- is located on the rear lid (bottom left). 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear lid trim (bottom) > General body repairs, interior; 
Rep. gr. 70 ; Lugg ngs. garbi trim panels; Removing 
and sialing rear lid trim (bottom) . 


1 1 2 Rep. gr.91 - Communication 


Audi’ A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


— Release and unplug connectors -1- and -3- at aerial amplifier 
R2 


— Unscrew bolt -4- and remove aerial amplifier --R24-,-2- from 
rear lid. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “3.2.4 Overview of fitting locations - aerial systems, Avant 
Europe and rest-of-world vehicles”, page 105 


“ 


@ = “3.2.5 Overview of fitting locations - aerial systems, Avant, 
USA”, page 107 


@ = “3.2.6 Overview of fitting locations - aerial systems, Avant, 
Russia”, page 108 


3.3.4 Removing and installing aerial amplifi- 
er 2 - R111- - Avant 

Special tools and workshop equipment required 

# Torque screwdriver - V.A.G 1624- 


The aerial amplifier 2 - R111- is located on the rear lid (top left). 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear lid trim (bottom) > General body repairs, interior; 
Rep. gr. 70 ; Lugg age compartment trim panels; Removing 
and installing rear lid trim (bottom) . 


V.A.G 1624 


Z 


Í 


[ A91-11772 | 


WO0-11187 
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- Release and unplug connectors -2- and -4- at aerial amplifier 
11 


— Unscrew bolt -1- and remove aerial amplifier 2 - R111- -3- from 
rear lid. 


Installing 

— Installation is carried out in reverse sequence; note the fol- 
lowing: 

Tightening torques ed 


@ > “3.2.4 Overview of fitting locations - aerial systems, Avant, ee H 
Europe. and rest-of-world vehicles”, page 105 a a 


@ = “3.2.5 Overview. of fitting locations - aerial systems Avant, 
USA”, page 107 


+ = “3.2.6 Overview of fitting locations - aerial systems, Avant, 
Russia”, page 108 


3.3.5 Removing and installing aerial amplifi- 
er 4 - R113- - Avant 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


b 


W00-11187 


The aerial amplifier 4 - R113- is located on the rear lid (top right). 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear lid trim (top) > General body repairs, interior; 
Rep. gr. 70 ; Lugg gage. compartment trim panels; Removing 
and installing rear lid trim (top) . 
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— Release and unplug connectors -1- and -4- at aerial amplifier 
4 - R113- -2-. 


— Unscrew.bolt -3~and remove aerial amplifier 4 - R113- -2- from 
rear lid. 


Installing 

— Installation is carried out in reverse sequence; note the fol- 
lowing: 

Tightening torques 


4 
@ '3'°3'2.4 Overview of fitting locations - ‘aerial systems, Avant, SSS au 
Europe.and,rest-of-world. vehicles”, page 105, 


@ = “3.2.5 Overview of fitting locations - aerial systems, Avant, 
USA”, page 107 


@ = “3.2.6 Overview of fitting locations - aerial systems, Avant, 
Russia”, page 108 


3.3.6 Removing and installing aerial amplifi- 
er 3 - R112- - Avant 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


WO0-11187 


Aerial amplifier 3 - R112- is located on C-pillar (left-side). 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


- Remove C-pillar trim > General body repairs, interior; Rep. 
gr. 70 ; Passenger compartment trim panels; Removing and 
installing C-pillar trim . 
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— Release and unplug connectors -2- and -4- at aerial amplifier 
11 


— Unscrew bolt -3- and remove aerial amplifier 3 - R112- -1- from 
C-pillar. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


+ = “3.2.4 Overview of fitting locations: deriaPsystems: ‘Avant: 
Europe and rest-of-world vehicles”, page 105 


@ = “3.2.5 Overview of fitting locations - aerial systems, Avant, 
USA”, page 107 


@ = “3.2.6 Overview of fitting locations - aerial systems, Avant, 
Russia”, page 108 


3.4 Removing and installing window aerial 
suppression filter - C18- 
=> “3.4.1 Removing and installing window aerial suppression filter 
C18 - Saloon”, page 116 


> “3.4.2 Removing and installing window aerial suppression filter 
C18 - Avant”, page 117 


3.4.1 Removing and installing window aerial 
suppression filter - C18- - Saloon 
Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


b 


Window aerial suppression filter - C18- is located behind D-pillar 
trim (right-side). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove D-pillar trim > General body repairs, interior; Rep. 
gr. 70 ; Passenger compartment trim panels; Removing and 
installing D-pillar trim . 
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— Unscrew nuts -1- and -3- on window aerial suppression filter - 
Cc 


— Disconnect wires on window aerial suppression filter - C18- 


— Unscrew nut -2- and remove window aerial suppression filter 
- C18- -1- from D-pillar. 


Installing 
— Installation is carried out in reverse sequence; note the fol- 
lowing: 
Tightening torques 


@ > “3.2.1 Overview of fitting locations - aerial systems, Saloon, 
Europe an st-of-world vehicles”, page 100 


@ =3.2.2/Overview offitting locations - aerial systems, Saloon, 
USA", page 102 


+ > "3.23 Overview st fitting locations - aerial systems, Saloon, 
Russia”, page 103 


3.4.2 Removing and installing window aerial 
suppression filter - C18- - Avant 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


WO0-11187 


Window aerial suppression filter - C18- is located behind rear lid 
trim (right-side). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Open cover in luggage compartment side trim (right-side). 
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- Unscrew nuts -2- and -4- on window aerial suppression filter - 
Cc 


- Disconnect wires on window aerial suppression filter - C18- 


— Unscrew nut -3- and remove window aerial suppression filter 
- C18- -1- from rear lid. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques B 7 r7 A i | | AOAR 
@ > “3.2.4 Overview of fitting locations - aerial systems, Avant, 
Europe and rest-of-world vehicles”, page 105 


@ = “3.2.5 Overview of fitting locations - aerial systems, Avant, 
USA”, page 107 


@ => “3.2.6 OverviewOftitting locations™ aerial systems, Avant, 
Russia”, page 108 


3.5 Removing and installing traffic data aer- 
ial 

Traffic data aerial - R173- is located on windscreen (top left). 

Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Electrical connectors -1- for traffic data aerial - R173- -3- are lo- 
cated behind the sun visor (left-side) on roof cross member. 
Ribbon cable -2- is routed at roof cross member; before discon- 
necting, moulded headliner must be removed. 


-— Remove moulded headliner > General body repairs, interior; 
Rep. gr. 70; Roof trim panels; Removing and installing moul- 
ded headliner . 


— Release and unplug connector -1-. 


Removing traffic data aerial - R173- : 


í A91-11898 
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Traffic data aerial - R173- 31- is secured in bracket -3- by a locking 
element -25"Bracket -3is bonded to windscreen. 


— Use small screwdriver to pull out locking element -2-. 
— Pull traffic data aerial - R173- -1- out of bracket -3-. 
Installing 

— Install in reverse sequence of removal. 


3.6 Removing and installing dedicated 
short-range communication aerial 


Dedicated short-range communication aerial - R269- is located in 
front centre of dash panel, behind infotainment system display. 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Removing 
— Remove infotainment system display 


> “1.3 Removing and installing infotainment system display”, 
page 10. 


— Loosen bolt -arrow- and pull bracket -1- with dedicated short- 
range communication aerial - R269- out of dash panel. 
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— Release and unplug connector at dedicated short-range com- 
munication aerial - R269- . 


— Release the two tabs -arrows- and swivel dedicated short- 
range communication aerial - R269- -1- out of bracket in 
direction of -arrow-. 


— Detach dedicated short-range communication aerial - R269- . 
Installing 
— Install in reverse sequence of removal. 


A91-13056 


3.7 Removing and installing emergency call 
module aerial 


Emergency call module aerial - R263- is located in front centre of 
dash panel (IW1/IW3 only). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove dash panel => General body repairs, interior; Rep. gr. 
70 ; Dash panel; Exploded view - dash panel . 


— Release and unplug connector -2-. 

— Pull emergency call module aerial - R263- -1- out of mounting. 
Installing 

— Install in reverse Sequence of removal. 


3.8 Removing and installing roof aerial 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z 


WOO-11187 


The roof aerial - R216- has a maximum of four connections. 
Aerial wires are plugged in directly at base of roof aerial - R216- . 


To remove roof aerial - R216- , remove/lower headliner at rear. 
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Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Saloon 


— Fully remove moulded headliner and place on dash panel 
(front) = General body repairs, interior; Rep. gr. 70 ; Roof trim 
panels; Removing and installing moulded headliner . 


Avant 


— Lower moulded headliner at rear > General body repairs, in- 
terior; Rep. gr. 70 ; Roof trim; Removing and installing moul- 
ded headliner . 


All vehicles 

— Release and unplug connectors -2-, -3- and -4- to aerial wires. 
— Unscrew bolt -5- and detach retaining spring. 

— Lift roof aerial - R216- off roof. 

Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Roof aerial - R216- is supplied pre-assembled. Roof aerial - 
R216- , retaining spring and bolt are fitted. 


— Fit roof aerial - R216- onto roof and press on until it engages. 


— Tighten pre-assembled bolt to specified torque. 
Tightening torques 


@ =“3.2.1 Overview of fitting locations - aerial systems, Saloon, 
Europe and rest-of-world vehicles”, page 100 

@ = “3.2.2 Overview of fitting locations - aerial systems, Saloon, 
USA”, page 102 

@ > “3.2.3 Overview of fitting locations - aerial systems, Saloon, 
Russia”, page 103 


@ = “3.2.4 Overview of fitting locations - aerial systems, Avant, 
Europe and rest-of-world vehicles”, page 105 


@ = “3.2.5 Overview ofmittinguocations -aerial systems, Avant, 
USA”, page 107 


@ = “3.2.6 Overview of fitting locations - aerial systems, Avant, 
Russia”, page 108 


3.9 Removing and installing bumper aerials 
Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


FZ 


WO0-11187 
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LTE aerial 2 - R306- is located on right side beneath rear bumper 
cover on body. 


On 9ZE/EL3, the bumper aerial (left-side) is the telephone aerial 
- R65-. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear bumper cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (rear); Removing and installing bumper 
cover . 


Telephone aerial - R65- under rear bumper cover (left-side) 


— Release and unplug connector -5- for telephone aerial - R65- 


— Unscrew nut -4- for telephone aerial - R65- -1-. 

— Detach telephone aerial - R65- -1- from bracket -2-. 

— Remove nuts -3- for bracket -2-. 

— Detach bracket -2- from body. 

LTE aerial 2 - R306- under rear bumper cover (right-side) 


— Release and unplug connector -5- for LTE aerial 2 - R306- 
-1-. 


— Unscrew nut -4- for LTE aerial 2 - R306- -1-. 

— Detach LTE aerial 2 - R306- -1- from bracket -2-. 

— Remove nuts -3- for bracket -2-. 

— Detach bracket -2- from body. 

Installing 

- Installation is carried out in reverse sequence; note the fol- 


lowing: 
Tightening torques 


@ > “3.2.1 Overview of fitting locations - aerial systems, Saloon, 
Europe and rest-of-world vehicles”, page 100 


@ = “3.2.2 Overview of fitting locations - aerial systems, Saloon, 
USA”, page 102 


@ = “3.2.3 Overview of fitting locations - aerial systems, Saloon, 
Russia”, page 103 


@ = “3.2.4 Overview of fitting locations - aerial systems, Avant, 
J - d vehicles”, page 105 


@ = “3.25 Overvieéwoof fitting locations - aerial systems, Avant 


USA") page 107 


@ 33 26 GveNiew oF fitting locations - aerial systems, Avant, 
Russia”, page 108 
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3.10 Pin assignment 
Aerial amplifier 2- R114- , Saloon/Avant 
Up to model year 2013 


2 
1- Radio aerial,2.--R93- (AM/FM1)/central toing and anti, 
theft alarm system aerial - R47- (FZV, remote locking) 


ie 
WE ISA ® 
2- Connection AM/FM1 to radio - R- / control unit 1 for infor- 


mation electronics = J794- 


3- Connection FZV (remote locking) to convenience system 3 Fi 
central control unit - J393- 


From model year 2014 onwards 


1 - Radio aerial 2 - R93- (AM/FM1)/ central locking and anti-theft 
alarm system aerial - R47- (FZV, remote locking), Saloon 


1 - Radio aerial 2 - R93- (AM/FM1), Avant 


2 - Connection AM/FM1 to radio - R- / control unit 1 for information 
electronics - J794- 


AQ1-11201 


3 - Connection FZV (remote locking) to convenience system cen- 
tral control unit - J393- , Saloon only 

Window aerial connectors 

1- AM 

2- FM1/diagnosis 

3- a locking), not on Avant models from model year 


Aerial amplifier - R24- , Saloon 
1- Aerial - R11- (FM2)/ TV aerial 2 - R56- (TV2) 


2- Connection FM2 to radio - R- / control unit 1 for information 
electronics - J794- 


3- Connection TV2 to TV tuner - R78- 
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Window aerial connectors 


1- Not used 
2-  FM2/TV2/diagnosis 
3- Not used 


Aerial amplifier - R24- , Avant 
1- Aerial- R11- (FM2)/ TV aerial 1 - R55- (TV1) 


2- Connection FM2 to radio - R- / control unit 1 for information 
electronics - J794- 


3- Connection TV1 to TV tuner - R78- 


Window aerial connectors 


1- Not used 
2- FM2/TV1/diagnosis 
3- Not used 


Aerial amplifier 3 - R112- , Saloon 
1- Digital radio aerial - R183- (DAB)/ TV aerial 1 - R55- (TV1) 
2- Connection TV1 to TV tuner - R78- 


3- Connection DAB to radio - R- / control unit 1 for information 
electronics - J794- 


A91-11201 
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Window aerial connectors 


1- DAB 
2- TVi/diagnosis 
3- Not used 


Aeriakamplifier 3.-.R112- , Avant 
1/- ^ Digital radio aerial - R183- (DAB)/ TV aerial 3 - R57- (TV3) 
2 Connection TV3 to TV tuner - R78- 


3- Connection DAB to radio - R- / control unit 1 for information 
electronics - J794- 


Window aerial connectors 


1- DAB 
2-  TV3/diagnosis 
3- Not used 


Aerial amplifier 4 - R113- , Saloon 

1- TV aerial 3 - R57- , TV3 

2- Connection TV3 to TV tuner - R78- 
3- Not used 


A91-11201 


3. Aerial systems 1 25 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


Window aerial connectors 


1- Not used 
2- TV3/diagnosis 
3- Not used 


A91-11228 


Aerial amplifier 4 - R113- , Avant 

1- TV aerial 2 - R56- , TV2 

2- Connection TV2 to TV tuner - R78- 
3- Not used 


Window aerial connectors 


1- Not used 
2- TV2/diagnosis 
3- Not used 


A91-11228 


Roof aerial - R216- 
1- GPS aerial - R50- , blue 
2- Not used, white 


3- Satellite aerial - R170- / auxiliary heater aerial - R182- , 
green 


4- Telephone aerial - R65- / LTE aerial 1 - R297- , burgundy 
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4 Radio 


=> “4.1 Layout - radio”, page 127 

=> “4.2 Overview of fitting locations - radio”, page 135 

=> “4.3 Removing and installing radio”, page 137 

=> “4.4 Pin assignment”, page 139 

4.1 Layout - radio 

=> “4.1.1 Layout - MMI radio, 8DN”, page 127 

> “4.1.2 Layout - radio, MMI radio plus, 8DP”, page 129 


> “4.1.3 Layout - radio system, MMI navigation system plus 8YQ/ 
8AJ, up to model year 2014”, page 131 


> “4.1.4 Layout - radio system, MMI navigation system plus 18H, 
from model year 2015 onwards”, page 133 


4.1.1 Layout - MMI radio, 8DN 
8DN - MMI radio, RMC radio basic 


+ Control unit 1 for information electronics - J794- in dash panel 
contains CD player 


@ Radio - R- integrated in control unit 1 for information electron- 
ics - J794- 


+ Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw 


@ Sound systems: basic/standard, 8RX/9VD 
Optional equipment 
+ CD changer - R41- in glove box, 7A2 
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1 - Aerial - R11- / radio aerial 2 
- R93- in rear window 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


4 - Multimedia system operat- 
ing unit» E380- in centre ĉon- 
sole 


5 àData bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


6 - MOST bus 


7 - CD changer - R41- in glove 
box 


8 - Sound systems 
9 - Aerial amplifier 


491-11 749 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


4.1.2 Layout - radio, MMI radio plus, 8DP 
8DP - MMI radio plus, RMC radio plus 


¢ Control unit 1 for information electronics - J794- in dash panel 
contains CD player / SD memory card readers 


@ Radio - R- integrated in control unit 1 for information electron- 
ics - J794- 


+è Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


+è Multimedia system operating unit - E380- in centre console, 
Qw 


+ Connection for external audio sources - R199- , AUX-IN sock- 
et, in centre console storage box 


+ Sound system standard, 9VD 
Optional equipment 


+ Digital radio - R147- integrated in control unit 1 for information 
electronics - J794- , Europe/rest-of-world and QV3 only 


@ Satellite radio - R146- integrated in control unit 1 for informa- 
tion electronics - J794- , USA and QV3 only 


+ CD changer - R41- in glove box, 7A2 


+ Connection for external audio sources - R199- in centre con- 
sole storage compartment, UF7 


@ Sound system: BOSE, 8RY 


@ Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


@ Mobile phone pre-installation, 9ZF 
@ Bluetooth hands-free system, 9ZX 
@ Speech dialogue system, QH1 
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1 - Aerial - R11- / radio aerial 2 
- R93- in rear window 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Connection for external au- 
dio sources - R199- in centre 
console storage compartment 


6 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


7 - MOST bus 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - CD changer - R41- in glove 
box 


10 - Sound systems 
11 - Aerial amplifier 


491-11 750 


Fault finding is performéd'via “Guided Fault'Finding” > Vehicle 
diagnostic tester. 


Notes on MOST bus 


In addition to the CAN'bus, ‘the fibre optic data bus “MOST bus’ 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 
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4.1.3 Layout - radio system, MMI navigation 
system plus 8YQ/8AJ, up to model year 
2014 

8YQ/8AJ - MMI radio high, navigation system plus 


+ Control unit 1 for information electronics - J794- with integra- 
ted CD player/DVD player/SD memory card readers/naviga- 
tion system/HDD in dash panel 


+è Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system.operating unit - E380- in centre console, 
Qw1 


+ DVD changer- R161-in glove box, 6GO 


+ Connection for external audio sources - R199- in centre con- 
sole, UF7 


+è Digital sound package control unit - J525-'in luggage com- 
partment (rear left) 


+ Sound systems: standard/BOSE/Bang &. Olufsen, 9VD/8RY/ 
8RF 


@ Radio - R- in luggage compartment (rear left) 
Optional equipment 


+ Digital radio - R147- integrated in radio - R- , Europe/rest-of- 
world and QV3 only 


+ Satellite radio - R146- integrated in radio - R- , USA and QV8 
only 


TV tuner - R78- in luggage compartment (rear left), QU6/QU7 
Bluetooth hands-free system, 9ZX 

Bluetooth car phone, 9ZW 

Speech dialogue system, QH1 


+ >è è è 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Connection for external au- 
dio sources - R199- in centre 
console storage compartment 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - Radio - R- in luggage com- 
partment (rear left) 


10 - FBAS wire 


11 - TV tuner - R78- in luggage 
compartment (rear left) 


12 - DVD changer - R161- in 
glove box 


13 - Front left microphone - 
R140- , microphone unit in 


front roof module - R164- in =e 
front interior light - W1- 


The exchange of data in the MMI systems takes place via the 
MOST bus. 


The connection to*othendata,bus systems in the vehicle is han- 
dled by the data bus diagnostic interface - 9533- . 


Fault finding is performed via“Guided Fault Finding” > Vehicle 
diagnostic tester. 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used: The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 


The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


4.1.4 Layout - radio system, MMI navigation 
system plus I8H, from model year 2015 
onwards 

18H - MMI radio high, MMI navigation system plus 


+è Control unit 1 for information electronics - J794- with integra- 
ted CD player/DVD player/SD memory card readers/naviga- 
tion system/HDD in dash panel 


+è Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw 


+ DVD changer - R161- in glove box,6G2 


+ Connection for external audio sources -,R199- in centre con- 
sole storage compartment, UI2 


+è Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


@ Sound systems:'standard/BOSE/Bang & Olufsen, 9VD/8RY/ 
8RF 


@ Radio - R- integrated in control unit 1 for information electron- 
ics - J794- 


+ Video input for reversing camera system, KA2 

Optional equipment 

TV tuner - R78- in luggage compartment (rear left), QU1/QV1 
Bluetooth hands-free system, 9ZX 

Audi connect with Bluetooth car phone, 9ZK 

Audi phone box and Audi connect, 9ZC 

Audi phone box, 9ZE 


Digital radio - R147- integrated in control unit 1 for information 
electronics - J794- , Europe/rest-of-world and QV3 only 


“ff © Oe è 


@ Satellite radio - R146- integrated in control unit 1 for informa- 
tion electronics - J794- , USA and QV8 only 


@ Speech dialogue system, QH1 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Telephone bracket - R126- / 
connection for external audio 
sources - R199- in centre con- 
sole storage compartment 


5 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - TV tuner - R78- in luggage 
compartment (rear left) 


10 - DVD changer - R161- in 
glove box 


11 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


The exchange of datai theMMhsystems täkes place via the 
MOST bus. 


The connection to other data busiSystems in the vehicle is han- 
dled by the data bus diagnosticinterface -¥533- . 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Notes on MOST bus 


In oe to the CAN bus; 'the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are._unplugged: fit;a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre:optic:cables'+<- Electrical-system; Rep: gr. 97); 
Fibre optic cables . 


4.2 Overview of fitting locations - radio 

=> “4.2.1 Overview of fitting locations - radio RMC, 8DN, 8DP”, 
page 135 

=> “4.2.2 Overview of fitting locations - MMI radio, 8YQ, 8AJ, I8H”, 
page 136 


4.2.1 Overview of fitting locations - radio RMC, 8DN, 8DP 


1 - Control unit 1 for informa- 
tion electronics - J794- 


Q Pin assignment for radio 
RMC, 8DN = page 139 


üQ Pin assignment for radio 
RMC plus, 8DP 
=> page 135 
Q Removing and installing 
=> page 18 
2 - Bolt 
Q 3Nm 
3 - Trim 
4 - Bolt 
QO 4x 
QO 1Nm 


5 - Control unit 1 for informa- 
tion electronics - J794- 


6 - Multimedia system operat- 
ing unit - E380- 
QO Pin assignment 
> page 34 
QO) Removing and installing 
> page 21 
7 - Bolt 
Q 2x 
Q 3Nm 
8 - Display unit for front infor- 


mation display and operating 
unit control unit - J685- 


QO Pin assignment 


=> page 25 
QO Removing and installing 
=> page 10 
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9 - Radio release tool - T10057- 


10 - CD changer - R41- 
Q) Pin assignment > page 149 
QO Removing and installing > page 151 


4.2.2 Overview of fitting locations - MMI radio, 8YQ, 8AJ, I8H 


1 - Control unit 1 for informa- 
tion electronics - J794- , I8H 


ū Pin assignment 
> page 148 


Q) Pin assignment for nav- 
igation system plus, Ja- 
pan > Current flow dia- 
nams, Electrical fault 

inding and Fitting loca- 
tions 


Q Removing and installing 
> page 18 
2 - Bolt 
QO 3 Nm 
3 - Trim 
4 - Bolt 
Q 4x 
Q 1Nm 


5 - Control unit 1 for informa- 
tion electronics - J794- 


6 - Radio - R- , 8YQ/8AJ 
Q Pin assignment 
=> page 146 
QO Removing and installing 
> page 137 


7 - Rack 

8 - Rack 

9 - Nut 
OQ) 2x 
QO 4Nm 

10 - Nut 
QO 4Nm 


11 - Multimedia system operating unit - E380- 

Q Pin assignment > page 34 

QO) Removing and installing > page 21 

Q With touchpad control unit - J929- 

QO) Renewing touchpad control unit - J929- > page 24 
12 - Bolt 

QO 2x 

Q 3Nm 


13 - Display unit for front information display and operating unit control unit - J685- 
QO Pin assignment > page 25 


AS1-12302 
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QO Removing and installing > page 10 

14 - Radio release tool - T10057- 

15 - DVD changer - R161- / CD changer - R41- 
QO Pin assignment > page 149 
QO Removing and installing, DVD > page 152 
QO Removing and installing, CD > page 151 


4.3 Removing and installing radio 


> “4.3.1 Removing and installing radio R , RMC, 8DN, 8DP”, page 
137 


=> “4.3.2 Removing and installing radio R , MMI, 8YQ/8AJ, up to 
model year 2014”, page 137 


=> “4.3.3 Removing and installing radio R , MMI, 18H, from model 
year 2015 onwards”, page 139 


4.3.1 Removing and installing radio - R- , 
RMC, 8DN, 8DP 


Radio - R- is integrated in control unit 1 for information electronics 
- J794- > page 18. 


4.3.2 Removing and installing radio - R- , MMI, 
8YQ/8AJ, up to model year 2014 


Special tools and workshop equipment required 
@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z 


WO0-11187 


+ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


WO0-11495 
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Radio - R- -1- is located behind luggage compartment trim (left- 
side) in rack (bottom). 


(å Note 


If renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 
Removing 


— Switch off ignition andeall,electricahequipment, and remove 
ignition key. 


— Open left storage compartment in luggage compartment. 


Radio - R- is located in rack beneath sound amplifiers. To remove 
radio - R- , the rack must first be removed. 


First remove bracket with sound amplifiers in order to remove 
rack. 


- Release and unplug connectors ‘on:control units. 

— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 

— Remove bracket with sound amplifiers. 

@ BOSE = page 60 

+ Bang & Olufsen > page 64 


— Remove nuts -arrows- from rack. 


— Release and unplug connectors on radio - R- and TV tuner - 
R78- -1-. 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


The wiring harness is secured to the bottom of the rack and to the 
floor. 


— Lift rack out of storage compartment until radio - R- can be 
pulled out of rack. 
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— Press lugs -2- (left and right) on radio - R- -1- and pull radio - 
R- -1- out of rack -3-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ > “4.2.2 Overview of fitting locations - MMI radio, 8YQ, 8AJ, 
18H”, page 136 


AQ1-11741 


4.3.3 Removing and installing radio - R- , MMI, 
I8H, from model year 2015 onwards 


Radio - R- is integrated in control unit 1 for information electronics 
- J794- > page 18. 


4.4 Pin assignment 


> “4.4.1 Pin assignment for radio R , RMC, 8DN”, page 139 


> “4.4.2 Pin assignment for radio R , RMC plus, 8DP”, 
page 142 


> “4.4.3 Pin assignment for radio R , MMI, 8YQ/8AJ”, page 146 
=> “4.4.4 Pin assignment for radio R , MMI, I8H”, page 148 


4.4.1 Pin assignment for radio - R- , RMC, 8DN 
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1 - Not used 
2 - Not used 


3 - Connection block with four 
multi-pin connectors 


4 - MOST bus 
5 - Not used 


6 - 4-pin connector - T4df- to 
display unit for front informa- 
tion display and operating unit 
control unit - J685- 


7 - Aerial connection, AM/FM/ 
FM2 


AS1-11717 


[a| Note 


Contacts which are not listed are not used. 


3 - Connection block with four multi-pin connectors 
A - 8-pin connector - T8e- 

1- Loudspeaker (+), rear right 

2- Loudspeaker (+), front right 

3- Loudspeaker (+), front left 

4- Loudspeaker (+), rear left 

5- Loudspeaker (-), rear right 

6- Loudspeaker (-), front right 

7- Loudspeaker (-), front left 

8- Loudspeaker (-), rear left 
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B - 12-pin connector - T12c- 

1 - Data from multimedia system operating unit - E380- 
2 - RES BT multimedia system operating unit - E380- 

7 - Data to multimedia system operating unit - E380- 

8 - Wake-up multimedia system operating unit - E380- 
9 - Res HU to multimedia system operating unit - E380- 


C - 12-pin connector - T12- 
Not used 


D - 8-pin connector - T8f- 

9 - Subwoofer - R211- 

10 - Centre loudspeaker - R208- 
13 - Subwoofer - R211- 

14 - Centre loudspeaker - R208- 
17 - Terminal 31 

18 - Terminal 30 


E - 12-pin connector - T12d- 


7 - Open circuit diagnostic lead 


Communication - Edition 10.2019 


x A91-11645 


A91-11645 
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4 - MOST bus 
1- Output 
2- Input 


6 - 4-pin connector - T4df- 


All pins are connected to the display unit for front information dis- 
play and operating unit-control unit - J685-°. 


1- PÊVDS IS 
2- ‘LIN 
3- LVDS (+) 
4- Earth 


7 - Aerial connection, AM/FM1/FM2 


1- Contact 2, AM/FM1 from aerial amplifier 2 - R111- , radio 
aerial 2 - R93- 


2- Contact 1, FM2 from aerial amplifier - R24- , aerial - R11- 


mn a eas 
A91-12103 


4.4.2 Pin assignment for radio - R- , RMC plus, 8DP 
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1 - DAB connection from aerial 
amplifiers- R112- , digital'ra- 
dio aerial - R183- , Europe/ 
rest-of-world and QV3 only 


- SAT connection from roof 
aerial - R216- , satellite aerial - 
R170- , QV8 and USA only 


2 -Notiused 


3 + Connection block withfour 
multi-pin connectors 


4 - MOST bus 


5 - 4-pin connector - T4z- to 
connection for external audio 
sources - R199- 


6 - 4-pin connector - T4df- to 
display unit for front informa- 
tion display and operating unit 
control unit - J685- 


7 - Aerial connection, AM/FM/ 
FM2 


AS1-11 717 


(ë) Note 


Contacts which are not listed are not used. 


3 - Connection block with four multi-pin connectors 
A - 8-pin connector - T8e- 

1- Loudspeaker (+), rear right 

2- Loudspeaker (+), front right 

3- Loudspeaker (+), front left 

4- Loudspeaker (+), rear left 

5- Loudspeaker (-), rear right 

6- Loudspeaker (-), front right 

7- Loudspeaker (-), front left 

8- Loudspeaker (-), rear left 
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B - 12-pin connector - T12c- 

1- Data from multimedia system operating unit - E380- 
2- RES BT multimedia system operating unit - E380- 
3- Not used 


4- Microphone input (+) from microphone unit in front roof 
module - R164- , front left microphone - R140- 


5- Not used 
6- Not used 


7- Data to multimedia system operating unit - E380- 


8- Wake-up multimedia system operating unit - E380- 

9- Res HU to multimedia system operating unit - E380- 

10 - Not used 

11 - Not used 

12 - Microphone input (-) from microphone unit in front roof mod- 
ule - R164- , front left microphone - R140- 

C - 12-pin connector - T12e- 


All pins are connected to the connection for external audio sour- 
ces - R199- . 


1- NF in, earth (low frequency) 
2- NF in, right-side (low frequency) 


3- USB,+5V 

4- USB, earth 

5- iPod, ACC power 

6 - Detect _ 


7- NF in, left-side (low frequency) 

8 -- -NF in, screen earth (low frequency) 
9-  FBAS wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12- iPod data 


D - 8-pin connector - T8f- 

9 - Subwoofer - R211- 

10 - Centre loudspeaker - R208- 
13 - Subwoofer - R211- 

14 - Centre loudspeaker - R208- 
17 - Terminal 31 

18 - Terminal 30 
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E - 12-pin connector - T12d- 
7 - Open circuit diagnostic lead 


4 - MOST bus 
1- Output 
2- Input 


5 - 4-pin connector - T4z- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- D(+) 
2- iPod detected 
3- D(-) 
4- Earth 


6 - 4-pin connector - T4df- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS (-) 
2- LIN 
3- LVDS (+) 
4- Earth 


A91-12091 
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7 - aerial connection AM/FM1/FM2 


1- Contact 2, AM/FM1 from aerial amplifier 2 - R111- , radio 
aerial 2 - R93- 


2- Contact 1, FM2 from aerial amplifier - R24- , aerial - R11- 


4.4.3 Pin assignment for radio - R- , MMI, 
8YQ/8AJ 

Radio - R- 

Europe/rest-of-world and QV3 only 

1- Aerial connection, AM/FM1/FM2 


2- DAB connection from aerial amplifier 3 - R112- , digital radio 
aerial - R183- 


3- Connection block with four multi-pin connectors 

4- MOST bus 

QV8 and USA only 

1- Aerial connection, AM/FM1/FM2 

2- aa connection from roof aerial - R216- , satellite aerial - 


AQ1-11777 


3- Connection block with four multi-pin connectors 
4- MOST bus 


[a| Note 


Contacts which are not listed are not used. 


1 - Aerial connection, AM/FM1/FM2 


1- Contact 2, AM/FM1 from aerial amplifier 2 - R111- , radio 
aerial 2 - R93- 


2- Contact 1, FM2 from aerial amplifier - R24- , aerial - R11- 
3 - Connection block with four multi-pin connectors 


m me oie el 
A91-12103 
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A - 8-pin connector - T8r- 

1- Loudspeaker (+), rear right 
2- Loudspeaker (+), front right 
3- Loudspeaker (+), front left 
4- Loudspeaker (+), rear left 
5- Loudspeaker (-), rear right 
6- Loudspeaker (-), front right 
7- Loudspeaker (-), front left 
8- Loudspeaker (-), rear left 


B - 12-pin connector - T12- 

17 - NF in, left-side (low frequency) 
18 - NF in, earth (low frequency) i 
19 - NF in, diag (low frequency) l 
21 - NF diag (low frequency) 

22 - NF (low frequency) (-) 

23 - NF in, right-side (low frequency) 
24 - NF in, screen earth (low frequency) 
27 - NF screen earth (low frequency) 


28 - NF (low frequency) (+) 


C - 12-pin connector - T12- 
China only 


All pins are connected to the multimedia system operating unit 2 
- E499- (rear centre armrest). 


29 - Headphones output 1 (diag) 
31 - Headphones output 1/2 (diag) 
34 - Headphones output 2 (diag) 
35 - Headphones output 1 (left) 
36 - Headphones output 1 (earth) 


A91-11740 


37 - Headphones output 1 (right) 
38 - Headphones output 2 (left) 

39 - Headphones output 2 (earth) 
40 - Headphones output 2 (right) 


4. Radio 147 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


D - 10-pin connector - T10i- 

9 - Subwoofer - R211- 

10 - Centre loudspeaker - R208- 
11 - Open circuit diagnostic lead 
13 - Subwoofer - R211- 

14 - Centre loudspeaker - R208- 
41 - Terminal 31 

42 - Terminal 30 


4 - MOST bus 
1- Output 
2- Input 


A91-11851 


4.4.4 Pin assignment for radio - R- , MMI, 18H 
Radio - R- is integrated in control unit 1 for information electronics 


- J794- = Current flow diagrams, Electrical fault finding and Fitting 
locations. 
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5 DVD/CD changer 


> “5.1 Pin assignment”, page 149 

> “5.2 Removing and installing CD changer”, page 151 
> “5.3 Removing and installing DVD changer’, page 152 
5.1 Pin assignment 


> “5.1.1 Pin assignment for CD changer R41 ”, page 149 


> “5.1.2 Pin assignment for DVD changer R161 , up to model year 
2014”, page 150 


> “5.1.3 Pin assignment for DVD changer R161 , from model year 
2015 onwards”, page 150 


5.1.1 Pin assignment for CD changer - R41- 
CD changer - R41- 

1-  8-pin connector - T8g- 

2- MOST bus 


(å) Note 


Contacts which are not listed are not used. 


1 - 8-pin connector - T8g- 

1- Terminal 31 

2- Terminal 30 

3- Not used 

4- Not used 

5- Open circuit diagnostic lead 


2.~MOST.bus 
1- | Output 
2- Input 


AQ1-11851 
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5.1.2 Pin assignment for DVD changer - 
R161- , up to model year 2014 


DVD changer - R161- 

1-  8-pin connector - T8g- 

2-  FBAS input from TV tuner - R78- 

3- FBAS output to control unit 1 for information electronics - 


J794- 
4- Notused 
[anses] 
5- MOST bus 


a Note 


Contacts which are not listed are not used. 


1 - 8-pin connector - T8g- 

1- Terminal 31 

2- Terminal 30 

3- Not used 

4- Not used 

5- Open circuit diagnostic lead 


5 - MOST bus 
1- Input 
2- Output 


A91-11851 


5:1:3 Pin assignment for DVD changer - 
R161- , from model year 2015 onwards 


DVD changer - R161- 
1- 8-pin connector - T8g- 


2- MOST bus 
a Note 
Contacts which are not listed are not used. 
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1 - 8-pin connector - T8g- 

1- Terminal 31 

2- Terminal 30 

3- Not used 

4- Not used 

5- Open circuit diagnostic lead 


5 - MOST bus 
1- Input 

2- Output 

5.2 Removing. and installing CD changer. 


Special tools and workshop equipment required 
@ Radio release tool - T10057- 


WO0-11225 


+ Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


WO0-11495 


The CD changer - R41- is fitted in the glove box. 
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(å) Note 


/f renewing the control unit, select the, “Replace. control unit” func- 
tion for the appropriate control unit > Vehicle diagnostic tester. 
Removing 

— Open glove box. 

— Take out any CD that is still in CD changer - R41- . 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Insert two radio release tools - T10057- into slots on CD 
changer - R41- -1- until they engage. Pointed ends of grips 
must face outwards. 


— Pull CD changer - R41- out of mounting frame. 
— Release and unplug all connectors on CD changer - R41-. 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


— Press release tabs on CD changer - R41- and remove radio 
release tools - T10057- . 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Plug all connectors in. 
- Slide CD changer - R41- into mounting frame until it engages. 


5.3 Removing and installing DVD changer 


Special tools and workshop equipment required 
@ Radio release tool - T10057- 
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@ Protective cap for cable connector - VAS 6223/9- 


VAS 6223 A 


WO0-11495 


The DVD changer - R161- is fitted in the glove box. 


[a] Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 
Removing 

— Open glove box. 

— Take out any DVD that is still in DVD changer - R161- . 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Insert two radio release tools - T10057- into slots on DVD 
changer - R161- -1- until they engage. Pointed ends of grips 
must face outwards. 


— Pull DVD changer - R161- out of mounting frame. 
— Release and unplug connectors on DVD changer - R161- . 


— Fit protectivetcap:for,cable.connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


— Press release tabs on DVD changer, „R161; and remove radio 
release tools - T10057- . 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Plug all connectors in. 


- Slide DVD changer - R161- into mounting frame until it en- 
gages. 
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6 Telephone system 


> “6.1 Layout - telephone”, page 154 


=> “6.2 Overview of fitting locations - telephone system” 
page 168 


> “6.3 Exploded view - microphone unit”, page 170 


> “6.4 Removing and installing microphone unit in front roof mod- 
ule R164 ”, page 170 


> “6.5 Removing and installing aerial amplifier for mobile tele- 
phone R86 ”, page 171 


> “6.6 Removing and installing telephone bracket R126 ”, 
page 173 


> “6.7 Pin assignment”, page 176 
6.1 Layout - telephone 


=> “6.1.1 Layout - telephone, mobile phone pre-installation, 9ZF 
up to “oe year 2014”, page 154 

> “6.1.2 Layout - telephone, Bluetooth car phone, 9ZW, up to 
model year 2014”, page 156 


> “6.1.3 Layout - telephone, Bluetooth hands-free system, 9ZX”, 
page 158 


> “6.1.4 Layout - telephone, Audi phone box and Audi connect, 
9ZC, from model year 2015 onwards”, page 161 


> “6.1.5 Layout - telephone, Audi phone box, 9ZE, from model 
year 2015 onwards”, page 163 


> “6.1.6 Layout - telephone, Audi connect with Bluetooth car 
phone, 9ZK, from model year 2015 onwards”, page 165 


6.1.1 Layout - telephone, mobile phone pre- 
installationy9ZFy upto model year 2014 


The telephone bracket - R126- is fitted in the centre console. The 
system is operated using the MMI infotainment system or the mo- 
bile telephone - R54- . 


Microphones for the microphone unit in, front roof module - W1- 
are integrated in the front interior light - R164-'. One of these 
microphones ( front left microphone - R140- ):is connected directly 
to the control unit 1 for information electronics - J794- . 


The aerial connection is located at the telephone bracket - R126- . 


9ZF - Mobile phone pre-installation in control unit 1 for information 
electronics - J794- 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Front right microphone - 
R141- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


6 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


7 - Steering column electronics 
control unit - J527- on steering 
column on steering column 
switch 


8 - Multi-function steering 
wheel 


9 - Control unit.insdash»panel 
insert - J285-,in dash panel 


10 - Digital sound package 
control unit - J525=in luggage 
compartment (rear left) 


11 - Front leftmicrophone - 
R140- , microphone unit in 


front roof module - R164- in 
front interior light - W1- 


12 - Telephone bracket - R126- 
with mobile telephone - R54- 


13 - Aerial amplifier for mobile telephone - R86- in luggage compartment (rear right) 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on Bluetooth technology 


A standardised radio connection system (Bluetooth technology) 
is used to transmit data between the control unit 1 for information 
electronics - J794- and the telephone handset - R37- / mobile 
telephone - R54- . 


The range of the radio wave connection is approx. 10 m. 
Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
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The end faces of the connectors must not become dirty. 


If connectors are unplugged: fita protective’cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure.to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep: gr. 97 ; 
Fibre optic cables . 


6.1.2 Layout - telephone, Bluetooth car 
phone, 9ZW, up to model year 2014 


The Bluetooth car phone supports the operation of Bluetooth mo- 
bile telephones - R54- . It is not necessary to fit the Bluetooth 
mobile telephone - R54- into a bracket and it does not have to be 
linked to the hands-free unit in the vehicle. 


In this case, the Bluetooth link is the only means of connecting 
the mobile phone. It is also possible to read out the SIM card of 
the mobile telephone - R54- (telephone directory). 


The Bluetooth car phone has its own telephone handset - R37- 
(Bluetooth handset) equipped with SIM card slide-in module and 
charging cradle. 


The Bluetooth car phone and the mobile telephone - R54- are 
either operated via the telephone handset - R37- , the hands-free 
unit with multi-function steering wheel or via the speech dialogue 
system. 


The aerial for Bluetooth - R152- is fitted in control unit 1 for infor- 
mation electronics - J794- . 


Microphones for the microphone unit in front roof module - W1- 
are integrated in the front interior light - R164- . One of these 
microphones ( front left microphone - R140- ) is connected directly 
to the control unit 1 for information electronics - J794- . 


The aerial connection is located at the control unit 1 for informa- 
tion electronics - J794- . 


9ZW - Bluetooth car phone in control unit 1 for information elec- 
tronics - J794- 
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1 - Roof aerial - R216- 


2 + Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit ~'E380- in centre-con- 
sole 


4.- Control unit-1 for.informa- 
tion electronics - J794- in dash 
panel 


5 - Front right microphone - 
R141- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


6 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


7 - Steering column electronics 
control unit - J527- on steering 
column on steering column 
switch 


8 - Multi-function steering 
wheel 


9 - Control unit in dash panel 
insert - J285- in dash panel 


10 - Digital sound package 
control unit - J525- in luggage 
compartment (rear left) 


11 - Telephone bracket - R126- 
with telephone handset - R37- 


12 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on Bluetooth technology 


A standardised radio connection system (Bluetooth technology) 
is used to transmit data between the control unit 1 for information 
electronics - J794- and the telephone handset - R37- / mobile 
telephone - R54- . 


The range of the radio wave connection is approx. 10 m. 
Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


6.13 Layout - telephone, Bluetooth hands- 
free system, 9ZX 

The control unit 1 for information electronics - J794- with micro- 

phone unit in front,roof module - R164-.is fitted and serves:solely 


as a hands-free system. The mobile telephone - R54- is connec- 
ted via Bluetooth: 


The aerial for Bluetooth - R152- is fitted in contro! unit 1 for infor- 
mation electronics - J794- . 


9ZX - Bluetooth hands-free system in control unit 1 for information 
electronics - J794- 
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1 - Display unit for front infor- 
mation display and operating 
unit control unit- J685- in dash 
panel (centre) 


2 - Multimedia system. operat- 
ing unit - E380- in centre con- 
sole 


3 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


6 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 
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&91-11 436 


Aerials for Bluetooth hands-free system, 9ZX 
+ No telephone aerial - R65- is fitted 
+ No LTE aerials ( -R297- / -R306- ) are fitted 
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1 - Control unit 1 for informa- 
tion electronics - J794- 


2 - Not fitted 
3 - Roof aerial - R216- 
4 - Not fitted 
5 - Not fitted 
6 - Not fitted 


Fault finding is performed, via.“Guided Fault Finding” -Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on Bluetooth technology 


A standardised radio connection system (Bluetooth technology) 
is used to transmit data between the control unit 1 for information 
electronics - J794- and the telephone handset - R37- / mobile 
telephone - R54- . 


The range of the radio wave connection is approx. 10 m. 
Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the:fibre:optiocablespbe sure to observe the min- 
imum bendingradius of 25mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre Optic cables >=Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


6.1.4 Layout - telephone, Audi phone box and 
Audi connect, 9ZC, from model year 
2015 onwards 


The telephone bracket - R126- (Audi phone box) is fitted in the 
centre console. The system is operated using the MMI infotain- 
ment system or the mobile telephone - R54- . 


Microphones for the microphone unit in front roof module - W1- 
are integrated in the front interior light - R164- . One of these 
microphones ( front left microphone - R140- ) is connected directly 
to the control unit 1 for information electronics - J794- . 


The connection to the mobile phone network is established via 
the telephone aerial - R65- . 


The aerial connection is located at the aerial amplifier for mobile 
telephone - R86- . 


For data transfer, two LTE aerials ( LTE aerial 1 - R297- / LTE 
aerial 2 - R306- ) are fitted and connected to the control unit 1 for 
information electronics - J794- . 


9ZC - Audi phone box and Audi connect 
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1 - LTE aerial 1 - R297- in roof 
aerial - R216- 


2 - Display unitefor front infora 
mation vee fie and,operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Telephone' bracket'-"R126- 
with mobile telephone - R54- 


5 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


6 - Aerial amplifier for mobile 
telephone - R86- in luggage 
compartment (rear left) 


7 - LTE aerial 2 - R306- on 
bumper (right-side) 


8 - MOST bus 


9 - Telephone aerial - R65- on 
bumper (left-side) 


10 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


11 - Digital sound package 
control unit - J525- in luggage 
compartment (rear left) 


12 - DVD changer - R161- in 
glove box 


13 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


A$1-12307 


Aerials for Audi phone box and Audi connect, 9ZC 


@ Telephone aerial- R65- is fitted underneath rear bumper cover 
(left-side) 


@ LTE aerial 1 - R297- is fitted in roof aerial - R216- . 


@ LTE aerial 2 - R306- is fitted underneath rear bumper cover 
(right-side) 
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1 - Control unit 1 for informa- 
tion electronics - J794- 


2 - Telephone bracket - R126- 


3 - Roof aerial - R216- 
Q LTE aerial 1 - R297- 

4 - Bumper aerial (right-side) 
Q LTE aerial 2 - R306- 

5 - Bumper aerial (left-side) 
ū Telephone aerial - R65- 


6 - Aerial amplifier for mobile 
telephone - R86- 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on Bluetooth technology 


A standardised radio connection system (Bluetooth technology) 
is used to transmit data between the control unit 1 for information 
electronics - J794- and the mobile telephone - R54- . 


The range of the radio wave connection is approx. 10 m. 


6.1.5 Layout - telephone, Audi phone box, 
9ZE)frommodel year 2015 onwards 


The telephone bracket - R126- (Audi phone box) is fitted in the 
centre console..The system,is,operated using the MMI infotain- 
ment system or the mobile telephone - R54- . 


Microphones for the microphone unit in front.roof module -. W1- 
are integrated in the front interior light - R164- . One of these 
microphones(frontieft microphone -'R140-\) is;connected-directly 
to the control unit 1 for information electronics - J794- . 


The connection to the mobile phone network is established via 
the telephone aerial - R65- in the roof aerial - R216- . 
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The aerial connection is located at the aerial amplifier for mobile 
telephone - R86- . 


9ZE - Audi phone box 


1 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3- Telephone aerial - R65- in 
roof aerial - R216- 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Aerial amplifier for mobile 
telephone - R86- in luggage 
compartment (rear left) 


6 - Telephone bracket -R126 
with mobile telephone - R54- 


7 - MOST bus 


8 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


9 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


10 - DVD changer - R161- in 
glove box 


11 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


AS1-12308 


Aerials for Audi phone box, 9ZE 
@ Telephone aerial - R65- is fitted in roof aerial - R216- 
@ No LTE aerials ( -R297- / -R306- ) are fitted 
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1 - Control unit 1 for informa- 
tion electronics - J794- 


2 - Telephone bracket - R126- 


3 - Roof aerial - R216- 
QO Telephone aerial - R65- 


4 - Not fitted 
5 - Not fitted 


6 - Aerial amplifier for mobile 
telephone - R86- 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on Bluetoothstechnology 


A standardised radio connection system (Bluetooth technology) 
is used to transmit data between the control unit 1 for information 
electronics - J794=and:the mobile'telephone - R54- . 


The range of the radio wave connection is approx. 10 m. 


6.1.6 Layout - telephone, Audi connect with 
Bluetooth car phone, 9ZK, from model 


year 2015 onwards 
The control unit 1 for information electronics - J794- with micro- 
phone unit in front roof module - R164- is fitted and serves solely 


as the car phone. The mobile telephone - R54- is connected via 
Bluetooth. 


The connection to the mobile phone network is established via 
the aerial of the mobile telephone - R54- . 


The aerial for Bluetooth - R152- is fitted in control unit 1 for infor- 
mation electronics - J794- . 
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For data transfer, two LTE aerials ( LTE aerial 1 - R297-/LTE 
aerial 2 - R306- ) are,fittedyand Connected to'the control unit 1 for 
information electronics - J794- . 


9ZK - Audi connect with Bluetooth car phone 


1 - LTE aerial 1 - R297- in roof 
aerial - R216- 


2 - Display unit for front infor- 
mation display and, operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - LTE aerial 2 - R306- on 
bumper (right-side) 


5 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - DVD changer - R161- in 
glove box 


10 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


| ASi-12303 | 


Aerials for Audi connect with Bluetooth car phone, 9ZK 
@ No telephone aerial - R65- is fitted 


@ Japan (up to week 45/2015), China (up to model year 2017): 
Telephone aerial - R65- is fitted in roof aerial - R216- 


@ LTE aerial 1 - R297- is fitted in roof aerial - R216- . 


+ LTE aerial 2 - R306- is fitted underneath rear bumper cover 
(right-side) 
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1 - Control unit 1 for informa- 
tion electronics - J794- 


2 - Not fitted 


3 - Roof aerial - R216- 


OQ Telephone aerial - 
R65- , Japan up to 
week 45/2015) and Chi- 
na (up to model year 
2017) 


Q LTE aerial 1 - R297- 
4 - Bumper aerial (right-side) 

Q LTE aerial 2 - R306- 
5 - Not fitted 


6 - Not fitted 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on Bluetooth technology 


A standardised radio connection system (Bluetooth technology) 
is used to transmit data between the control unit 1 for information 
electronics - J794- and the mobile telephone - R54- . 


The range of the radio wave connection-is ‘approx. 10m. 
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6.2 Overview of fitting locations - telephone 
system 

> “6.2.1 Overview of fitting locations - telephone system, up to 

model year 2014”, page 168 

> “6.2.2 Overview of fitting locations - telephone system, from 

model year 2015 onwards”, page 169 


6.2.1 Overview of fitting locations - telephone system, up to model year 2014 


1 - Telephone bracket - R126- 
Q haiie" and installing 
> pageđ73 
2 - Bolt 
QO 5x 
QO 1Nm 


3 - Centre console storage box 


Q Removingiand installing 
=> General body repairs, 
interior; Rep. gr. 68; 
Centre console; Re- 
moving and installing 
centre console storage 
box (front) . 


4 - Aerial amplifier for mobile 
telephone - R86- 


Q Pin assignment => Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


Q Removing and installing 
=> page 171 


5 - Front interior light - W1- 


Q Microphone unit in front 
roof module - R164- 


QO Overview > page 170 
6 - 6-pin connector - T6e- 


7 - Front left microphone - 
R140- 


QO Removing and installing 
=> page 170 


8 - Front right microphone - 
R141- 


QO) Removing and installing > page 170 


9 - Internal microphone - R74- 
QO) Removing and installing > page 170 


10 - Control unit 1 for information electronics - J794- 

Pin assignment for mobile phone pre-installation, RMC => page 176 
Pin assignment for mobile phone pre-installation, MMI = page 180 
Pin assignment for Bluetooth car phone > page 183 

Pin assignment for Bluetooth hands-free system, RMC = page 187 
Pin assignment for Bluetooth hands-free system, MMI > page 191 
Removing and installing > page 18 


Oovcooodoono 
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11 - Trim 

12 - Bolt 
n 4x 
QO 1Nm 


13 - Bolt 
QO 3Nm 


14 - Control unit 1 for information electronics - J794- 


6.2.2 Overview of fitting locations - telephone system, from model year 2015 on- 
wards 


1 - Telephone bracket - R126- 
Q Pin assignment 
=> page 194 
OY Removing and installing 
> page 174 
2 - Bolt 
Q 1Nm 
3 - Storage box in centre arm- 
rest 


OQ Removing and installing 
=> General body repairs, 
interior; Rep. gr. 68 ; 
Centre console; Re- 
moving and installing 
centre console storage 
box (front) . 


4 - Aerial amplifier for mobile 
telephone - R86- 


Q Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


Q Removing and installing 
=> page 172 


5 - Front interior light - W1- 


Q Microphone unit in front 
roof module - R164- 


QO Overview > page 170 


6 - Front left microphone - 
R140- 


QO) Removing and installing 
=> page 170 


7 - Front right microphone - 
R141- 


Q Removing and installing > page.170 
8 - Internal microphone = R74- 

Q Removing,and installing > page 170 
9 - Trim — 
10 - Bolt 

Q 4x 
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QO 1Nm 


11 - Control unit 1 for information electronics - J794- 
QO Pin assignment > Current flow diagrams, Electrical fault finding and Fitting locations 
QO Removing and installing > page 18 


12 - Bolt 
QO 3Nm 


13 - Control unit 1 for information electronics - J794- 


6.3 Exploded view - microphone unit 


One of the microphones ( internal microphone - R74- ) is con- 
nected directly to the digital sound package control unit - J525- . 
The other microphones are connected to the control unit 1 for 
information electronics - J794- . 


Microphone unit in front roof module - R164- 

1-  6-pin connector - T6e- 

2- Microphone (blue) to control unit 1 for information electron- 
ics - J794- 


3- Microphone (black) to digital sound package control unit - 
5 


4- Microphone (grey) to control unit 1 for information electron- 
ics - J794- 


Pin assignment 
Left-hand drive vehicles: 
1- Front left microphone - R140- , grey 


2- 6-pin connector - T6e- : pins 1-2: front left microphone - 
R140- (grey), pins 3-4: internal microphone - R74- (black), 
pins 5-6: front right microphone - R141- (blue) 


3- Front right microphone - R141- , blue 

4- Internal microphone - R74- , black 

Right-hand drive vehicles: 

1- Front right microphone - R141- , blue 

2-  6-pin.connector -.16e-.:.pins 1-2: front right microphone - 


R141- (blue), pins 3-4: internal microphone - R74- (black), 
pins 5-6: front left microphone - R140- (grey) 


3-  FrontJeft microphone R440- , grey 
4- Internal microphone - R74- , black 


Removing and installing microphone unit in front roof module - 
R164- = page.170 


6.4 Removing and installing microphone 
unit in front roof module - R164- 


The microphone unit in front roof module - R164- in the front in- 
terior light - W1- can only be renewed as a complete unit. 
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Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove front interior light - W1- > Electrical system; Rep. gr. 
96 ; Controls; Removing and installing interior light/reading 
light (front) . 


— Unclip connector -1- from bracket in front interior light - W1- 
and disconnect. 


— Pry individual microphones -2-, -3- and -4- out of retainer. 
Installing 


— Install in reverse sequence of removal. 


AQ1-11731 


6.5 Removing and installing aerial amplifier 
for mobile telephone - R86- 


=> “6.5.1 Removing and installing aerial amplifier for mobile tele- 
phone R86 - up to model year 2014”, page 171 


> “6.5.2 Removing and installing aerial amplifier for mobile tele- 

phone R86 - from model year 2015 onwards”, page 172 

6.5.1 Removing and installing aerial amplifier 
for mobile telephone - R86- - up to model 
year 2014 


The aerial amplifier for mobile telephone - R86- -1- is located be- 
hind the luggage compartment trim (right-side). 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Open right storage compartment in luggage compartment. 


bee | AQ1-11599 | | 


— 
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— Release and unplug connectors at aerial amplifier for mobile 
telephone - R86- -2-. 


— Push lug -1- upwards and pull aerial amplifier for mobile tele- 
phone - R86- -2- in direction of -arrow- out of bracket. 


Installing 


— Install in reverse sequence of removal. 


6.5.2 Removing and installing aerial amplifier 
for mobile telephone - R86- - from model 
year 2015 onwards 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


b 


The aerial amplifier for mobile telephone - R86- is located behind 
the luggage compartment trim (left-side). 


Removing 

— Switch off ignition and all electrical equipment, and remove 
ignition key. 

First remove bracket together with digital sound package control 

unit - J525- / TV tuner - R78- . 


- Remove luggage compartment side trim (left-side) > General 
body repairs, interior; Rep. gr. 70 ; Luggage compartment trim 
panels; Removing and installing luggage compartment side 
trim . 


— If fitted, remove lever for towing bracket > General body re- 
pairs, exterior; Rep. gr. 66 ; Towing bracket; Exploded view - 
towing bracket . 
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— Remove nuts -4, 6 and 7- and bolt -2- from bracket -1-. 
— Remove brace -3-. 


— Pivot digital sound package control unit - J525- -5- together 
with bracket -1- into luggage compartment. 


— If fitted, unplug connectors on TV tuner - R78- . 


~ 


EN 


4 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 


— Release and unplug connectors -2- on aerial amplifier for mo- 
bile telephone - R86- -1-. 


— Press lugs -arrows- and pull aerial amplifier for mobile tele- 
phone - R86- -1- out of bracket. 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ > “8.2.3 Overview of fitting locations - TV system, from model 
year 2015 onwards”, page 221 


6.6 Removing and installing telephone 
bracket - R126- 


> “6.6.1 Removing and installing telephone bracket R126 (front) 
- up to model year 2014”, page 173 


> “6.6.3 Removing ahd installing telepho 
- from model yeam207 feonwards®, page” 


75 


6.6.1 Removing and installing telephone 
bracket - R126- (front) - up to model year 
2014 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


WO0-11187 


The telephone bracket - R126- (front) -1- is located beneath the 
front centre armrest. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


- Removetelephone,handset=R37- / mobile telephone - R54- . 


— Remove centre console storage box > General body repairs, 
interior; Rep. gr. 68; Centre console; Removing and installing 
centre console'storage:box(front) . 


— Release and unplug connector. 


— Remove bolts -3-. 
— Lift telephone-bracket.--R126- -2--outof storage, box -1-: 
Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


¢ = “6.2.1 Overview of fitting locations - telephone system, up 
to model year 2014”, page 168 


A91-11715 


6.6.2 Removing and installing telephone 
bracket - R126- (front) - from model year 
2015 onwards 

Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


WO00-11187 
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The telephone bracket - R126- (front) -1- is located beneath the 
front centre armrest. 


Removing 

— Switch off ignition and all electrical equipment, and remove 
ignition key. 

nniTake out.mobile.telephone -R54- . 


+, (Remove centre,console storage boxs. General, body repairs, 
interior; Rep. gr. 68 ; Centre console; Removing and installing 
centre console storage box (front) . 


— Release and unplug connectors. 


— Remove bolt -arrow-. 
— Take telephone bracket - R126- -1- off storage box. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ > “6.2.2 Overview of fitting locations - telephone system, from 
model year 2015 onwards”, page 169 


A91-12326 


6.6.3 Removing and installing telephone 
bracket - R126- (front) - from model year 
2017 onwards 

Special tools and workshop equipment required 

+ Removal tool - T40388- 


The telephone bracket - R126- is located under the front centre 
armrest. 


Removing 


— Switch off ignition and all electrical equipment. Store ignition 
key outside of vehicle. 


— Take out mobile telephone - R54- . 
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Telephone bracket- R126- -1- is wedged in storage compartment. 


There is a small recess in the sealing lip at the location where the 
removal tool - T40388- must be inserted. 


- Carefully press sealing lip on telephone bracket - R126- to side 
by inserting removal tool - T40388- -A- vertically from above, 
as shown. 


- This disengages lug -2-, which then engages in groove on re- 
moval tool - T40388- -A-. 


— Pull removal tool - T40388- -A- back out upwards, keeping it 
vertical, and pull telephone bracket - R126- -1- out of storage 
compartment. 


A91-13080 


— Telephone bracket - R126- is wedged in on opposite side. 
Pivot telephone bracket - R126- -1- out of storage compart- 
ment. 


— Release and unplug electrical connectors at telephone bracket 
- R126- -1-. 


Installing 


Installation is carried out in reverse sequence. 


6.7 Pin assignment 


>in i i 
” page 176 

2 “6.7.2/Pin ‘assignment for mobile phone pre-installation, MMI, 

9ZF”, page 180 

> “6.7.3 Pin assignment for Bluetooth car phone, MMI, 9ZW”, 

page.183 


= 6.7.4 Pin assignment fon. Bluetooth, hands-free system, RMG; 
9ZX", page 187 


> “6.7.5 Pin assignment for Bluetooth hands-free system, MMI, 
9ZX", page 191 


> “6.7.6 Pin assignment for telephone bracket R126 , from model 
year 2015 onwards”, page 194 


6.7.1 Pin assignment for mobile phone pre-installation, RMC, 9ZF 


r mobile phone pre-installation, RMC 
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1 - DAB connection from aerial 
amplifier 3 - R112- , digital ra- 
dio aerial - R183- , Europe/ 
rest-of-world and QV3 only 


- SAT connection from roof 
aerial - R216- , satellite aerial - 
R170- , QV8 and USA only 


2 - GPS connection from roof 
aerial - R216- 


3 - Connection block with four 
multi-pin connectors 


4 - MOST bus 


5 - 4-pin connector - T4z- to 
connection for external audio 
sources - R199- 


6 - 4-pin connector - T4df- to 
display unit for front informa- 
tion display and operating unit 
control unit - J685- 


7 - Aerial connection, AM/FM/ 
FM2 


AS1-11 717 


(ë) Note 


Contacts which are not listed are not used. 


3 - Connection block with four multi-pin connectors 
A - 8-pin connector - T8e- 

1- LoUdspeaker(*+), rear right 

2- Loudspeaker (+), front right 

3- Loudspeaker (+)pfrontdeft 

4- Loudspeaker (+), rear left 

5- Loudspeaker (-), rear right 

6- Loudspeaker (-), front right 

7- Loudspeaker (-), front left 

8- Loudspeaker (-), rear left 
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B - 12-pin connector - T12c- 

1- Data from multimedia system operating unit - E380- 
2- RES BT multimedia system operating unit - E380- 
3- Not used 


4- Microphone input (+) from microphone unit in front roof 
module - R164- , front left microphone - R140- 


5- FBAS wire (-) fromeversing.camera,system control unit - 
J772- 


6- DIAG signal from telephone bracket - R126- 
7- Data to multimedia system.operating unit- E380- 


8- Wake-up multimedia system,operating unit » E380- 
9- Res HU to multimedia system operating unit - E380- 


10 - Not used 
11- FBAS wire (+) from reversing camera system control unit - 
J772- 


12 - Microphone input (-) from microphone unit in front roof mod- 
ule - R164- , front left microphone - R140- 
C - 12-pin connector - T12e- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- NF in, earth (low frequency) 

2- NF in, right-side (low frequency) 
3- USB,+5V 

4- USB, earth 

5- iPod, ACC power 

6- Detect l 


7- NF in, left-side (low frequency) 


8- NF in, screen earth (low frequency) 
9- FBAS wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12- iPod data 


D - 8-pin connector - T8f- 

9 - Subwoofer - R211- 

10 - Centre loudspeaker - R208- 
13 - Subwoofer - R211- 

14 - Centre loudspeaker - R208- 
17 - Terminal 31 

18 - Terminal 30 
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E - 12-pin connector - T12d- 
7 - Open circuit diagnostic lead 


12 - Switch-on signal to telephone bracket - R126- / aerial ampli- 
fier for mobile telephone - R86- 


4 - MOST bus 
1- Output 
2- Input 


5 - 4-pin connector - T4z- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- D(+) 
2- iPod detected 
3- D(-) 
4- Earth 


6 - 4-pin connector - T4df- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS (-) 
2- LIN 
3- LVDS (+) 
4- Earth 


A91-12091 
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6.7.2 Pin assignment for mobile phone pre-in- 
stallation, MMI, 9ZF 

Control unit 1 for information electronics - J794- 

1- GSM connection from roof aerial - R216- 

2- Connection block with four multi-pin connectors 

3- MOST bus 

4- FBAS input from TV tuner - R78- / DVD changer - R161- 


5-  4-pin connector - T4dc- to display unit for front information 
display and operating unit control unit - J685- 


6- 4-pin connector - T4aa- to connection for external audio 
sources - R199- 


7- Notused 
8- GPS connection from roof aerial - R216- 


Contacts which are not listed are not used. 
2 - Connection block with four multi-pin connectors 


A - 8-pin connector - T8h- 

1- Not used 

2- Not used 

3- Wake-up to multimedia system operating unit - E380- 
4- Not used 


5-  Switch-on’signal to'telephone bracket - R126- / aerial am- 
plifier for mobile telephone - R86- 


6- Res MU to multimedia system operating unit - E380- 


7- Open circuit diagnostic lead 
8- Notused 
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B - 12-pin connector - T12g- 
Left-hand drive vehicle 
1- Not used 


2- Microphone input (+) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


3- Microphone input (-) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


4- Not used ey C 


5- \FBAS wire (+) from.reversing camera system control unit - 
J772=/ controhunit fomoverhead view camera - J928- 


6- Not used 
7- Notused 


8- “Microphone input (+) from front left microphone - R140- , 
microphone unit:in front-roof module = R164- 


9- Microphone input (-) from front left microphone - R140- , mi- 
crophone unit in front roof module - R164- 


10- Not used 


11- FBAS wire (+) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


12- Not used 
Right-hand drive vehicle 
1- Not used 


2- Microphone input (+) from front left microphone - R140- , 
microphone unit in front roof module - R164- 


3- Microphone input (-) from front left microphone - R140- , mi- 
crophone unit in front roof module - R164- 


4- Not used 


5- FBAS wire (-) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


6- Not used 
7- Not used 


8- Microphone input (+) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


9- Microphone input (-) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


10 - Not used 


11- FBAS wire (+) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


12- Not used 
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C - 12-pin connector - T12f- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- NF in, earth (low frequency) 
2- NF in, right-side (low frequency) 


3- USB, +5V 

4- USB, earth 

5- iPod, ACC power 
6- Detect 


7-  NEF.in, leftside (low frequency) 

8- NFin, screen earth (low frequency) 
9- FBAS'Wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12 - iPod data 


D - 8-pin connector - T8g- 

9 - Switch-on signal to telephone bracket - R126- 

10 - Data from multimedia system operating unit - E380- 
11 - Data to multimedia system operating unit - E380- 

12 - Terminal 31 

13 - DIAG signal from telephone bracket - R126- 

14 - Res BT from multimedia system operating unit - E380- 
15 - Terminal 30 


3 - MOST bus 
1- Output 
2- Input 


A91-11851 


1 82 Rep. gr.91 - Communication 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > care 
Communication - Edition 10.2019 


5 - 4-pin connector - T4aa- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- D(+) 
2- iPod detected 
3- D(- 
4- Earth 


6 - 4-pin connector - T4dc- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS(-) 
2- LIN 
3- LVDS (+) 
4- Earth 


6.7.3 Pin assignment for Bluetooth car phone, 
MMI, 9ZW 

Control unit 1 for information electronics - J794- 

1- GSM connection from roof aerial - R216- 

2- Connection block with four multi-pin connectors 

3- MOST bus 

4-  FBAS input from TV tuner - R78- / DVD changer - R161- 


5-  4-pin connector - T4de- to display unit for front information 
display and operating unit control unit - J685- 


6-  4-pin,connector --14aa-.to.connection for external audio 
sources - R199- 


7- Notused 
8- GPS connection from roof aerial - R216- 


(ë) Note 


Contacts which are not listed are not used. 


2 - Connection block with four multi-pin connectors 
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A - 8-pin connector - T8h- 

1- Not used 

2- Not used 

3- Wake-up to multimedia system operating unit - E380- 
4- Not used 

5- Not used 

6- Res MU to multimedia system operating unit - E380- -535 ` C 


7- Open circuit diagnostic lead 
8- Not used 
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B - 12-pin connector - T12g- 
Left-hand drive vehicle 
1- Not used 


2- Microphone input (+) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


3- Microphone input (-) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


4- Notused ey C 


5- FBAS wire (-) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


6- Not used 
7- Notused 


8- Microphone input (+) from front left microphone - R140- , 
microphone unit in front roof module - R164- 


9- Microphone input (-) from front left microphone - R140- , mi- 
crophone unit in front roof module - R164- 


10- Not used 


11- FBAS wire (+) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


12- Not used 
Right-hand drive vehicle 
1- Not used 


2- Microphone input (+) from front left microphone - R140- , 
microphone unit in front roof module - R164- 


3- Microphone input (-) from front left microphone - R140- , mi- 
crophone unit in front roof module - R164- 


4- Not used 


5- FBAS wire (-) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


6- Not used 
7- Not used 


8- Microphone input (+) from front right microphone - R141- , 
microphone unitän front roof module - R164- 


9- Microphone input (-) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


10- Not used 


11 - FBAS wire (+) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


12- Not used 
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C - 12-pin connector - T12f- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- NF in, earth (low frequency) 
2- NF in, right-side (low frequency) 


3- USB, +5V 

4- USB, earth 

5- iPod, ACC power 
6- Detect 


7- NF in, left-side (low frequency) 

8- NF in, screen earth (low frequency) 
9- FBAS wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12 - iPod data 


D - 8-pin connector - T8g- 

9 - Switch-on signal to telephone bracket - R126- 

10 - Data from multimedia system operating unit - E380- 
11 - Data to multimedia system operating unit - E380- 

12 - Terminal 31 

14 - Res BT from multimedia system operating unit - E380- 
15 - Terminal 30 


3 - MOST bus 
1- Output 
2- Input 


A91-11851 
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5 - 4-pin connector - T4aa- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- D(+) 
2- iPod detected 
3- D(- 
4- Earth 


6 - 4-pin connector - T4dc- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS(-) 
2- LIN 
3- LVDS (+) 
4- Earth 


A91-12091 


6.7.4 Pin assignment for Bluetooth hands-free 
system, RMC, 9ZX 


Control unit 1 for information electronics - J794- 
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1 - DAB connection from aerial 
amplifier 3 - R112- , digital ra- 
dio aerial - R183- , Europe/ 
rest-of-world and QV3 only 


- SAT connection from roof 
aerial - R216- , satellite aerial - 
R170- , QV8 and USA only 


2 - GPS connection from roof 
aerial - R216- 


3 - Connection block with four 
multi-pin connectors 


4 - MOST bus 


5 - 4-pin connector - T4z- to 
connection»for éxternalaudio 
sources ~R199- 


6 - 4-pin connector - T4df- to 
display unit for front informa- 
tion display and operating unit 
control unit - J685- 


7 - Aerial connection, AM/FM/ 
FM2 


&91-11717 


(å Note 


Contacts which are not listed are not used. 


3 - Connection block with four multi-pin connectors 
A - 8-pin connector - T8e- 

1- Loudspeaker (+), rear right 

2- Loudspeaker (+), front right 

3- Loudspeaker (+), front left 

4- Loudspeaker (+), rear left 

5- Loudspeaker (-), rear right 

6- Loudspeaker (-), front right 

7- Loudspeaker (-), front left 

8- Loudspeaker (-), rear left 
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B - 12-pin connector - T12c- 

1- Data from multimedia system operating unit - E380- 
2- RES BT multimedia system operating unit - E380- 
3- Not used 


4- Microphone input (+) from microphone unit in front roof 
module - R164- , front left microphone - R140- 


5- FBAS wire (-) from reversing camera system control unit - 
J7 


6- Not used 


7- Data to multimedia system operating unit - E380- 


8- Wake-up multimedia system operating unit - E380- 
9- Res HU to multimedia system operating unit - E380- 


10 - Not used 
11- FBAS wire (+) from reversing camera system control unit - 
J772- 


12 - Microphone input (-)from microphone unit in front roof mod- 
ule - R164- , front leftmicrophone - R140- 
C - 12-pin connector - T12e- 


All pins are connected to the connection for external audio souür- 
ces - R199-. 


1- NF in, earth (low frequency) 

2- NF in, right-side (low frequency) 
3- USB, +5V 

4- USB, earth 

5- iPod, ACC power 

6- Detect 


7- NF in, left-side (low frequency) 


8- NF in, screen earth (low frequency) 
9- FBAS wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12 - iPod data 


D - 8-pin connector - T8f- 

9 - Subwoofer - R211- 

10 - Centre loudspeaker - R208- 
13 - Subwoofer - R211- 

14 - Centre loudspeaker - R208- 
17 - Terminal 31 

18 - Terminal 30 
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E - 12-pin connector - T12d- 


7 - Open circuit diagnostic lead 


$$ [err] 
4 - MOST bus 

1- Output 

2- Input 


5 - 4-pin connector - T4z- 


All pins are connected to the connection for external audio sour- 
ces - R199- . 


1- D(+) 
2- iPod detected 
3- D(-) 
4- Earth 


6 - 4-pin connector - T4df- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS (-) 
2- LIN 
3- LVDS (+) 
4- Earth 


A91-12091 
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6.7.5 Pin assignment for Bluetooth hands-free 


system) MMI, 9ZX 


Control unit 1 for information electronics - J794- 


1- 
2- 
3- 
4- 
5- 


Not used 

Connection block with four multi-pin connectors 

MOST bus 

FBAS. input from TV tuner - R78- / DVD changer - R161- 


4-pin connector - T4dc- to display unit for front information 
display and operating unit control unit - J685- 


4-pin connector - T4aa- to connection for external audio 
sources - R199- 


Not used 
GPS connection from roof aerial - R216- 


Contacts which are not listed are not used. 


2 - Connection block with four multi-pin connectors 


A - 8-pin connector - T8h- 


1- 


Not used 

Not used 

Wake-up to multimedia system operating unit - E380- 
Not used 

Not used 

Res MU to multimedia system operating unit - E380- 
Open circuit diagnostic lead 

Not used 
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Cc 
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B - 12-pin connector - T12g- 
Left-hand drive vehicle 
1- Not used 


2- Microphone input (+) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


3- Microphone input (-) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


4- Notused = -=-=-- C 


5- FBAS wire (-) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


6- Not used 
7- Notused 


8- Microphone input (+) from front left microphone - R140- , 
microphone unit in front roof module - R164- 


9- Microphone input (-) from front left microphone - R140- , mi- 
crophone unit in front roof module - R164- 


10- Not used 


11 - FBAS wire (+) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


12- Not used 
Right-hand drive vehicle 
1- Not used 


2- Microphone input (+) from front left microphone - R140- , 
microphone unit in front roof module - R164- 


3- Microphone input (-) from front left microphone - R140- , mi- 
crophone unit in front roof module - R164- 


4- Not used 


5- FBAS wire (-) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


6- Not used 
7- Not used 


8- Microphone input (+) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


9- Microphone input (-) from front right microphone - R141- , 
microphone unit in front roof module - R164- 


10- Not used 


11 - FBAS wire (+) from reversing camera system control unit - 
J772- / control unit for overhead view camera - J928- 


12- Not used 
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C - 12-pin connector - T12f- 


All pins: are connected tothe connection for external audio sour- 
ces - R199-. 


1,-,, „NF in, earth (low frequency) 
2- NF in, right-side (low frequency) 


3- USB, +5V 

4- USB, earth 

5- iPod, ACC power 

6- Detect 


7- NEF in, left-side (low frequency) 

8- NF in, screen earth (low frequency) 
9- FBAS wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12 - iPod data 


D - 8-pin connector - T8g- 

10 - Data from multimedia system operating unit - E380- 
11 - Data to multimedia system operating unit - E380- 

12 - Terminal 31 

14 - Res BT from multimedia system operating unit - E380- 
15 - Terminal 30 


3 - MOST bus 
1- Output 
2- Input 


A91-11851 
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5 - 4-pin connector - T4aa- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- D(+) 
2- iPod detected 
3- D(-) 
4- Earth 


6 - 4-pin connector - T4dc- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS (-) 
2- LIN 
3- LVDS (+) 
4- Earth 


6.7.6 Pin assignment for telephone bracket - 
R126- , from model year 2015 onwards 

Telephone bracket - R126- 

1- 4-pin connector - T4cm- 


2- Aerial connection to aerial amplifier for mobile telephone - 
R86- 


1 - 4-pin connector - T4cm- 
1 -p, Terminal,30 


2 -ne Switch-onisignal from-control unit 1 for.information-electron- 
ics - J794- 


3- Status signal to control unit 1 for information electronics - 
J794- 


4- Terminal 31 


A91-12069 
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7 Navigation system 


> “7.1 Layout - navigation system”, page 195 


=> “7.2 Overview of fitting locations - navigation system”, 
page 204 


> “7.3 Pin assignment”, page 207 
> “7.4 Removing and installing chip card reader control unit”, 


page 212 

7.1 Layout - navigation system 

> “7.1.1 Layout - navigation system, MMI navigation system, 
772”, page 195 


> “7.1.2 Layout - navigation system, MMI navigation system plus, 
716, up to model year 2014”, page 197 


> “7.1.3 Layout - navigation system, MMI navigation system plus, 
7UG, from model year 2015 onwards”, page 199 


> “7.1.4 Layout - navigation system, Japan”, page 201 


7.1.1 Layout - navigation system, MMI navi- 
gation system, 7T2 


The navigation system is part of the control unit 1 for information 
electronics - J794- in the dash panel. 


The multimedia system operating unit - E380- is used for opera- 
tion. 


On versions with a navigation system, the navigation data are 
stored on an SD card. 


7T2 - MMI navigation system 


Control unit 1 for information electronics - J794- with integrated 
CD player/SD memory card readers/navigation system in dash 
panel 


@ Radio - R- integrated in control unit 1 for information electron- 
ics - J794- , 8DP 


@ Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


+ ea system operating unit - E380- in centre console, 


+ CD changer - R41- in glove box, 7A2 


+ Connection for external audio sources - R199- in centre con- 
sole, UF7 


@ Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


+ Sound systems: standard/BOSE, 9VD/8RY 
@ Bluetooth hands-free system, 9ZX 

@ Speech dialogue system, QH1 

Optional equipment 

@ Mobile phone pre-installation, 9ZF 


+ Digital radio.~R147- integrated.in control unit 1 for information 
electronics - J794- , Europe/rest-of-world and QV3 only 


@ Satellite radio -;R146- integrated in control unit.1, for informa- 
tion electronics - J794- , USA and QV8 only 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Connection for external au- 
dio sources - R199- in centre 
console 


6 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


7 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


8 - MOST bus 
9 - CD changer - R41- in glove 
box 


10 - Front left microphone - 
R140- , microphone unit,in 
front roof module - R164- in 
front interior light - W1- 


A91-11 728 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A “fibre optic cable” is used as the connecting cable. The fibre 
optic cables are fitted in corrugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


7.1.2 Layout - navigation system, MMI navi- 
gation system plus, 7T6, up to model 
year 2014 


The navigation system is part of the control unit 1 for information 
electronics - J794- in the dash panel. 


The multimedia system operating unit - E380- is used for opera- 
tion. 


On versions with a navigation system plus, the navigation data 
are stored on an internal hard disk drive (HDD). 


7T6 - MMI navigation system plus 


Control unit 1 for information electronics - J794- with integrated 
CD player/DVD player/SD memory card readers/navigation sys- 
tem in dash panel 


@ Internal hard drive (HDD) to store navigation data and MP3 
files 


+ Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw 


@ DVD changer - R161- in glove box, 6G0 


+ Connection for external audio sources - R199- in centre con- 
sole, UF7 


+ Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


@ Sound systems: standard/BOSE/Bang & Olufsen, 9VD/8RY/ 
8RF 


Radio - R- in luggage compartment (rear left), 8YQ/8AJ 
TV tuner - R78- in luggage compartment (rear left), QU6/QU7 
Bluetooth hands-free system, 9ZX 


© >è è è 


Speech dialogue system, QH1 
Optional equipment 
@ Bluetooth car phone, 9ZW 


+è Digital radio- R147- integrated in control unit 1 for information 
electronics = J794- , Europe/rest-of-world and QV3 only 


@ Satellite radio - R146- integrated in control unit 1 for informa- 
tion electronics - J794- , USA and QV3 only 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


5 - Telephone bracket - R126- / 
connection for external audio 
sources - R199- in centre con- 
sole storage compartment 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - Radio - R- in luggage com- 
partment (rear left) 


10 - FBAS wire 


11 - TV tuner - R78- in luggage 
compartment (rear left) 


12 - DVD changer - R161- in 
glove box 


13 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


A91-11752 


Fault finding is performed via,“Guided Fault Finding” Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on MOST bus 


In a to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A “fibre optic cable” is used as the connecting cable. The fibre 
optic cables are fitted in corrugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


7.1.3 Layout - navigation system, MMI navi- 
gation system plus, 7UG, from model 
year 2015 onwards 


The navigation system is part of the control unit 1 for information 
electronics - J794- in the glove box. 


The multimedia system operating unit - E380- is used for opera- 
tion. 


On versions with a navigation system plus, the navigation data 
are stored on an internal hard disk drive (HDD). 


7UG - MMI navigation system plus, from model year 2015 on- 
wards 


Control unit 1 for information electronics - J794- with integrated 
CD player/DVD player/SD memory card readers/navigation sys- 
tem in dash panel 


@ Internal hard drive (HDD) to store navigation data and MP3 
files 


+ tk unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw1 


@ DVD changer - R161- in glove box, 6G2 


¢ Connection for external audio sources - R199- in centre con- 
sole storage compartment 


+ Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


@ Sound systems: standard/BOSE/Bang & Olufsen, 9VD/8RY/ 


8RF 
@ Radio - R- integrated in control unit 1 for information electron- 
iCS- J794- , I8H 


TV tuner -R78- in luggage compartment (rear left), QU1/QV1 
Video input for reversing camera system, KA2 
Bluetooth hands-free system, 9ZX 


© ¢ © 


Speechodialogue 'system;'QH1 
Optionalequipment 

+ Audi connect with Bluetooth car phone 9ZK 
@ Audi phone box and Audi connect, 9ZC 

@ Audi phone box, 9ZE 
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+è Digital radio - R147- integrated in control unit 1 for information 
electronics - J794- , Europe/rest-of-world and QV3 only 


@ Satellite radio - R146- integrated in control unit 1 for informa- 
tion electronics - J794- , USA and QV8 only 


1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Telephone bracket - R126- / 
connection for external audio 
sources - R199- in centre con- 
sole storage compartment 


5 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - TV tuner - R78- in luggage 
compartment (rear left) 


10 - DVD changer - R161- in 
glove box 


11 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


AS1-12297 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on MOST bus 


In addition to the CAN bus, the fibré optic’data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre. optic cable whenever possible. 


The end faces of the connectors must not become dirty. 


200 Rep. gr.91 - Communication 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


If connectors,are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9 VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25mm, Do.not crush.or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


7.1.4 Layout - navigation system, Japan 


The navigation system is part of the control unit 1 for information 
electronics - J794- in the dash panel. 


The multimedia system operating unit - E380- is used for opera- 
tion. 


7T6 - MMI navigation system plus, up to model year 2014 


Control unit 1 for information electronics - J794- with integrated 
CD player/DVD player/SD memory card readers/navigation sys- 
tem in dash panel 


@ Internal hard drive (HDD) to store navigation data and MP3 
files 


+ Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw 


@ DVD changer - R161- in glove box, 6G0 


+ Connection for external audio sources - R199- in centre con- 
sole, UF7 


+ Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


+ Sound systems: standard/BOSE/Bang & Olufsen, 9VD/8RY/ 
8RF 


Radio - R- in luggage compartment (rear left), 8YQ/8AJ 

TV tuner - R78- in luggage compartment (rear left), QU6/QU7 
Bluetooth hands-free system, 9ZX 

Speech dialogue system, QH1 

Chip card reader control unit - J676- 

Traffic data aerial - R173- 


© A A A o o 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Traffic data aerial - R173- 
on windscreen (top left) 


4 - Chip card reader control 
unit - J676- in glove box 


5 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


6 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment(rear, left) 


9=MOST bus 


10 CDchanger~- ‘R41 in 
glove box 


11 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


49391-11910 


7UG - MMI navigation system plus, from model year 2015 on- 
wards 


Control unit 1 for information electronics - J794- with integrated 
CD player/DVD player/SD memory card readers/navigation sys- 
tem in dash panel 


@ Internal hard drive (HDD) to store navigation data and MP3 
files 


+ Display unit for front information display and operating unit 
control unit - J685- in dash panel (centre) 


@ Multimedia system operating unit - E380- in centre console, 
Qw 


@ DVD changer - R161- in glove box, 6G2 


+ Connection for external audio sources - R199- in centre con- 
sole storage compartment 


+ Digital sound package control unit - J525- in luggage com- 
partment (rear left) 


+ Sound systems: standard/BOSE/Bang & Olufsen, 9VD/8RY/ 


8RF 
@ Radio - R- integrated in control unit 1 for information electron- 
ics - J794- , 18H 
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TV tuner - R78- in luggage compartment (rear left), QU1/QV1 
Video input for reversing camera system, KA2 

Bluetooth hands-free system, 9ZX 

Speech dialogue system, QH1 

Chip card reader control unit - J676- 

Traffic data aerial - R173- 

Dedicated short-range communication aerial - R269- 
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1 - Roof aerial - R216- 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - Telephone bracket - R126- / 
connection for external audio 
sources - R199- in centre con- 
sole storage compartment 


5 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


6 - MOST bus 


7 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


8 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


9 - TV tuner - R78- in luggage 
compartment (rear left) 


10 - DVD changer - R161- in 
glove box 


11 - Front left microphone - 
R140- , microphone unit in 
front roof module - R164- in 
front interior light - W1- 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic,tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes'for protection: 


Renew the complete fibre optic cable whenever possible. 


7. Navigation system 203 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


The end faces of the connectors must not become dirty. 


If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/95; VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Donot crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables » 


7.2 Overview of fitting locations - navigation 
system 


> “7.2.1 Overview of fitting locations - navigation system”, 
page 204 


> “7.2.2 Overview of fitting locations - navigation system, Japan, 
up to model year 2014”, page 206 


> “7.2.3 Overview of fitting locations - navigation system, Japan, 
from model year 2015 onwards”, page 207 


7.2.1 Overview of fitting locations - navigation system 
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1 - Control unit 1 for informa- 
tion electronics - J794- 


Q 


Q 


Q 


Pin assignment for nav- 
igation system 7T2 

=> page 207 

Pin assignment for nav- 
igation system plus 7T6 
=> Current flow dia- 
grams, Electrical fault 
finding and Fitting loca- 
tions 


Pin assignment for nav- 
igation system plus 7UG 
=> Current flow dia- 
pome, Electrical fault 

inding and Fitting loca- 
tions 


Removing and installing 
=> page 18 


2 - Bolt 


Q 


3 Nm 


3 - Control unit 1 for informa- 
tion electronics - J794- 


4 - Bolt 
QO 4x 
QO 1Nm 


5 - Trim 
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7.2.2 Overview of fitting locations - navigation system, Japan, up to model year 
2014 


1 - Chip card reader control 
unit - J676- 


Q Pin assignment 
> page 211 
QO Removing.and. installing 
=> page 212 
2 - Traffic data aerial --R173- 
Q Removing and installing 
> page 118 
3 - Bracket 
Q Bonded;to windscreen 


4 - Locking element 


5 - Control unit 1 for informa- 
tion electronics - J794- 
6 - Trim 
7 - Bolt 
OQ 4x 
Q 1Nm 


8 - Bolt 
QO 3Nm 


9 - Control unit 1 for informa- 
tion electronics - J794- 


Q Pin assignment for nav- 
igation system plus 7T6 
=> Current flow dia- 
grams, Electrical fault 
finding and Fitting loca- 


tions 
Q Removing and installing oS 
= page 18 bze 
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7.2.3 Overview of fitting locations - navigation system, Japan, from model year 
2015 onwards 


1 - Chip card reader control 
unit - J676- 


Q Pin assignment 
> page 211 
QO Removing and installing 
=> page 212 
2 - Traffic data aerial - R173- 
OY Removing and installing 
> page 118 
3 - Bracket 
Q Bonded to windscreen 


4 - Locking element 


5 - Control unit 1 for informa- 
tion electronics - J794- 
6 - Trim 
7 - Bolt 
Q 4x 
Q 1Nm 


8 - Bolt 

QO 3Nm 
9 - Control unit 1 for informa- 
tion electronics - J794- 


Q Pin assignment for nav- 
igation system plus 7UG 
> Current flow.dia- 
grams, Electricahfault. 
fi inding and Fitting loca- 
tions 

Q Removing and installing 
> page418 

10 - Dedicated short-range 
communication aerial - R269- 


Q Removing and installing > page 119 
11 - Retaining hooks 


7.3 Pin assignment 


> “7.3.1 Pin assignment for navigation system, 7T2”, page 207 


> “7.3.2 Pin assignment for chip card reader control unit J676 , 
up to model year 2014”, page 211 


> “7.3.3 Pin assignment for chip card reader control unit J676 , 
from model year 2015 onwards”, page 211 


7.3.1 Pin assignment for navigation system, 
7T2 


Control unit 1 for information electronics - J794- 
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1 - DAB connection from aerial 
amplifier 3 - R112- , digital ra- 
dio aeriak—R183-,, Europe/ 
rest-of-world and QV3 only 


- SAT connection from roof 
aerial - R216- , satellite aerial - 
R170- , QV8 and USA only 


2 - GPSiconnection:from roof 
aerial - R216- 


3 - Connection block with four 
multi-pin connectors 


4 - MOST bus 


5 - 4-pin connector - T4z- to 
connection for external audio 
sources - R199- 


6 - 4-pin connector - T4df- to 
display unit for front informa- 
tion display and operating unit 
control unit - J685- 


7 - Aerial connection, AM/FM/ 
FM2 


AS1-11 717 


[a| Note 


Contacts which are not listed are not used. 


3 - Connection block with four multi-pin connectors 
A - 8-pin connector - T8e- 

1- Loudspeaker (+), rear right 

2- Loudspeaker (+), front right 

3- Loudspeaker (+), front left 

4- Loudspeaker (+), rear left 

5- Loudspeaker (-), rear right 

6- Loudspeaker (-), front right 

7- Loudspeaker (-), front left 

8- Loudspeaker (-), rear left 
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B - 12-pin connector - T12c- 

1- Data from multimedia system operating unit - E380- 
2- RES BT multimedia system operating unit - E380- 
3- Not used 


4- Microphone input (+) from microphone unit in front roof 
module - R164- , front left microphone - R140- 


5- FBAS wire (-) from reversing camera system control unit - 
J7 


6- Not used 


7- Data to multimedia system operating unit - E380- 


8- Wake-up multimedia system operating unit - E380- 
9- Res HU to multimedia system operating unit - E380- 


10 - Not used 
11- FBAS wire (+) from reversing camera system control unit - 
J772- 


12 - Microphone input (-) from microphone unit in front roof mod- 
ule - R164- , front left microphone - R140- 
C - 12-pin connector - T12e- 


All pins are connected to the connection for external audio sour- 
ces - R199-. 


1- NF in, earth (low frequency) 

2- NF in, right-side (low frequency) 
3- USB,+5V 

4- USB, earth 

5- iPod, ACC power 

6- Detect l 


7- NF in, left-side (low frequency) 


8- NF in, screen earth (low frequency) 
9- FBAS wire (+) 

10 - FBAS wire (-) 

11- iPod data 

12 - iPod data 


D - 8-pin connector - T8f- 

9 - Subwoofer - R211- 

10 - Centre loudspeaker - R208- 
13 - Subwoofer - R211- 

14 - Centre loudspeaker - R208- 
17 - Terminal 31 

18 - Terminal 30 
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E - 12-pin connector - T12d- 


7 - Open circuit diagnostic lead 


irre 
4 - MOST bus 

1- Output 

2- Input 


5 - 4-pin connector - T4z- 


All pins are connected to the connection for external audio sour- 
ces - R199- . 


1- D(+) 
2- iPod detected 
3- D(-) 
4- Earth 


6 - 4-pin connector - T4df- 


All pins are connected to the display unit for front information dis- 
play and operating unit control unit - J685- . 


1- LVDS (-) 
2- LIN 
3- LVDS (+) 
4- Earth 


A91-12091 
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7.3.2 Pin assignment for chip card reader con- 
trol unit - J676- , up to model year 2014 


Chip card reader control unit - J676- 


[a] Note 


Contacts which are not listed are not used. 


32-pin connector - T32p- 
1-16 - To traffic data aerial - R173- 


17 - Data VICS to control unit 1 for information electronics - J794- 


19 - Data VICS from control unit 1 for information electronics - 
J7 


94- 22 


21 - Switch-on signal to control unit 1 for information electronics 


22 - Terminal 30 
23 - Data ETC to control unit 1 for information electronics - J794- 


25 - Data ETC from control unit 1 for information electronics - 
J794- 


28 - Terminal 31 


7.3.3 Pin assignment for chip card reader con- 
trol unit - J676- , from model year 2015 
onwards 

Chip card reader control unit - J676- 


1-  5-pin connector - T5br- to connection for external audio 
sources - R199- front, 2x USB, AUX-IN 


2-  10-pin connector - T10bk- 


3- Conneétion for dedicated short-range communication aerial 
- R269- 


1 - 5-pin connector - T5br- 


All pins are-connected to,the connection for external audio, sour- 
ces - R199-. 


1- Data (+) 
2- USB,+5V 
3- Data (-) 
4- USB, earth 


5- Screen earth 


A91-12098 
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10-pin connector - T10bk- 


1 


1- Power supply (+) for traffic data aerial - R173- 


2- Power supply (-) for traffic data aerial - R173- if h 

3- Data VICS to traffic data aerial - R173- Hooon 

4- Data VICS from traffic data aerial - R173- Hooon 

5- Not used 

6- Not used i 

7- Diagnosis 1, traffic data aerial - R173- : 10 6 


8- Diagnosis 2, traffic data aerial - R173- : 
9- Terminal 30 
10- Terminal 31 


7.4 Removing and installing chip card read- 
er control unit 


The chip card reader control unit - J676- is located in the glove 
box. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Open glove box. 
— Remove chip card. 


— Slide chip card reader control unit - J676- -1- towards rear until 
it can be detached from lining. 


— Pull out retaining clip -4-. 


- Release.and.unplug.connector -3- at chip card reader control 
unit - J676- -1-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Da 


wa BE or] 


— Plug in connector -3- and then slide retaining clip -4- through 
opening. 


— Make sure all retaining tabs -2- of chip card reader control unit 
- J676- -1- engage in lining. 
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8 TV system 


> “8.1 Layout - TV system”, page 213 

=> “8.2 Overview of fitting locations - TV system”, page 218 
> “8.3 Pin assignment”, page 222 

=> “8.4 Removing and installing TV tuner”, page 229 

> “8.5 Removing and installing TV card reader”, page 233 
8.1 Layout - TV system 


> “8 Jotehayout. dV*system, up to model year 2014”, page 213 
=> “8.1.2 Layout= TV system, Japan, up to model year 2014”, page 


215 

> “8.1.3 Layout - TV system, from model year 2015 onwards”, 
page 217 

8.1.1 Layout - TV system, up to model year 


2014 
The TV system is part of the MMI infotainment system. 


The TV tuner - R78- is connected to the other components of the 
infotainment system via the MOST bus. The multimedia system 
operating unit - E380- is used for operation. 


A so-called “hybrid” tuner is fitted for receiving analogue and dig- 
ital TV channels. From model year 2012 onwards, a digital TV 
tuner - R78- (QU7) is fitted. 


A DVD changer - R161- (6G0) is located in the glove box. 
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1 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


2 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


3 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


4 - MOST bus 


5 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


a = 


AOA 


6 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


7 - Radio - R- in luggage com- I 
partment (rear left) == 


8 - TV tuner - R78- in luggage 
compartment (rear left) 


9 - Aerial amplifiers at D-pillars/ 
on rear lid 


10 - FBAS wire 
11 - Rear window aerials 


12 - DVD changer - R161- in 
glove box 


A91-11753 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the completesfibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


8.1.2 Layout - TV system, Japan, up to model 
year 2014 


The TV system is part of the MMI infotainment system. 


The TV tuner - R78- is connected to the other components of the 
infotainment system via the MOST bus. The multimedia system 
operating unit - E380- is used for operation. 


A so-called “hybrid” tuner is fitted for receiving analogue and dig- 
ital TV channels. From model year 2012, a digital TV tuner - R78- 
for digital reception only is fitted, QU7. 


A TV card reader - R78- for receiving pay-TV channels is con- 
nected to the TV tuner - R204- . TV card reader - R78- is no longer 
fitted if digital TV tuner - R204- is installed. Instead, digital TV 
tuner - R78- contains a SIM card slot. 


A DVD changer - R161- (6G0) is located in the glove box. 
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1 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


2 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


3- Control unit.1 for informa- 
tion electronics - J794- in dash 


panel 
4 - MOST bus 


5,-,Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


6 - Digital sound 'package'con- 
trol unit - J525- in luggage 
compartment (rear left) 


7 - FBAS wire 


8 - Radio - R- in luggage com- 
partment (rear left) 


9 - TV tuner - R78- in luggage 
compartment (rear left) 


10 - TV card reader - R204- in 
ape compartment (rear 
e 


11 - Aerial amplifiers at D-pil- 
lars/on rear lid 
12 - Rear window aerials 


13 - DVD changer - R161- in 
glove box 


A91-11913 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 
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If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


8.1.3 Layout - TV system, from model year 
2015 onwards 


The TV system is part of the MMI infotainment system. 


The TV tuner - R78- is connected to the other components of the 
infotainment system via the MOST bus. The multimedia system 
operating unit - E380- is used for operation. 


A DVD changer - R161- (6G0) is located in the glove box. 


1 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


2 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


3 - Control unit 1 for informa- 
tion electronics ~J794- in dash 
panel 


4 - MOST bus 


5 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


6 - Digital sound package con- 
trol unit - J525- in luggage 
compartment (rear left) 


7 - TV tuner - R78- in luggage 
compartment (rear left) 


8 - Aerial amplifier in rear lid 
9 - Rear window aerials 


10 - DVD changer - R161- in 
glove box 


A$1-12311 
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Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


Repairing aerial wiring > Electrical system; Rep. gr. 97 ; Re- 
pairing aerial wires . 


Notes on MOST bus 


In addition to the CAN bus, the fibre optic data bus “MOST bus” 
is used. 


A fibre optic cable is used. The fibre optic cables are fitted in cor- 
rugated tubes for protection. 


Renew the complete fibre optic cable whenever possible. 
The end faces of the connectors must not become dirty. 


If connectors are unplugged: fit a protective cap for cable con- 
nector - VAS 6223/9- . VAS 6223 A 


When installing the fibre optic cables, be sure to observe the min- 
imum bending radius of 25 mm. Do not crush or kink the fibre optic 
cables. 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


WO0-11495 


8.2 Overview of fitting locations - TV system 


=> “8.2.1 Overview of fitting locations - TV system, up to model 
year 2014”, page 218 


> “8.2.2 Overview of fitting locations - TV system, Japan, up to 
model year 2014”, page 220 


> “8.2.3 Overview of fitting locations - TV system, from model year 
2015 onwards”, page 221 


8.2.1 Overview of fitting locations - TV system, up to model year 2014 
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1 - DVD changer - R161- 


Q Pin assignment 
=> page 150 

QO Removing and installing 
> page 152 


2 - Radio release tool - 
T10057- 
3 - TV tuner - R78- 


Q Pin assignment for hy- 
brid > page 222 
QO Removing and installing 
=> page 229 
- Digital TV tuner - R78- , from 
model year 2012 onwards 


Q Pin assignment 
=> page 224 

OQ) Removing and installing 
=> page 230 

4 - Bolt 

Q) 4x (hybrid) 

Q 2x (DTV) 

Q 2Nm 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
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A91-11 803 
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8.2.2 Overview of fitting locations - TV system, Japan, up to model year 2014 


1 - Radio release tool - 
T10057- 
2 - DVD changer - R161- 
Q Pin assignment 
> page 150 
Q Removing and installing 
> page 152 
3 - TV card reader - R204- 


Q Installed with BOSE 
sound system 


Q Delek and installing 
> page 233 
4 - TV card reader - R204- 


Q Installed with 
Bang & Olufsen sound 
system 


Q Removing and installing 
> page 233 
5 - Bolt 
Q 2x 
Q 2Nm 


6 - Bolt 
Q 4x (hybrid) 
Q 2x (DTV) 
Q 2Nm 


7 - TV tuner - R78- 
Q Pin assignment for hy- 
brid > page 225 
Q Removing and installing 
=> page 229 


- Digital TV tuner - R78- , from 
model year 2012 onwards 


Q Pin assignment = page 227 
QO Removing and installing > page 230 
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8.2.3 Overview of fitting locations - TV system, from model year 2015 onwards 


1 - Radio release tool - 
T10057- 
2 - DVD changer - R161- 
Q Pin assignment 
> page 150 
OQ) Removing and installing 
> page 152 
3 - Bolt 
QO 3x 
Q Top: 5Nm 
Q Bottom: 4 Nm 


4 - Bracket 
5 - Bolt 
QO 5Nm 


6 - Digital sound package con- 
trol unit - J525- 


7 - Bracket 


8 - TV tuner - R78- 


Q Pin assignment => Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 

Q Pin assignment (Japan) 
=> page 227 

Q Pin assignment (South 
Korea) > page 228 

Q Removing and installing 
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8.3 Pin assignment 
=> “8.3.1 Pin assignment for TV tuner R78 , hybrid”, page 222 
> “8.3.2 Pin assignmentfor.digitalda tuner R78 ”, page 224 


=> “8.3.3 Pin assi ntfonTV tuner R78 , hybrid, Japan” 
page 225 


> “8.3.4 Pin assignment for digital TV tuner R78 , Japan”, 
page 227 


> “8.3.5 Pin ‘assignment for digital TV- tuner R78 |’ South Korea”, 
page 228 


8.3.1 Pin assignment for TV tuner =R78- ; hy- 
brid 

TV tuner - R78- 

Saloon 


1- Connection TV1/TV2 from aerial amplifier 3 - R112- / aerial 
amplifier - R24- 


2- Connection TV3 from aerial amplifier 4 - R113- 
3- 20-pin connector - T20d- 
4- MOST bus 


5-  FBAS output to control unit 1 for information electronics - 
J794- / DVD changer - R161- 


Avant 


3 


1- Connection TV1/TV2 from aerial amplifier - R24- / aerial 
amplifier 4 - R113- 


2- Connection TV3 from aerial amplifier 3 - R112- 
3-  20-pin connector - T20d- 
4- MOST bus 


5- FBAS output to control unit 1 for information electronics - 
J794- / DVD changer - R161- 


(à Note 


Contacts which are not listed are not used. 
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3 - 20-pin connector - T20d- 


1- Terminal 30 

2- Terminal 31 

3- Open circuit diagnostic lead 

4- Screen earth 

5- Video out, Rear Seat Entertainment system 
6- Screen earth 

7- Audio out L, Rear Seat Entertainment system 
8- Audio out R, Rear Seat Entertainment system 
9- Screen earth 

10- Audio in L 

11- AudioinR 

12 - Video in 

13 - Screen earth 

14- Screen earth 

15- Screen earth 

16- Audio inL 

17- AudioinR 

18- Video in 

19- Screen earth 

20- I/D PIN 

4 - MOST bus 

1- Output 

2- Input 


A91-11851 
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8.3.2 Pin assignment for digital TV tuner - 
R78- 


TV tuner - R78- 
Saloon 
1- ©12-pin connector - T12af- 


2- MOST bus 
3- FBAS output to control unit 1 for information electronics - 
J794- 


AQ1-11885 


4- Connection TV2/TV3 from aerial amplifier - R24- / aerial 
amplifier 4 - R113- 


5- Connection TV1 from aerial amplifier 3 - R112- 
Avant 
1- 12-pin connector - T12af- 


2- MOST bus 
3- FBAS output to control unit 1 for information electronics - 
J794- 


4- Connection TV2/TV3 from aerial amplifier 4 - R113- / aerial 
amplifier 3 - R112- 


5- Connection TV1 from aerial amplifier - R24- 


(à Note 


Contacts which are not listed are not used. 


1 - 12-pin connector - T12af- 

1- Terminal 30 

2- Terminal 31 

3- Open circuit diagnostic lead 

4- Screen earth 

5- Video out, Rear Seat Entertainment system 
6- Screen earth 


7- Audio out L, Rear Seat Entertainment system 


8- Audio out R, Rear Seat Entertainment system 
9- Screen earth 


10- Audio in L 
11- AudioinR 
12- Video in 
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2 - MOST bus 
1- Output 
2- Input 


8.3.3 Pin assignment for TV tuner - R78- , hy- 


brid, Japan 


TV tuner - R78- 


Saloon 


1- 


Connection TV1/TV2 from aerial amplifier 3 - R112- / aerial 
amplifier - R24- 


2- Connection TV3 from aerial amplifier 4 - R113- 

3- Connection TV card reader - R204- 

4- 20-pin connector - T20d- 

5- MOST bus 

6- FBAS output to control unit 1 for information electronics - 
J794- / DVD changer - R161- 

Avant 

1- Connection TV1/TV2 from aerial amplifier - R24- / aerial 
amplifier 4 - R113- 

2- Connection TV3 from aerial amplifier 3 - R112- 

3- Connection TV card reader - R204- 

4-  20-pin connector - T20d- 

5- MOST bus 

6- FBAS output to control unit 1 for information electronics - 


J794- / DVD changer - R161- 


[a] Note 


Contacts which are not listed are not used. 
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3 - 20-pin connector - T20d- 

1- Terminal 30 

2- Terminal 31 

3- Open circuit diagnostic lead 

4- Screen earth 

5- Video out, Rear Seat Entertainment system 
6- Screen earth 

7- Audio out L, Rear Seat Entertainment system 
8- Audio out R, Rear Seat Entertainment system 


9- Screen earth 


10- Audio in L 
11- AudioinR 
12- Video in 


13- Screen earth 
14- Screen earth 
15- Screen earth 


16- Audio in L 
17- AudioinR 
18- Video in 

19 - Screen earth 
20- I/D PIN 

5 - MOST bus 

1- Output 

2- Input 
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8.3.4 Pin assignment for digital TV tuner - 
R78- , Japan 1 2 3 


mE 


TV tuner - R78- 
Saloon | 


1 A MOST bus DSE fa 


6 5 4 


2- FBAS output to control unit 1 for information electronics - 
J794- , up to model year 2014 


3- SIM card reader 
4- Connection TV1 from aerial amplifier - R24- 


5- Connection TV2/TV3 from aerial amplifier 3 - R112- / aerial 
amplifier 4 - R113- 


6-  12-pin connector - T12af- 


Avant 
1- MOST bus 


2-  FBAS output to control unit 1 for information electronics - 
J794- , up to model year 2014 


3- SIM card reader 
4- Connection TV1 from aerial amplifier - R24- 


5- Connection TV2/TV3 from aerial amplifier 4 - R113- / aerial 
amplifier 3 - R112- 


6- 12-pin connector - T12af- 


(å) Note 


Contacts which are not listed are not used. 


1 - MOST bus 
1- Output 
2- Input 


A91-11851 
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6 - 12-pin connector - T12af- 

1- Terminal 30 

2- Terminal 31 

3- Open circuit diagnostic lead 

4- Screen earth 

5- Video out, Rear Seat Entertainment system 
6- Screen earth 

7- Audio out L, Rear Seat Entertainment system 
8- Audio out R, Rear Seat Entertainment system 
9- Screen earth 

10 - Audio in L 

11 - Audio in R 

12 - Video in 


8.3.5 Pin assignment for digital TV tuner - 
R78- , South Korea 


TV tuner - R78- 

1- MOST bus 

2- Not used 

3- Not used 

4- Connection TV1 from aerial amplifier - R24- 

5- Not used 


6- 12-pin connector - T12af- 


(à Note 


Contacts which are notJisted.are not used. 


1 - MOST bus 
1- Input 
2- Output 


A91-11851 
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3 - 12-pin connector - T12af- 

1- Terminal 30 

2- Terminal 31 

3- Open circuit diagnostic lead 

4- Screen earth 

5- Video out, Rear Seat Entertainment system 
6-, Screen earth 

7 - Audio out L, Rear Seat Entertainment system 


8- Audio out R, Rear Seat Entertainment system 
9- Screen earth 


10 - Audio in L 

11.- Audio in R 

12 - Video in 

8.4 Removing and installing TV tuner 
=> “8.4.1 Removing and installing TV tuner R78 - hybrid”, 
page 229 


=> “8.4.2 Removing and installing digital TV tuner R78 - up to 
model year 2014”, page 230 


=> “8.4.3 Removing and installing TV tuner R78 - from model year 
2015 onwards”, page 232 


8.4.1 Removing and installing TV tuner - R78- 
- hybrid 

Special tools and workshop equipment required 

+ Protective cap for cable connector - VAS 6223/9- 


VAS 6223 A 


WoO0-11495 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


FZ 


WO0-11187 
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The TV tuner - R78- -1- is located behind the luggage compart- 
ment trim (left-side) in the rack. 


B Note 


If renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 


Removing 


— Switch off ignition and all electrical equipment, and remove | = ; 
ignition key. 


A91-11600 


— Open left storage compartment in luggage compartment. 
- Remove,bracket with sound amplifiers: 

BOSE = page'60 

Bang & Olufsen > page 64 

Release and unplug connectors on TV tuner - R78- . 


+ oè 


— Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus, connector -2-. 


— Unscrew bolts -arrows- at TV tuner - R78- -1-. 
— Lift TV tuner - R78- -1- off bracket -2-. 
Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ > “8.2.1 Overview of fitting locations - TV system, up to model 
year 2014”, page 218 


@ = ‘8.2.2 Overview of fitting locations - TV system, Japan, up 
to model year 2014”, page 220 


8.4.2 Removing and installing digital TV tuner 
- R78- - up to model year 2014 


Special tools and workshop equipment required 
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+ 


+ 


The digital TV tuner - R171- -1- is located behind the luggage 
compartment trim (left-side) in the rack. 


(å) Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit > Vehicle diagnostic tester. 


Removing 


+ è 
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Protective cap for cable connector - VAS 6223/9- 
VAS 6223 A 


WO0-11495 


Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z 


W00-11187 


Switch off ignition and all electrical equipment, and remove 
ignition key. 


Open left storage compartment in luggage compartment. 
Remove bracket with sound amplifiers: 

BOSE > page 60 

Bang & Olufsen > page 64 

Release and unplug connectors on digital TV tuner - R78- . 


Fit protective cap for cable connector - VAS 6223/9- -1- onto 
MOST bus connector -2-. 
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— “Remove bolts -1~and -3-from digital TV tuner - R78- -2-. 


— | First swivel the digital TV tuner - R78- -2- upwards -arrow-, 
then*pullelV tuner towear -arrow- out of bracket -4-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening-torques 


@ > “8.2.1 Overview of fitting locations - TV system, up to model 
year 2014”, page 218 


@ > “8.2.2 Overview of fitting locations - TV system, Japan, up 
to model year 2014”, page 220 


8.4.3 Removing and installing TV tuner - R78- 
- from model year 2015 onwards 


Special tools and workshop equipment required 
+ Protective cap for cable connector - VAS 6223/9- 


@ Torque screwdriver - V.A.G 1624- 
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VAS 6223 A 


WO0-11495 


V.A.G 1624 


Z, 


WO0-11187 
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The TV tuner - R78- -1- is located in the luggage compartment 
recess (left-side). It is located behind the sound amplifiers. 


[a] Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 


Removing 


— Switch off ignition and all electrical equipment, and remove oR; L d . > 
ignition key. l [A97-12329 | 


— Open left storage compartment in luggage compartment. 
First remove bracket together with digital sound package control 
unit - J525- . 


— Unscrew nuts -2, 4, 6, 7- at bracket -1- and swivel digital sound 
package control unit - J525- -5- with bracket -1- to side. 


TV tuner - R78- is only wedged into bracket. 


— Push lug and pull TV tuner - R78- -1- out of bracket in direction 
of -arrow-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 

Tightening torques 

@ = “2.2.8 Overview of fitting locations - sound system, sound 


amplifiers, microphones (Bang & Olufsen), from model year 
2015 onwards”, page 56 


@ = “8.2.3 Overview of fitting locations - TV system, from model 
year 2015 onwards”, page 221 


8.5 Removing and installing TV card reader 


Special tools and workshop equipment required 


8. TV system 233 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


WO0-11187 


The TV card reader - R204- -1- is located behind the luggage 
compartment trim (left-side) in the rack. 


BOSE sound system 
Bang & Olufsen 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Open left storage compartment in luggage compartment. 
BOSE sound system 


— Remove digital sound package control unit - J525- BOSE 
(MMI) => page 60 . 


— Release and unplug connector at TV card reader - R204- . 


The TV card reader - R204- -1- is clipped into the bracket -2-. 


- Push retaining tab -3- upwards and swivel TV card reader - 
R204- -1- upwards -arrow- out of bracket -2-. 


Bang & Olufsen 


AQ1-11896 
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The digital sound package control unit 2 - J787- -3- conceals the 
bolts -arrows- on the TV card reader - R204- -2-. 


— Remove digital sound package control unit 2 - J787- -3- 
=> page 67. 


— Release and unplug connector at TV card reader - R204- -2-. 


— Unscrew bolts -arrows- at TV card reader - R204- -2- and de- 
tach it from bracket -1-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


AQ1-11897 


@ = “8.2.2 Overview of fitting locations - TV system, Japan, up 
to model year 2014”, page 220 


8. TV system 235 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


9 Reversing camera system 


> “9.1 Layout - reversing camera system”, page 236 


=> “9.2 Overview of fitting locations - reversing camera system” 
page 238 


> “9.3 Removing and installing reversing camera R189”, 
page 239 


> “9.4 Calibrating reversing camera system”, page 242 


> “9.5 Removing and installing reversing camera system control 
unit J772 ”, page 247 


9.1 Layout - reversing camera system 


> “9.1.1 Layout - reversing camera system, up to model year 
2016”, page 236 


=> “9.1.2 Layout - reversing camera system, from model year 2017 
onwards”, page 237 


9.1.1 Layout - reversing camera system, up to 
model year 2016 


The reversing camera system (KA2) provides assistance to the 
driver when driving the vehicle backwards; the information about 
the prevailing traffic conditions behind the vehicle is supplied to 
the driver via the display unit for front information display and op- 
erating unit control unit - J685- . 


The system will be switched on as soon as reverse gear is en- 
gaged. The system can be activated manually by operating the 
parking aid button - E266- in the centre console (optional). 


The reversing camera system consists of the following compo- 
nents: 


@ Reversing camera - R189- 

@ Reversing camera system control unit - J772- 

@ Control unit 1 for information electronics - J794- 

@ Steering wheel with steering angle sender - G85- 
As an option, other control units may also be installed. 


Do not fit an additional number plate on vehicles equipped with 
reversing camera system as this will impair the function of the 
reversing camera system. 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 
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1 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


2 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


3 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


amie) 
Heal 
=a a 


4 - Multimedia sýstemoperat- 
ing unit - E380- in centre con- 
sole 


5 - FBAS wire from reversing 
camera system control unit - 
J772- 


6 - FBAS wire from reversing 
camera - R189- 


7 - Reversing camera - R189- 
in rear lid 


\ 


8 - Reversing camera system 
control unit - J772- in luggage 
compartment (rear right 


9 - CAN bus, dash panel insert 
10 - MOST bus 


11 - Parking aid control unit - 
J446- in luggage compartment 
(rear right) 


6) 
g 
= 
a 
©) 


— 
— 


12 - Control unit in dash panel 
insert - J285- in dash panel 


13 - Drive train CAN bus 


14 - ABS control unit - J104- in 
engine compartment 


15 - Steering angle sender - G85- on steering column at steering column electronics control unit - J527- 


9.1.2 Layout - reversing camera system, from 
model year 2017 onwards 


The reversing camera system (KA2) provides assistance to the 
driver when driving the vehicle backwards in both parallel and 
perpendicular parking manoeuvres, while towing a trailer and 
when monitoring cross-traffic; the information about the prevailing 
traffic conditions behind the vehicle is supplied to the driver via 
the display unit for front information display and operating unit 
control unit - J685- . 


The system will be switched on as soon as reverse gear is en- 
gaged. The system can be activated manually by operating the 
parking aid button - E266- in the dash panel (optional). 


The reversing camera system consists of the following compo- 
nents: 


@ Reversing camera - R189- 


@ Reversing camera system control unit - J772- , integrated in 
reversing camera - R189- 


@ Control unit 1 for information electronics - J794- 
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+è Display unit for front information display and operating unit 
control unit - J685- 


As an option, other control units may also be installed. 


Do not fit an additional number plate on vehicles equipped with 
reversing camera system as this will impair the function of the 
reversing camera system. 


Fault finding is performed via the “Guided Fault Finding” function 

using =.Vehicle diagnostic.tester. 

9.2 Overview of fitting locations - reversing 
camera system 


> “9.2.1 Overview of fitting locations - reversing camera system, 
Saloon”, page 238 


> “9.2.2 Overview of fitting. locations .- reversing camera system 
Avant”, page 239 


9.2.1 Overview of fitting locations - reversing camera system, Saloon 


1 - Reversing camera system 
control unit - J772- , up to mod- 
el year 2016 


Q Pin assignment => Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


QO) Removing and installing 
=> page 247 
Q Calibration > page 242 


2 - Rack 
3 - Rack 


4 - Nut 

Q 3Nm 
5 - Reversing camera - R189-, 
in handle 


QO From model year 2017 
onwards with reversin 
camera system contro 


unit - J772- 
QO) Removing and installing 
> page 239 
Q Calibration > page 242 
6 - Nut 
QO 6Nm 
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9.2.2 Overview of fitting locations - reversing camera system, Avant 


1 - Reversing camera system 
control unit - J772- , up to mod- 
el year 2016 


Q Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


QO Removing and installing 
=> page 247 
Q Calibration > page 242 


2 - Rack 
3 - Rack 


4 - Nut 

Q 3Nm 
5 - Reversing camera - R189- , 
in handle 


Q From model year 2017 
onwards with reversing 
camera system control 
unit - J772- 

OQ Removing and installing 
=> page 240 

Q Calibration > page 242 


6 - Nut 
QO 6Nm 


A91-11805 


9.3 Removing and installing reversing cam- 
era - R189- 


> “9.3.1 Removing and installing reversing camera R189 - Sa- 
loon”, page 239 


=> “9.3.2 Removing and installing reversing camera R189 - Avant”, 
page 240 


9.3.1 Removing and installing reversing cam- 
era - R189- - Saloon 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


WO0-11187 


Reversing camera - R189- is installed in rear lid in handle and is 
permanently fitted in handle. 


When renewing the reversing camera - R189- the handle must 
also be renewed. 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Removing 


The reversing camera - R189- is equipped with a trailing cable. 
The connectors to the vehicle wiring harness are located in the 
rear lid. 


— Remove rear lid trim > General body repairs, interior; Rep. 


gr. 70 ; Luggage compartment trim panels; Removing and 
installing rear lid trim (bottom) . 


— Release and unplug connectors -1-, -2- and -3- in rear lid. SS 
Reversing camera - R189- is permanently fitted in handle. 1 
— Remove nuts -5-. = aí 


D neg — 


Dependingon.the country version,dt may be necessary to remove aua ie 

the number plate or number plate holder. ma“ S 
x 5 

- Release catches\(left’and right) on handle -4-'and pull it out of 


bracket. in rear lid together with reversing camera,- R189- . 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Close rear lid. 

— Perform calibration > page 242. 

Tightening torques 

@ => “9.2.1 Overview of fitting locations - reversing camera sys- 
tem, Saloon”, page 238 


9.3.2 Removing and installing reversing cam- 
era - R189- - Avant 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


W0O0-11187 


Reversing camera - R189- is installed in rear lid in handle and is 
permanently fitted in handle. 


When renewing the reversing camera - R189- the handle must 
also be renewed. 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Removing 


The reversing camera - R189- is equipped with a trailing cable. 
The connectors to the vehicle wiring harness are located in the 
rear lid. 


— Remove rear lid trim (bottom) > General body repairs, interior; 
Rep. gr. 70 ; Luggage compartment trim panels; Removing 
and installing rear lid trim (bottom) . 


— Release and unplug connectors -1-, -2- and -4- in rear lid. 
Reversing camera - R189- is permanently fitted in handle -3-. 
— Remove nuts -arrows-. 


(å) Note 


Depending on the country version, it may be necessary to remove 
the number plate or number plate holder. 


— Release catches (left and right) on handle -3- and pull it out of 
bracket in rear lid together with reversing camera - R189- . 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Close rear lid. 
— Perform calibration > page 242. 
Tightening torques 


@ > “9.2.2 Overview of fitting locations - reversing camera sys- 
tem, Avant”, page 239 
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9.4 Calibrating reversing camera system 
> “9.4.1 Setting up and aligning calibration unit VAS 6350”, page 
242 


> “9.4.2 Calibrating reversing camera R189 ”, page 244 


9.4.1 Setting up and aligning calibration unit - 
VAS 6350- 


After performing service work on the vehicle it may be necessary 
to re-calibrate the reversing camera system. This is required after: 


@ Removing and installing reversing camera - R189- 


# Renewing reversing camera system control unit - J772- (only 
vehicles with reversing camera system control unit - J772- ) 


@ Performing accident repair work on rear lid 

+ Changes to wheel alignment on rear axle 
Requirements for calibration 

+ Camera lens must be clean. 

Vehicle must be positioned on a firm and even surface. 
There must be sufficient space around the vehicle. 
Parking brake must be activated. 


Steering wheel must be in centre position, wheels must be 
straight. 


+ All doors and the rear lid must be closed. 

@ There must not be anyone inside the vehicle. 
@ Vehicle must not be loaded (unladen weight). 
@ The battery charger must be connected. 

@ Switch on ignition before every calibration. 
Special tools and workshop equipment required 
@ Calibration unit - VAS 6350- 


¢ = Vehicle diagnosticitester 


@ Supplementary kit for Audi R8 - VAS 6350/5- for rims with large 
offset, e.grAudi RS 6 


The calibration-unit + VAS 6350- consists of the following items: 
@ Wheel centre mounting~'VAS°6350/1- 

@ Spacing laser - VAS 6350/2- 

@ Linear laser - VAS 6350/3- 


Overview of calibration equipment - VAS 6350- when set up 
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VAS 6350 


W00-10488 


1 - Wheel centre mounting - 
VAS 6350/1- 


QO With wheel bolt adapter 
and measuring paddle 


QO Use supplementary kit 
for Audi R8 - VAS 
6350/5- for rims with 
large offset 


2 - Wheel centre mounting - 
VAS 6350/1- 


0 With wheel bolt adapter 
and measuring paddle 


Q Use supplementary kit 
for Audi R8 - VAS 
6350/5- for rims with 
large offset 


3 - Locating bracket (right- 
side) 
Q Mounting for spacing la- 
ser - VAS 6350/2- 
4 - Plastic foot 


Q) Three on underside of 
calibration platform 


Q Adjustable, for aligning 
horizontal position of 
calibration platform 


5 - Linear laser - VAS 6350/3- 
Q On calibration platform 


O™ Switching On, and off > 
Owner's Manual 


6 - Spacing laser - VAS 
6350/2- 


Q On calibration platform 
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Q “Operating instructions >° Owner's Manual 


7- Spirit level 
Q «On calibrationsplatform 


Q For checking horizontal position 


8 - Locating bracket (left-side) 


Q Mounting for spacing laser - VAS 6350/2- 


9 - Calibration platform 


ü -Dimension A- = 1.47 m - 1.90 m between locating brackets of calibration platform and wheel centre 


mountings - VAS 6350/1- 


Aligning calibration platform 


- Position calibration platform behind vehicle at a distance of 
1.47 m - 1.90 m from rear wheels, refer to -dimension A- in 


overview > page 242. 


- Move calibration unit - VAS 6350- to a horizontal position. 
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To do so, turn plastic feet beneath calibration platform to make 
air bubble in spirit level move exactly to centre of display 
-arrow-. 


A WARNING 


Make sure no light is reflected on calibration platform. 


Reflected light impairs the view of the reversing camera - 
R189- and therefore it may be impossible to perform calibra- 
tion. 


Switch on linear laser - VAS 6350/3- -1- on calibration platform 
and align entire calibration unit - VAS 6350- so that laser beam 
shines onto centre of Audi rings on rear of vehicle. 


Check whether Audi rings are insCentre on rear of vehicle and 
adjust laser beam accordingly. 


4 
© 


9.4.2 Calibrating reversing camera - R189- 


Ensure requirements are met > page 242 . 
Connect => Vehicle diagnostic tester. 


Fitting wheel centre mountings - VAS 6350/1- 


Check bolt circle of wheels. 


Prepare wheel centre mountings - VAS 6350/1- as required. 
Use spacers. Use supplementary kit for Audi R8 - VAS 6350/5- 
for rims with large offset. 


To do so, secure three wheel bolt adapters to each wheel 
centre mounting - VAS 6350/1- to match the hole circle. 


Position paddles on both wheel centre mountings - VAS 
6350/1- and secure each paddle with clamping bolt. 


Fit wheel centre mountings - VAS 6350/1- onto wheel bolts on 
rear wheels. 
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The wheel centre mountings - VAS 6350/1- are kept in position 
by the O-rings in the adapters. 


[a] Note 


When fitting the wheel centre mountings - VAS 6350/1- onto the 
wheels, make sure that they are not mounted on any ‘anti-theft” 
wheel bolts that might be installed. 


— Use clamping bolts to adjust paddles so that they are free to j 
move just slightly above the ground. Make sure the paddles / 


can move freely. | 
— Set up and align calibration unit - VAS 6350- > page 242 . 
Measuring dimension 
— Switch on spacing laser - VAS 6350/2- . 


The following display will appear. 


The display will show how the spacing laser - VAS 6350/2- should 
be positioned. Press the appropriate key. 

1- Position at front edge 

2- Position at rear edge 


Pa 


9. Reversing camera system 245 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 
Communication - Edition 10.2019 


— Hold spacing laser - VAS 6350/2- -2- on one side of calibration ae! 
platform so that it is flush at bracket (position rear edge against 
bracket). Spacing laser - VAS 6350/2- -2- must make firm 
contact with bracket. 


- Briefly press the measurement button. 
The laser will switch on. 


— Laser beam from spacing laser - VAS 6350/2- -2- must hit 
lower, larger part of paddle -1-. 


If this is not the case, position of paddles must be corrected ac- 
cordingly using clamping bolts on wheel centre mounting - VAS 
6350/1- . 


N94-10684 


— Hold spacing laser - VAS 6350/2- in locating bracket on cali- 
bration unit - VAS 6350- with one hand while laser beam is 
visible on paddle. 


— Now press measurement button briefly to measure distance. 
- Note down the measured value. 


— Perform same measuring procedure for rear wheel on other 
side of calibration unit=VAS"6350- . 


Measured distance value must be identical on both sides. 
If values are not identical: 


— Adjust calibration unit - VAS 6350- until values on both sides 
are identical. 


When adjusting calibration unit - VAS 6350- , make sure that lin- 
ear laser - VAS 6350/3- on calibration unit - VAS 6350- still hits 
centre of Audi rings and spirit level display also remains in the 
centre. Correct if necessary. 


Measuring dimension -H- 
— Measure height of calibration unit - VAS 6350- : dimension 
-H- (top edge of platform - floor). 


Ensure that spacing laser - VAS 6350/2- is correctly adjusted 
(position at front edge). 


AQ1-11140 
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The display will show how the spacing laser - VAS 6350/2- should 
be positioned. Press the appropriate key. 


1- Position at front edge 
2- Position at rear edge 


Now enter measured distance value and height in millimetres in 
=> Vehicle diagnostic tester. 


Performing calibration 

=> Vehicle diagnostic tester must be connected. 
- Select mode and begin diagnosis. 
— Select tab. 


— Choose and select following options one 
after the other: 


Body 


Electrical system 


01 - Self-diagnosis compatible systems 
6C - Reversing camera system/J772 


© >è >è © o 


6C - Reversing camera system control unit, functions 
@ 6C - Calibration (Rep. gr. 91) 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing calibration procedure. 


A WARNING 


Make sure no light is reflected on calibration platform. 


Reflected light impairs the view of the reversing camera - 
R189- and therefore it may be impossible to perform calibra- 
tion. 


9.5 Removing and installing reversing cam- 
era system control unit - J772- 

=> “9.5.1 Removing and installing reversing camera system con- 

trol unit J772 - up to model year 2016”, page 247 

=> “9.5.2 Removing and installing reversing camera system con- 

trol unit J772 - from model year 2017 onwards”, page 249 

9.5.1 Removing and installing reversing cam- 
era system control unit - J772- - up to 
model year 2016 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


b 


W00-11187 


The reversing camera system controrunit = J772- -1- is located 
behind the luggage.compartment.trim (right-side), 


(ê) Note 


If renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


AQ1-11677 


— Remove luggage compartment side trim (right-side) > Gen- 
eral body repairs, interior; Rep. gr. 70 ; Luggage compartment 
trim panels; Removing and installing luggage compartment 
side trim . 


The bracket must be removed prior to removing the reversing 
camera system control unit - J772- . The bracket is secured with 
bolts to the relay and fuse carrier F in the luggage compartment 
(right-side). Start by removing relay and fuse carrier F in luggage 
compartment araue > Electrical system; Rep. gr. 97 ; Relay 
carriers, fuse carriers, electronics boxes; Overview of fitting loca- 
tions - relay carriers, fuse carriers, electronics boxes . 


Removing bracket 
— Release and unplug all connectors on control units. 


— Unscrew nuts -arrows- and remove bracket -1- together with 
control units from luggage compartment recess. 


ee yaa 
A91-11736 
ie a EEEIEE arna | 
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The reversing camera system control unit - J772- -1- is only clip- 
ped into the bracket -2-. 


— Release and unplug connectors at reversing camera system 
control unit - J772- -1-. 


— Push down catch and pull reversing camera system control 
unit - J772- -1- out of bracket -2-. 


Installing 
— Installation is carried out in reverse sequence; note the fol- 
lowing: 
— Perform calibration > page 242 . _ i 
Tightening torques 


@ > “9.2.1 Overview of fitting locations - reversing camera sys- 
tem, Saloon”, page 238 


@ >/9.2.2 Overview of fitting locations - reversing camera sys- 
tem, Avant’, page 239 


9.5.2 Removing and installing reversing cam- 
era’system control unit -'J772- - from 
model year’2017 onwards 


Reversing camera system control unit - J772- is integrated in re- 
versing camera - R189- and cannot be renewed separately. 


(å) Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit > Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove reversing camera - R189- > page 239 . 
Installing 

— Install reversing camera - R189- > page 239 . 

— Perform calibration > page 242. 
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10 Multi-function steering wheel 


> “10.1 Layout - multi-function steering wheel”, page 250 


> “10.2 Exploded view - multi-function steering wheel” 
page 250 


> “10.3 Removing and installing multifunction buttons in steering 
wheel E441 / E440 ”, page 252 


> “10.4 Removing and installing tiptronic switches in steering 
wheel E439 / E438 ”, page 258 


10.1 Layout - multi-function steering wheel 


Buttons are integrated in the steering wheel in order to make the 
infotainment, telephone and navigation systems easier to use. On 
vehicles with tiptronic, rocker switches are also fitted on the right 
and left side of the steering wheel. 


The multi-function steering wheel control unit - J453- (in the right- 
side button) reads out the button information and transfers it to 
the steering column electronics control unit - J527- via the LIN 
data bus. From the steering column electronics control unit - 
J527- the information is transferred to the individual components 
via the CAN bus (convenience) and the data bus diagnostic in- 
terface - J533- . 


Fault finding is performed via the “Guided Fault Finding” function 
using > Vehicle diagnostic tester. 


10.2 Exploded view - multi-function steering 
wheel 


> “10.2.1 Exploded view - multi-function steering wheel, 4-spoke 
steering wheel”, page 250 


> “10.2.2 Exploded view - multi-function steering wheel, 3-spoke 
steering wheel”, page 252 


10.2.1 Exploded view - multi-function steering wheel, 4-spoke steering wheel 
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1 - Tiptronic switch in steering 
wheel to shift down - E439- 


QO Removing and installing 
=> page 258 


2 - 4-spoke steering wheel 
3 - Tiptronic switch in steering 
wheel to shift up - E438- 


Q deaeh" and installing 
> page 258 


4 - Bolt 

Q 1Nm 
5 - Multifunction buttons on 
right in steering wheel - E441- 


Q Removing and installing 
> page 252 


6 - Trim panel 
7 - Multifunction buttons on left 
in steering wheel - E440- 


ü Removing and installing 
> page 252 


8 - Bolt 
QO 1Nm 


&91-11670 
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10.2.2 Exploded view ý multi-function steering wheel, 3-spoke steering wheel 


1 - Tiptronic switch in steering 
wheel to shift down - E439- 


Q Removing-and installing 
> page 258 
2 - 3-spoke steering wheel 
3 - Tiptronic switch in steering 
wheel to shift up - E438- 
Q Removing and installing 
> page 258 
4 - Bolt 
Q 1Nm 
5 - Trim panel 
6 - Multifunction buttons on 
right in steering wheel - E441- 
QO Removing and installing 
=> page 255 


7 - Multifunction buttons on left 
in steering wheel - E440- 


Q Removing and installing 


=> page 255 
10.3 Removing and installing multifunction 
buttons in steering wheel -E441- / - 
E440- 


> “10.3.1 Removing and installing multifunction buttons - 4-spoke 
steering wheel”, page 252 


> “10.3.2 Removing and installing multifunction buttons - 3-spoke 
steering wheel”, page 255 


10.3.1 | Removing and installing multifunction 
buttons - 4-spoke steering wheel 


Special tools and workshop equipment required 
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+ Removal wedge - 3409- 


wWo00-11118 


@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z 


WO0-11187 


The multifunction.buttons,-2- are bolted to.the,trim panel)-1-. The 
trim panel -1- is secured on the steering wheel together with the 
multifunction buttons -2-. Each multifunction button -2- has an 
extra retainer -3-. 


When removing, ensure that you loosen trim panel -1- by hand 
first (approx. 5 mm). Then disengage retainers -3- for multifunc- 
tion buttons -2- using removal wedge - 3409- and, finally, pull off 
trim panel -1- together with multifunction buttons -2-. 


Retainers for trim panel 
1- Trim panel 


Arrows - retainers 


A91-11673 
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Retainer for multifunction buttons 
1- Multifunction button 
2- Retainer 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 

Removing 

— Remove airbag (driver side):> ‘General body-repairs; interior; 


Rep. gr. 69 ; Airbag (driver side); Removing and installing air- 
bag unit with igniters . 


- Take connecting wires out of their guides in steering wheel. 


— Slightly loosen trim panel -2- together with multifunction but- 
tons -arrows- by hand and pull it out of steering wheel -1- (by 
approx. 5 mm). 


- a2 
g ) 


` 
v4 
2 


— Disengage multifunction buttons -2- in area of retainers -3- 
using removal wedge - 3409- . Apply removal wedge - 3409- 
as shown in illustration. 


4 | A91-11672 


- Atthe same time, pay attention to connectors leading to tip- 
tronic switches -2-. 


- Release and unplug connector -2- at multifunction buttons. 


- Detach trim panel together with multifunction buttons from 
steering wheel. 


The multifunction buttons are bolted to the trim panel. 
— Release and unplug connector on multifunction button. 


AQ1-11666 
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— Remove bolts -3- and press multifunction button -2- out of trim 
panel -1-. 


The additional wiring on the multifunction button (right-side) re- 
mains attached to the multifunction button. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Position trim panel on steering wheel with multifunction but- 
tons fitted. 


— Ensure connecting wiring -2- for tiptronic switches is routed as 
shown in illustration. 


— Route remaining connecting wiring, including connectors, 
through guides in steering wheel. 


AQ1-11666 


— Push trim panel -2- together with multifunction buttons onto 
steering wheel,-1- until they engage properly. 


- Finally, check again that wiring in steering wheel is correctly 
routed. 


Tightening torques 


@ = “10.2.1 Exploded view - multi-function steering wheel, 4- 
spoke steering wheel”: page !250 


AS1-11674 


10.3.2 | Removing and installing multifunction 
buttons - 3-spoke steering wheel 


Special tools and workshop equipment required 
+ Removal wedge - 3409- 


Wo00-11118 
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The multifunction buttons -2- are clipped into the trim panel -1-. 
The trim panel -1- is secured on the steering wheel together with 
the multifunction buttons -2-. Each multifunction button -2- has an 
extra retainer -3-. 


When removing, ensure that you loosen trim panel -1- by hand 
first (approx. 5 mm). Then disengage retainers -3- for multifunc- 
tion buttons -2- using removal wedge - 3409- and, finally, pull off 
trim panel -1- together with multifunction buttons -2-. 


Retainers for trim panel 
1- Trim panel 


Arrows - retainers 


Retainer for multifunction buttons 
1- Multifunction button 
2- Retainer 


— Switch off ignition and all electrical equipment, and remove 
ignition key: 


Removing 


— Removerairbag (driver side) > General body repairs, interior; 
Rep. gr. 69 ; Airbag (driver side); Removing and installing air- 
bag unit with igniters . 


— Take connecting wires out of their guides in steering wheel. 
Wi ‘Slightly loosen trim panel =2- together with multifunction but- 


tons -arrows- by hand and pull it out of steering wheel -1- (by 
approx. 5 mm). 
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Disengage multifunction buttons -2- in area of retainers -3- 
using removal wedge - 3409- . Apply removal wedge - 3409- 
as shown in illustration. 


At the same time, pay attention to connectors leading to tip- 
tronic switches -2-. 


Release and unplug connector -2- at multifunction buttons. 


Detach trim panel together with multifunction buttons from 
steering wheel. 


The multifunction,buttons are.clipped into the trim panel. 


Release.and unplug connector -3-.at multifunction button, -1-. 


Release. clips.-arrows- and-press multifunction, button.-1- out 
of trim panel -2-. 


The additional wiring on the multifunction button (right-side) re- 
mains attached to the multifunction button. 


Installing 


Installation is carried out in reverse sequence; note the fol- 
lowing: 


Position trim panel on steering wheel with multifunction but- 
tons fitted. 

Ensure connecting wiring -2- for tiptronic switches is routed as 
shown in illustration. 


Route remaining connecting wiring, including connectors, 
through guides in steering wheel. 


Communication - Edition 10.2019 


AQ1-11666 
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— Push trim panel -2- together with multifunction buttons onto 
steering wheel -1- until they engage properly. 


— Finally, check again that wiring in steering wheel is correctly 
routed. 


Tightening torques 


@ = “10.2.2 Exploded view - multi-function steering wheel, 3- 
spoke steering wheel”, page 252 


10.4 Removing and installing tiptronic 
switches in steering wheel -E439- / - 
E438- 

Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


wWO0-11187 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Removing 


— Remove trim panel with multifunction buttons: 4-spoke steer- 
ing wheel > page 252 , 3-spoke steering wheel > page 255 . 


— Remove bolt -2- on steering wheel -1- and detach tiptronic 
switch -3- with connecting wire towards rear. 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 
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— Note position of connecting wire -2- to multifunction button. 
Tightening torques 


@ => “10.2.1 Exploded view - multi-function steering wheel, 4- 
spoke steering wheel”, page 250 


@ = “10.2.2 Exploded view - multi-function steering wheel, 3- 
spoke steering wheel”, page 252 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


with respect to the correctness of information in this document. Copyright by AUDI AG. 
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11 Speech dialogue system 
> “11.1 Layout - speech dialogue system” e 260 


> “11.2 Removing and installingas dialogue system” 
page 261 


11.1 Layout -speech dialogue system 


The speech dialogue system ‘enables voice operation of the tel- 
ephone, infotainment and, navigation systems. 


Functions can be conveniently operated by simple voice com- 
mands. The system is activated via the button on the multi- 
function steering wheel. 


The speech dialogue system is integrated in the control unit 1 for 
information electronics - J794- . 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


1 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- 


QO In dash panel (centre) 


2 - Multimedia system operat- 
ing unit - E380- 


ū In centre console 


3 - Control unit 1 for informa- 
tion electronics - J794- 


QO) In dash panel 


Q Pin assignment => Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


Q Removing and installing 
=> page 18 


4 - Data bus diagnostic inter- 
face - J533- 


Q Under rear seat bench 


Q Refer to > Electrical 
system; Rep. gr. 97; 
Control units; Exploded 
view - data bus diagnos- 
tic interface 


5 - Steering column electronics 
control unit - J527- 


Q On steering column at 
steering column switch 


Q Refer to > Electrical 
system; Rep. gr. 94; 
Steering column switch 
module; Exploded view 


- steering column switch 491-11 253 
module 


6 - Multi-function steering wheel 
QO Removing and installing buttons > page 252 


7 - Digital sound package control unit - J525- 
Q Behind luggage compartment trim (left-side) 
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8 - Radio - R- 
QO) .Behindduggage.compartment trim (left-side) 


9 - TV tuner + R78- 
Uà Behind luggage compartment trim (left-side) 


10 - DVD changer - R161- 
QO In glove box 


11 - Microphone unit in front.roof module - R164- 
QO Overview > page 170 


11.2 Removing and installing speech dia- 
logue system 


The speech dialogue system is part of the control unit 1 for infor- 
mation electronics - J794- in the dash panel. It cannot be renewed 
separately. 


In the event of a defect, the control unit 1 for information elec- 
tronics - J794- must be renewed. 


(å) Note 


/f renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit = Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove control unit 1 for information electronics - J794- 
=> page 18. 


Installing 


— Install control unit 1 for information electronics - J794- 
> page 18. 


Perform following functional check: 
— Switch on radio - R-. 


— Briefly press the button on the multi-function steering 
wheel. 


A “BEEP” tone should sound; this indicates that speech dialogue 
system is activated. 


— Say the command “HELP”. 


Since the radio - R- is activated, the speech dialogue system 
should respond with “Commands for the radio are ...”. 


Depending on equipment version, you can to switch to other func- 
tions: 


— Ifthe vehicle is equipped with a telephone, say “TELE- 
PHONE”. 


The speech dialogue system switches to the telephone mode. 
— Press button for approx. 1 second. 


The speech dialogue system responds with “Cancel” and is de- 
activated. 


11. Speech dialogue system 
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12 Connection for external multimedia 
devices 


> “12.1 Layout - connection for external multimedia devices” 
page 262 


=> “12.2 Connectors on connection for external multimedia devi- 
ces”, page 264 


> “12.3 Removing and installing connection for external audio 
sources R199 ”, page 269 


12.1 Layout - connection for external multi- 
media devices 


The connection for external audio sources - R199- is available in 
several versions: 


@ AMI (Audi music interface), UF7 
@ AMI (Audi music interface) - USB charging - AUX IN, UE4 


@ AMI (Audi music interface) - 2x USB connection, AUX-IN/ASI, 
Ul2 


@ AMI (Audi music interface), rear 


ASI - Audi smartphone interface 


The connection for external audio sources - R199- is part of the 
control unit 1 for information electronics - J794- . 


Fitting location of AMI - connection for external audio sources - 
R199- , front, UF7 


The interface -2- ( 30-pin connector - T30b- ) is located beneath 
the front centre armrest or in the storage compartment. 


Various devices can be connected. 


Fitting location of AMI - connection for external audio sources - 
R199- , front, USB charging, AUX-IN, UE4 


The interface -1- is located beneath the front centre,armrest. 
The USB socket is used for charging USB devices. 


Various devices can be connected to the AUX-IN socket. Appro- 
priate adapter cables are required = Owner's Manual . 


= 
—— 


A91-12333 
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Fitting location of AMI - connection for external audio sources - 
R199- , front, 2x USB, AUX-IN, ASI, UI2 


The interface -1- is located beneath the front centre armrest. 


The USB sockets are fully wired. Various devices can be con- 
nected. 


+ iPod 

+ MP3 player 

@ USB sticks 

+ Smartphones 
@ Tablet PCs 


Fitting location of AMI - connection 2 for external audio sources - 
R321- , rear 


The connection 2 for external audio sources - R321- -1- is located 
in the rear centre armrest storage box. 


The connection 2 for external audio sources - R321- is part of the 
control unit 2 for information electronics - J829- . 


Various devices can be connected. 
Appropriate adapter cables are required > Owner's Manual . 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 
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12.2 Connectors on connection for external 
multimedia devices 

> “12.2.1 Pin assignment for connection for external audio sour- 

ces R199 , UF7”, page 264 


> “12.2.2 Pin assignment for connection for external audio sour- 
ces R199 , USB charging, AUX-IN, UE4”, page 265 


> “12.2.3 Pin assignment for connection for external audio sour- 
ces R199 , 2x USB. AUX-IN, ASI, UI2”, page 265 

> “12.2.4 Pin assignment for connection 2 for external audio 
sources R231 ”, page 267 


> “12.2.5 Pin assignment fomeonnection for external audio sour- 
ces R199 , AMI, Japan” e 267 


12.2.1 Pin assignment for connection for exter- 
nal audio sources - R199- , UF7 


(å Note 30 


Contacts which äre-ñot listed arë not used. 


30-pin connector - T30b- 


= 


All pins are connected to the control unit 1 for information elec- 
tronics - J794- . 


1 - NF in, left-side (low frequency) z9 


2 - NF in, right-side (low frequency) 


3 - Low frequency earth 


4 - NF in, screen earth (low frequency) 
13 - iPod data 

14 - iPod data 

16 - iPod detected 
17 - D (+) 

18 - D (-) 

21 - Detect 

22 - Earth 

24 - FBAS wire (-) 
25 - USB, earth 
27 - FBAS wire (+) 
28 - USB, +5 V 
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12.2.2 Pin assignment for connection for exter- 
nal audio sources - R199- , USB charg- 
ing, AUX-IN, UE4 


[a] Note 


Contacts which are not listed are not used. 


Connection for external audio sources - R199- 
1-  6-pin connector - T6cf- 


1 - 6-pin connector - T6cf- 

1- Terminal 30 

2- Terminal 31 

3- USB, +5V 

4- NEF in, right-side (low frequency) 
5- Low frequency earth 

6- NF in, left-side (low frequency) 


A91-12340 


12.2.3 Pin assignment for connection for exter- 
nal audio sources - R199- , 2x USB, 
AUX-IN, ASI, UI2 


(å) Note 


Contacts which are not listed are not used. 


Connection for external audio sources - R199- miie 


1- 6-pin connector - T6cf- = ( S3} 
2- 5-pin connector - T5bp- Aa iz 
SA 
2 


A91-12337 
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1 - 6-pin connector - T6cf- 

1- Terminal 30 

2- Terminal 31 

3- USB, +5V 

4- NF in, right-side (low frequency) 
5- Low frequency earth 

6- NF in, left-side (low frequency) 


2 - 5-pin connector - T5bp- 


All pins are connected to the control unit 1 for information elec- 
tronics - J794- . 


1- USB 2D (+) if 
2- USB1D(-) Mael 
3- USB2D(-) z 


4- USB1D (+) 
5- Screen earth 


3 


A91-12091 
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12.2.4 Pin assignment for connection 2 for ex- 
ternal audio sources - R231- 


[a] Note 


Contacts which are not listed are not used. 


30-pin connector - T30c- 


All pins are connected to the control unit 2 for information elec- 
tronics - J829- . 


1 - NF in, left-side (low frequency) 


2 - NF in, right-side (low frequency) 


3 - Low frequency earth 


4 - NF in, screen earth (low frequency) 
9 - iPod, ACC power 
13 - iPod data 

14 - iPod data 

16 - iPod detected 
17 - D (+) 

18 - D (-) 

21 - Detect 

22 - Earth 

24 - FBAS wire (-) 
25 - USB, earth 

27 - FBAS wire (+) 
28 - USB, +5 V 


12.2.5 Pin'assignment for connection for exter- 
nal audio sources -R199-') AMI, Japan 


(å) Note 


Contacts which are not listed are not used. 


Connection for external audio sources - R199- 
1-  6-pin connector - T6cf- 
2-  5-pin connector - T5bp- 
3-  5-pin connector - T5bl- 


A91-12339 
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1 - 6-pin connector - T6cf- 

1- Terminal 30 

2- Terminal 31 

3- USB, +5V 

4- NF in, right-side (low frequency) 
5- Low frequency earth 

6- NF in, left-side (low frequency) 


2 - 5-pin connector - T5bp- 


All pins are connected to the control unit 1 for information elec- 
tronics - J794- . 


1- USB2D(+) 
2- USB1D(-) 
3- USB2D(-) 


4- USB 1D (+) 
5- Screen earth 


3 - 5-pin connector - T5bl- 


All pins are connected to the control unit 1 for information elec- 
tronics - J794- . 


1- USB, earth 
2- USBD(-) 

3- USB ENABLE 
4- USBD (+) 


5- Screen earth 


A91-12091 
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12.3 Removing and installing connection for 
external.audio sources - R199- 


> “12.3.1 Removing and installing connection for external audio 
sources! R199,,,UFZ”, page 269 


12:32 Removing and: installing connection for-external audio 
sources R199 , USB, AUX-IN, UE4/UI2”, page 270 


> “12.3.3 Removing and installing connection 2 for external audio 
sources R321 ”, page 270 


12.3.1 Removing and installing connection for 
external audio sources - R199- , UF7 


Connection for external audio sources - R199- -2- is located in 
centre console storage box. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


AQ1-11694 


Connection for external audio sources - R199- -1- is clipped to- 
gether with bracket -2- into rear of storage box in centre console 


— Remove centre console storage box > General body repairs, 
interior; Rep. gr. 68 ; Centre console; Removing and installing 
centre console storage box (front) . 


— Unclip connection for external audio sources - R199- -1- to- 
gether with bracket -2- from storage box -1-. 


— Open bracket -2- on underside. 


- Unclip connection for external audio sources - R199- -1- from 
bracket -2-. 


Installing 


— Install in reverse sequence of removal. 
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12.3.2 | Removing and installing connection for 
external audio sources - R199- , USB, 
AUX-IN, UE4/UI2 


Connection for external audio sources - R199- -1- is located in 
centre console storage box. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 

Connection for external audio sources - R199- is clipped into cen- 

tre console storage box. 


— Remove centre console storage box > General body repairs, 
interior; Rep. gr. 68 ; Centre console; Removing and installing 
centre console storage, Doxe(front)rn. gs, 


A91-12332 


( 000 ) 
- Press tabs -arrows- on éonnećtion for external audio sources 
- R199- -1- and pull connection for external audio sources - 
R199- out of storage box. 


Installing 
— Install in reverse’ sequence of removal. 


S 


A91-12342 


12.3.3 Removing and installing connection 2 
for external audio sources - R321- 


The connection 2 for external audio sources - R321- -1- is located 
in the rear centre armrest storage box. 


The connection 2 for external audio sources - R321- is connected 
directly to the control unit 2 for information electronics - J829- . 


The following external audio sources can be connected to con- 
nection 2 for external audio sources - R321- : 


+ iPod 

@ MP3 player 

+ USB stick 

Appropriate adapter cables are required > Owner's Manual . 


AQ1-12054 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


- Switch off ignition and all electrical equipment, and remove 
ignition key. 


Removing 
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Connection 2 for external audio sources - R321- -2- is clipped into 
rear of storage box in rear centre armrest -1-. 


— Remove centre armrest (rear) > General body repairs, inte- 
rior; Rep. gr. 72 ; Rear seats; Removing and installing centre 
armrest . 


-m a 
——— M L 


— Detach connection 2 for external audio sources - R321- -2- 
from centre console -1-. 


Installing 


— Install in reverse sequence of removal. 


—= -n 


ee ba — 
-N A91-12053 || 
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13 Rear Seat Entertainment system 
(RSE) 

> “13.1 Overview - Rear Seat Entertainment system” 

page 272 


> “13.2 Overview of fitting locations - Rear Seat Entertainment 
system”, page 272 


13.1 Overview - Rear Seat Entertainment 
system 


The Rear Seat Entertainment system (QWP) consists of: 


¢ Control unit 2 for information electronics - J829- , DVD player 
- R7- , SD card reader between rear seats in back panel 


¢@ Display units on backrests of front seats ( multimedia system 
display unit 1 - Y22- , rear left/ multimedia system display unit 2 
- Y23- , rear right) 


+è Multimedia system operating unit 2 - E499- in rear centre con- 
sole 


+ Headphone connections in rear centre console 


+ Connection 2 for external audio sources - R231- in rear centre 
console 


Repairing fibre optic cables > Electrical system; Rep. gr. 97 ; 
Fibre optic cables . 


13.2 Overview of fitting locations - Rear Seat Entertainment system 
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Q Pin assignment, remote 


Protec teg Control z-page 36. | 


Q Removing and installing 
permitti dyag SDA ris i ng 


112 Control? unit 2 fór informa- 
tion electronics - J829- 
Q Pin assignment 
> page 31 
Q Removing and installing 
> page 20 


3 - Radio release tool - 
T100 


4 - Connection 2 for external 
audio sources - R231- 
üQ Pin assignment 
=> page 267 
OQ) Removing and installing 
=> page 270 
5 - Multimedia system display 
unit 1 - Y22- / multimedia sys- 
tem display unit 2 - Y23- 
Q) Pin assignment 
=> page 26 
OQ Removing and installing 
=> page 16 


- Bolt for display 


QO 2x % 
OQ 4Nm <= LS 
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14 Night vision system 


> “14.1 Overview of fitting locations - night vision system” 
page 274 


> “14.2 Removing and installing camera for night vision system” 
page 277 


> “14.3 Removing and installing control unit for night vision sys- 
tem”, page 279 


14.1 Overview of fitting locations - night vi- 
sion system 


=> “14.1.1 Layout - night vision system”, page 274 
=> “14.1.2 Overview of fitting locations - night vision system”, page 
275 


=> “14.1.3 Exploded view - camera for night vision system R212”, 
page 277 


14.1.1 Layout - night vision system 


The night vision system assists the driver when driving in the dark. 
The night vision screen in the instrument cluster displays a ther- 
mal image of the area in front of the vehicle. The range of 
approximately 300 m is far greater than that covered by the dip- 
ped beam or main beam headlights. Due to the detection of their 
body temperature, people and animals are visible on the screen 
in complete darkness. The system detects pedestrians at a dis- 
tance of 13 m to 90 m in front of the vehicle and highlights them 
in yellow brackets. In addition, the system calculates a warning 
area using the current speed and yaw rate. If a pedestrian is within 
or moving towards the warning area, the system warns the driver 
of a possible collision with the pedestrian. The colour of the brack- 
ets highlighting the pedestrian will change to red, and you will hear 
an acoustic warning signal. 


The night vision system consists of the camera for night vision 
system - R212- and the control unit for night vision system - 
J853- . The button for night vision system - E680- is integrated in 
the light switch - E1- . The camera for night vision system - R212- 
is located on the radiator grille in the outer Audi ring on the left 
side of the vehicle. The control unit for night vision system - J853- 
is located in the front footwell on the left side of the vehicle. The 
camera for night vision system - R212- is a subsystem of the con- 
trol unit for night vision system - J853- and can be checked via 
the control unit for night vision system - J853- (diagnostic capa- 
bili ). In the event of a fault, the camera for night vision system - 
R212- and control unit for night vision system - J853- can be 
renewed individually. A repair kit containing a protective window, 
seal, quick-release fastener, two cotton buds for cleaning the 
sealing area and instructions is available for the camera for night 
vision system - R212- (for cases where the protective window is 
damaged or scratched due to chippings or sand particles etc.). 


However, if the protective window is no longer watertight due to 
the damage, the camera for night vision system - R212- must be 
renewed completely > page 277 . 
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The protective window of the camera for night vision system - 
R212- is cleaned by a washer jet. The washer jet is connected to 
the headlight washer system. 


The camera for night vision system - R212- must be calibrated for 
the night vision system to function correctly. 


Recalibration is necessary if: 


@ The entry “no or incorrect basic setting/adaption” is actively 
stored in the event memory 


+ The camera for night vision system - R212- has been removed 
or renewed 


+ The bumper or radiator grille has been removed or renewed 
+ Adjustments have been made to the rear axle 
@ Modifications have been made to the running gear 


Recalibration isnot required following modifications affecting the 
control unit for night vision’ system - J853- (renewal, software up- 
date). 


[a] Note 


Before the night vision-‘system is calibrated, theeventmemory 
must be interrogated and any faults must be eliminated. Calibra- 
tion may only be performed using a wheel alignment unit ap- 
proved by VW/Audi. Only the setting device - VAS 6430- and 
setting device, basic set - VAS 6430/1- with the enhanced night 
vision calibration unit - VAS 6430/6- may be used to calibrate the 
night vision system. 
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14.1.2 Overview of fitting locations - night vision system 
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1 - Light switch - E1- with but- 

ton for night vision system - 

E680- 

Q Removing and installing 

> Electrical system; 
Rep. gr. 96 ; Controls; 
Overview of fitting loca- 
tions - controls in dash 
panel . 


2 - Control unit for night vision 
system - J853- 


Q Fitting location: in front 
left footwell 


Q Removing and installing 
> page 279 


3 - Camera for night vision sys- 
tem - R212- 


Q Somovog and installing 
> page 2/7 


ū Calibration > Running 
gear, front-wheel drive 


and four-wheeldrive 
Rep. gr. 44; 4 
sion system; Calibrating 
night vision system 


Protected by 
permitted u 


with respec 
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14.1.3 Exploded view - camera for night vision system - R212- 


1-Trim 
2 - Lid 
OQ With quick-release fas- 
tener 
3 - Protective window 


QO Removing and installing 
=> page 279 


(i) Note 


/f protective window is ng longer wa- 
tertight due to damage fpa 
night vision system - R@¥2- must be 
renewed completely. 
4 - Seal 
QO) Always renew after re- 
moving 
5 - Camera for night vision'sys- 
tem - R212- 
6 - Bolt 
Q 4x 
Q 6Nm 
7 - Bolt 
Q 3x 
QO 5Nm 


8 - Retaining plate 
9 - Retaining plate 
Q With adjuster screw and 


mounting for washer jet = 
9 J T | 4494-10252 


10 - Electrical connector 


14.2 Removing and installing camera for 
night vision system 
Special tools and workshop equipment required 
@ Torque wrench - V.A.G 1783- 
V.A.G 1783 
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+ Hose clamps up to 25 mm - 3094- 


Removing 

— Switch off ignition and all electrical equipment, and remove 
ignition key. 

RS 6 vehicles: 


— Remove front bumper cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing bumper 
cover . 


All vehicles except RS 6: 


— Remove lock carrier cover (front) > General body repairs, ex- 
terior; Rep. gr. 50 ; Lock carrier; Exploded view - lock carrier . 


All vehicles: 
— Release retaining clip -arrow- and pull off washer fluid hose 


— |f necessary, clamp off washer fluid hose at an appropriate 
point using hose clamps up to 25 mm - 3094- . 


- Remove bolts -arrows-. 


- Detach camera for night vision system - R212- together with 
retaining plate from bumper cover and guide it out upwards. 
Make sure washer jet is not damaged. 


- Unplug connector on camera for night vision system - R212- . 
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— Unscrew bolts -arrows- and detach camera for night vision 
system - R212- from retaining plate. 


Removing protective window 


* Camera for night vision system - R212- removed 


[a] Note 


If the protective window is no longer watertight due to damage, 
the camera for night vision system - R212- must be renewed 


completely > page 277. 
— Detach trim = Item 1 (page 277) . 


— Push together retaining lugs -arrow- and turn cover approx. 
90° anti-clockwise. 


— Remove cover, protective window and seal from camera for 
night vision system - R212- . 


[a] Note 


Always renew seal if it has been removed. 


Installing 


A44-10231 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


@ = “14.1.3 Exploded view - camera for night vision system R212 
”, page 277 
— Calibrate camera for night vision system > Running gear, 


front-wheel drive and four-wheel drive; Rep. gr. 44 ; Night vi- 
sion system; Calibrating night vision system . 


14.3 Removing and installing control unit for 
night vision system 


The control unit for night vision system - J853- is located in the 
front left footwell. 


[a] Note 


lf renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate Control.unit > Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Unbolt front seat (left-side) and move back with wiring con- 
nected 5° General'body repairs; interior; Rep. gr." 72°; Front 
seats; Exploded, view - front seat., 
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— Remove floor mat. 


— Remove sill panel trim = General body repairs, interior; Rep. 
gr. 70 ; Passenger compartment trim panels; Exploded view 
- sill panel trim . 


— Remove foot rest > General body repairs, interior; Rep. gr. 
70 ; Passenger compartment trim panels; Exploded view - foot 
rest and floor covering . 


— Unhook floor covering and press to one side. 
— Release clips in direction of -arrows-. 
— Open cover -1-. 


— Press retaining lug in direction of -arrow- and take control unit 
for night vision system - J853- -3- out of electronics box. 


— Release and unplug connectors -1- and -2- from control unit 
for night vision system - J853- -3-. 


* First release connector -2-, then connector -1- 
Installing 
— Install in reverse sequence ofiremoval. 
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15 Overhead view camera 


> “15.1 Layout - overhead view camera system”, page 281 


=> “15.2 Overview of fitting locations - overhead view camera”, 
page 283 


> “15.3 Removing and installing control unit for overhead view 
camera J928 ”, page 283 


> “15.4 Removing and installing rear overhead view camera R246 
” Page 284 


> “15.5 Removing and installing front overhead view camera 
R243 ”, page 287 


> “15.6 Calibrating overhead view camera system”, page 288 
15.1 Layout - overhead view camera system 


The overhead view camera system (KA6) consists of four cam- 
eras. They are located in the radiator grille, in both exterior mirrors 
and in the rear lid. The system helps the driver when parking, 
manoeuvring or when driving in tight spaces (such as driveways). 
Camera images are displayed on display unit for front information 
display and operating unit control unit - J685- (display). 


Camera views available to be selected: 


+ Bird's eye view: The images from all four cameras ( front over- 
head view camera - R243- / left overhead view camera - 
R244- / right overhead view camera - R245- / rear overhead 
hb camera - R246- ) give a panorama view of the whole ve- 

icle. 


+ Front camera: The image from the camera in the front bumper 
cover ( front overhead view camera - R243- ) shows the area 
in front of the vehicle(up:tortheleft and right edges of the 
bumper). 


@ Side cameras: The images fromthe cameras in the left and 
right exterior mirrors (leftoverhead'view camera - R244- / right 
overhead view camera - R245- ) show the area close to the 
sides of the vehicle. 


+ Rear camera: The image from the reversing camera in the rear 
lid ( rear overhead view camera - R246- )’ shows the area be- 
hind the vehicle, 


Components of overhead view camera system: 
Front overhead view camera - R243- 

Left overhead view camera - R244- 

Right overhead view camera - R245- 

Rear overhead view camera - R246- 


Control unit for overhead view camera - J928- 


+ A >è A a o 


Control unit 1 for information electronics - J794- 
As an option, other control units may also be installed. 


Do not fit an additional number plate on vehicles equipped with 
overhead view camera system as this will impair the function of 
the system. 


Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 
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1 - Display unit for front infor- 
mation display and operating 
unit control unit - J685- in dash 
panel (centre) 


2 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


3 - Multimedia system operat- 
ing unit - E380- in centre con- 
sole 


4 - MOST bus 


5 - Right overhead view cam- 
era - R245- in exterior mirror 
(right-side) 


6 - Data bus diagnostic inter- 
face - J533- beneath rear seat 
bench 


7 - CAN bus, dash panel insert 


8 - Rear overhead view cam- 
era - R246- in rear lid 


9 - Control unit for overhead 
view camera - J928- beneath 
front seat (right-side) 


10 - Left overhead view cam- 
era - R244- in exterior mirror 
(left-side) 


11 - FBAS wire from control 
unit for overhead view camera 


12 - Front overhead view cam- 
era - R243- in front bumper | 
cover (centre) 
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15.2 Overview of fitting locations - overhead view camera 


1 - Bolt 
Q 2x 
QO 2Nm 


2 - Right overhead view cam- 
era - R245- , left overhead view 
camera - R244- 


Q Removing and installing 
=> General body repairs, 
exterior; Rep. gr. 66 ; 
Exterior mirrors; Explo- 
ded view - exterior mir- 
ror 


Q Calibration > page 288 
3 - Electronics box 


4 - Control unit for overhead 
view camera - J928- 


üQ Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


Q Removing and installing 
= page 283 


Fir 


instal- 


= page 288 
O1,,,Removing.and instal- 

ling, Avant > page 286 
Q Calibration > page 288 


6 - Nut 
Q 2x 


QO 3Nm 


7 - Bolt 
Q 2x 
QO 3Nm 


8 - Front overhead view camera - R243- 
Q Removing and installing > page 288 
Q Calibration > page 288 


Not illustrated 

¢ Bolts for closure plate of bumper cover: 3 Nm 

15.3 Removing and installing control unit for 
overhead view camera - J928- 


The control unit for overhead view camera - J928- is located be- 
neath the front seat (right-side). 
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(a) Note 


If renewing the control unit, select the “Replace control unit’ func- 
tion. for the appropriate control unit > Vehicle diagnostic tester. 
Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


- Fold floor covering to side = General body repairs, interior; 
Rep. gr. 70 ; Passenger compartment trim panels; Removing 
and installing floor covering . 


— Open cover -1- of electronics box. 


— Release and unplug connectors -arrows- on control unit for 
overhead view camera - J928- -2-. 


~ 2 ae 
The control unit for overhead view camera - J928- -2- is only clip- 


ped into the electronics box. 


— Press catch to side and take control unit for overhead view 
camera - J928- -2- out of electronics box. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Perform calibration > page 288 . 


“y 
A91-11889 


-erreme 


— 2 _— e: 
15.4 Removing and installing rear overhead 


view camera - R246- 


> “15.4.1 Removing and installing rear overhead view camera 
R246 - Saloon”, page 284 


> “15.4.2 Removing and installing rear overhead view camera 
R246 - Avant”, page 286 


15.4.1 Removing and installing rear overhead 
view camera - R246- - Saloon 


Special tools and workshop equipment required 
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@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


Z, 


WO0-11187 


Rear overhead view camera - R246- is installed inside handle of 
rear lid and is permanently fitted in handle. 


When renewing the rear overhead view camera - R246- the han- 
dle must also be renewed. 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Removing 


The rear overhead view camera - R246- is equipped with a trailing 
cable. The connectors to the vehicle wiring harness are located 
in the rear lid. 


— Remove rear lid trim > General body repairs, interior; Rep. 
gr. 70 ; Luggage compartment trim panels; Removing and 
installing rear lid trim (bottom) . 


— Release and unplug connectors -1-, -2- and -3- in rear lid. 


Rear overhead view camera - R246- is permanently fitted in han- 
dle. 


— Remove nuts -5-. 


(å) Note 


Depending on the country version, it may be necessary to remove 
the number plate or number plate holder. 


A91-11776 
el m i 


— Pull handle -4- together with rear overhead view camera - 
R246- out of mounting in rear lid. 


Installing 


- Installation is carried out in reverse sequence; note the fol- 
lowing: 


— Close rear lid. 


If the rear overhead view camera- R246- has been renewed, it 
must be re-adapted before it is calibrated. 


Use = Vehicle diagnostic,tester,to do so. 
— Perform calibration > page 288 . 
Tightening torques 


@ = “5/2 Overview of fitting 'loéations -overhead view camera” 
page; 283 
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15.4.2 Removingandinstallingwear overhead 
view camera - R246- - Avant 

Special tools and workshop equipment required 

@ Torque screwdriver - V.A.G 1624- 


V.A.G 1624 


b 


W00-11187 


Rear overhead view camera - R246- is installed inside handle of 
rear lid and is permanently fitted in handle. 


When renewing the rear overhead view camera - R246- the han- 
dle must also be renewed. 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 
Removing 


The rear overhead view camera - R246- is equipped with a trailing 
cable. The connectors to the vehicle wiring harness are located 
in the rear lid. 


— Remove rear lid trim (bottom) > General body repairs, interior; 
Rep. gr. 70 ; Luggage compartment trim panels; Removing 
and installing rear lid trim (bottom) . 
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— Release and unplug connectors -1-, -2- and -4- in rear lid. 


Rear overhead view camera - R246- is permanently fitted in han- 
dle -3-. 


— Remove nuts -arrows-. 


[a] Note 


Depending on the country version, it may be necessary to remove 
the number plate or number plate holder. 


— Pull handle -3- together with rear overhead view camera - 
R246- outof mounting)in rear lid. 


Installing 


— Installation.is.carried out.in reverse sequence; note the fol- 
lowing: 


— Close rear lid. 


If the rear overhead view camera - R246- has been renewed, it 
must be re-adapted before it is calibrated. 


Use > Vehicle diagnostic tester to do so. 
— Perform calibration > page 288 . 


Tightening torques 

@ = “15.2 Overview of fitting locations - overhead view camera”, 
page 283 

15.5 Removing and installing front overhead 


view camera - R243- 
Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


WO0-11187 


Front overhead view camera - R243- is fitted in bumper cover 
between Audi rings (between camera for night vision system - 
R212- and garage door operation control unit - J530- ). 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


Removing 


— Remove radiator grille from bumper cover > General body 
repairs, exterior; Rep. gr. 66 ; Radiator grille/front trim panel; 
Removing and installing radiator grille . 
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— Remove bolts -2- on front overhead view camera - R243- -3-. 


— Detach front overhead view camera - R243- -3- from bumper 
cover. 


— Release and unplug wiring -1- from front overhead view cam- 
era - R243- -3-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


If the front overhead view camera - R243- has been renewed, it 
must be re-adapted before it is calibrated. 


Use => Vehicle diagnostic tester to do so. 
— Perform calibration > page 287 . 
Tightening torques 


@ ="15.2 Overview of fitting locations - overhead view camera”, 
page 283 


15.6 Calibrating overhead view camera sys- 
tem 


> “15.6.1 Setting up and aligning calibration unit VAS 6350 with 
calibration unit for overhead view camera VAS 6350/6 ” 
page 288 


> “15.6.2 Calibrating front overhead view camera R243”, 
page 292 


> “15.6.3 Calibrating left overhead view camera R244 / right over- 
head view camera R245 ”, page 296 


> “15.6.4 Calibrating rear overhead view camera R246 ”, 

page 300 

15.6.1 Setting up and aligning calibration unit - 
VAS 6350- with calibration unit for over- 
head view camera - VAS 6350/6- 

After performing service work on the vehicle it might be necessary 


to re-calibrate the overhead view camera system. This is required 
after: 


+ Renewal of one or more cameras (only the affected camera 
must be re-calibrated) 


+ Renewal of control unit foroverhead view camera - J928- (all 
cameras must be re-calibrated) 


+ Repair.work has been.performed on components in which a 
camera is installed or which affect the camera installation po- 
sition (only the affected camera must be calibrated). 


+è Wheel alignment 


è Misalignment in overlapping areas of individual camera im- 
ages 


If control unit for overhead view camera - J928- is renewed, all 
cameras must be re-calibrated. 


Requirements for calibration 
+ Camera lenses must be clean. Clean camera lenses. 


@ Check camera images on display unit for front information dis- 
play and operating unit control unit - J685- . If the image is 
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affected by a'damaged camera, renew. this camera. If the im- 
age is not straight, check that this camera is properly secured. 


@ Both exterior mirrors.must.be folded,out. 
@ Vehicle must be positioned on a firm and even surface. 


+ There must be sufficient space around the vehicle (at least 
2m). 


@ On vehicles, with air suspension, “auto”. mode must.be active 
and the running gear must have been set to normal air spring 
level using > Vehicle diagnostic tester. 


@ Parking brake must be activated. 


@ Steering wheel must be in centre position, wheels must be 
straight. 


All doors and the rear lid must be closed. 
There must not be anyone inside the vehicle. 
Vehicle must not be loaded (unladen weight). 
The battery charger must be connected. 


The ignition must be switched on. 


+ A o o A o 


The system must be active and must be being displayed on 
the display unit for front information display and operating unit 
control unit - J685- . 


+ Do not move vehicle during the calibration process. 


If all cameras require calibration, they should be calibrated in the 
following order: 


@ Front overhead view camera - R243- 

@ Rear overhead view camera - R246- 

+ Left overhead view camera - R244- 

@ Right overhead view camera - R245- 
Special tools and workshop equipment required 
@ Calibration unit - VAS 6350- 


Wo00-10488 
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@ Calibration unit for overhead view camera - VAS 6350/6- 


@ Supplementary kit for Audi R8 - VAS 6350/5- for rims with large 
offset, e.g. Audi RS 6 


@ = Vehicle diagnostic tester 

The calibration unit - VAS 6350- consists of the following items: 
+ Calibration field 

+ Wheel centre mounting - VAS 6350/1- 

@ Spacing laser - VAS 6350/2- 

@ Linear laser - VAS 6350/3- 


The calibration. unit for overhead view camera - VAS.6350/6- con- 
sists of the following items: 


+ Support post with board (left-side) - VAS 6350/6-1- 
Support post with board (right-side) - VAS 6350/6-2- 
Post mounting (left-side) - VAS 6350/6-3- 

Post mounting (right-side) - VAS 6350/6-4- 

Guide pin - VAS 6350/6-5- 

@ Mounting for linear laser - VAS 6350/6-6- 


Setting up calibration unit - VAS 6350- with calibration unit for 
overhead view camera - VAS 6350/6- 


Support post with board (left-side) - VAS 6350/6-1- and support 
post with board (right-side) - VAS 6350/6-2- must stand perpen- 
dicular to the ground. 


— Move calibration field of calibration unit - VAS 6350- to a hor- 
izontal position. 


+ 
+ 
+ 
+ 


- To do sọ, turn plastic feet beneath calibration field of calibra- 
tion unit - VAS 6350- to make air bubble in spirit level move 
exactly to centre of display -arrow-. 


A WARNING 


Make sure no light is reflected on calibration unit for overhead 
view camera - VAS 6350/6- . 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 
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— Align the support post with board (left-side) - VAS 6350/6-1- 
-1- and the support post with board (right-side) - VAS 
6350/6-2- -2- with the scale of the calibration unit - VAS 6350- 
to -B- (77.5) on both sides. 


— Align the height of the support post with board (left-side) - VAS 
6350/6-1- -1- and the support post with board (right-side) - 
VAS 6350/6-2- -2-.so that.dimension -A- between the bottom 
edge of the black measurement field (NOT the aluminium 
frame) and the|top surface of the calibration field of the cali- 
bration unit - VAS 6350- is 150 mm. 


The brackets on the outside of the calibration field of the calibra- 
tion unit - VAS 6350- must always be flush with the outer edge of 
the black line on the measurement field when distances are.being 
measured. 


Set up positions of calibration unit - VAS 6350- with calibration 
unit for overhead view camera'~ VAS 6350/6- 


1 - Setup for calibration of front 
overhead view camera - R243- 


2 - Front overhead view cam- 
era - R243- 


Q Calibrating > page 300 


3 - Right overhead view cam- 
era - R245- 


Q Calibrating > page 296 


4 - Setup for calibration of right 
overhead view camera - R245- 


5 - Rear overhead view cam- 
era - R246- 


Q Calibrating > page 300 


6 - Setup for calibration of rear 
overhead view camera - R246- 


7 - Setup for calibration of left 
overhead view camera - R244- 


8 - Left overhead view camera 
- R244- 


Q Calibrating > page 296 
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A WARNING 


Make sure no light is reflected on calibration unit for overhead 
view camera - VAS 6350/6- . 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 


15.6.2 Calibrating front overhead view camera 
- R243- 
Front overhead view camera - R243- is fitted in bumper cover 


between Audi rings (between camera for night vision system - 
R212- and garage door operation control unit - J530- ). 


Special tools and workshop equipment required 


@ Calibration unit - VAS 6350- 
VAS 6350 


¢ Calibration unit for overhead view camera - VAS 6350/6- 


VAS 6350/6 


@ Supplementary kit for AudiR8 -VAS 6350/5-for rims with large 
offset (Audi RS 6) 


@ = Vehicle diagnostic tester 
— Ensure requirements are met > page 288 . 


— Set up and align calibration unit - VAS 6350- with calibration 
unit for overhead view camera - VAS 6350/6- => page 288". 


— Connect = Vehicle diagnostic tester. 
Setting up calibration unit 

Fit wheel centre mounting - VAS 6350/1- : 
— Check bolt circle of wheels. 


— Prepare wheel centre mountings - VAS 6350/1- as required. 
Use spacers. 
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— Use supplementary kit for Audi R8 - VAS 6350/5- for rims with 
large offset, e.g. for Audi RS 6. 


— Todo so, secure three wheel bolt adapters to each wheel 
centre mounting - VAS 6350/1- to match the hole circle. 


— Position paddles on both wheel centre mountings - VAS 
6350/1- and secure each paddle with clamping bolt. 


— Fit wheel centre mountings - VAS 6350/1- onto wheel bolts on 
rear wheels. 


The wheel centre mountings - VAS 6350/1- are kept in position 
by the O-rings in the adapters. 


(å) Note 


When fitting the wheel centre mountings - VAS 6350/1- onto the 
wheels, make sure that they are not mounted on any “anti-theft” 
wheel bolts that might be installed. 


— Use clampingsbolts:to,adjust,paddles so that they are free to 
move just slightly above the ground. Make sure the paddles 
can move freely. 


Alignment of calibration.unit-VAS.6350- with calibration unit for 
overhead view camera - VAS 6350/6- : 


- After setting up calibration unit - VAS 6350- with calibration 
unit for overhead-view camera, - VAS 6350/6- -1-, position it 
centrally between 400 mm and 600 mm -dimension A- in front 
of the vehicle (in front of bumper cover): 


— Move calibration unit - VAS 6350- with calibration unit for over- 
head view camera - VAS 6350/6- to a horizontal position. 


- Todo so, turn plastic feet beneath calibration field of calibra- 
tion unit - VAS 6350- to make air bubble in spirit level move 
exactly to centre of display -arrow-. 


A WARNING 


Make sure no light is reflected on calibration unit for overhead 
view camera - VAS 6350/6- . 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 
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— Secure linear laser - VAS 6350/3- -4- centrally at the location 
provided on the calibration unit for overhead view camera - 
VAS 6350/6- . 


— Switch on linear laser - VAS 6350/3- -4- and align calibration 
field of calibration unit - VAS 6350- with calibration unit for 
overhead view camera - VAS 6350/6- so that laser beam 
shines onto centre of Audi rings on front of vehicle. 


— Check whether Audi rings are in the centre on front of vehicle; 
readjust laser beam accordingly. 


Measuring gap: 
— Switch on spacing laser - VAS 6350/2- . 


The following display will appear: 


A91-12101 


The display will show how the spacing laser - VAS 6350/2- should 
be positioned. Press the appropriate key. 


1- Position at front edge 
2- Position at rear edge 


ZS 
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— Hold spacing laser - VAS 6350/2- -2- on one side of calibration 
field of calibration unit - VAS 6350- so that rear edge is flush 
at bracket. Spacing laser - VAS 6350/2- -2- must make firm 
contact with bracket. 


— Briefly press the measurement button. 
The laser will switch on. 


— Make sure that laser beam from spacing laser - VAS 6350/2- 
-2- hits lower, larger part of paddle -1-. 


If this is not the case, position of paddles must be corrected ac- 
cordingly using clamping bolts on wheel centre mounting - VAS 
50/1- . 


N94-10684 


— Hold spacing laser - VAS 6350/2- in locating bracket on cali- 
bration field of calibration unit - VAS 6350- with one hand while 
laser beam is visible on paddle. 


— Now press measurement button briefly to measure distance. 


— Perform same messing procedure for rear wheel on other 
side of calibration field of calibration unit - VAS 6350- . 


Measured distance value must be identical on both sides. 
If values are not identical: 


— Adjust calibration unit - VAS 6350- with calibration unit for 
overhead view camera - VAS 6350/6- until values on both 
sides are identical. 


When adjusting calibration unit - VAS 6350- with calibration unit 
for overhead view camera - VAS 6350/6- , make sure that linear 
laser - VAS 6350/3- on calibration unit for overhead view camera 
- VAS 6350/6- still hits centre of Audi rings and spirit level display 
also remains in the centre. Correct if necessary. 


— Make a noteiof the dimension measured. 
Measuring dimension -h-: 


— Measure height of calibration unit - VAS 6350- -2- (dimension 
-h-) from top surface of calibration field of calibration unit - VAS 
6350- -2- (not, aluminium frame) to floor. Perform the meas- 
urement at the hole provided in the calibration field of the 
calibration unit - VAS 6350- -2-. 


Ensure that spacing laser - VAS 6350/2- -1- is correctly adjusted 
(position at front edge). 


N94-12215 
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The display will show how the spacing laser - VAS 6350/2- should 
be positioned. Press the appropriate key. 


1- Position at front edge 
2- Position at rear edge 


Now enter measured distance value -h- and dimension in milli- 
metres in > Vehicle diagnostic tester. 


Performing calibration 

=> Vehicle diagnostic tester must be connected. 

- Select mode and begin diagnosis. 
- Select tab. 


— Choose and select following options one 
after the other: 


Body 

Electrical system 

01 - Self-diagnosis compatible systems 

6C - Control unit for overhead view camera | J928 


© >è A Ad 


6C - Control unit for overhead view camera, functions 
+è 6C - Calibration (Rep. gr. 91) 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing calibration procedure. 


A WARNING 


Make sure no light is reflected on calibration unit for overhead 
view camera - VAS 6350/6- . 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 


15.6.3 Calibrating left overhead view camera - 
R244- / right overhead view camera - 
R245- 


Left overhead view camera - R244- and right overhead view cam- 
era - R245- are installed in left and right exterior mirror respec- 
tively. 


The following describes the calibration process for the left over- 
head view camera - R244- ) The calibration process for the right 
overhead view camera - R245- is similar. 


Special tools and workshop equipment required 


296 Rep. gr.91 - Communication 


A91-12100 


Audi A6 2011 > , Audi A6 Avant 2011 > , Audi A6 China 2012 > 


@ Calibration unit - VAS 6350- 


¢ Calibration unit for overhead view camera - VAS 6350/6- 


Supplementary kit for Audi R8 - VAS 6350/5- for rims with large 
offset (Audi R 


> Vehicle diagnostic tester 
Ensure requirements are met > page 288 . 


Set up and align calibration unit - VAS 6350- with calibration 
unit for overhead view camera - VAS 6350/6- > page 288 . 


Connect => Vehicle diagnostic tester. 


Setting up calibration unit 
Fit wheel centre mounting - VAS 6350/1- : 


Check bolt circle of wheels. 


Prepare wheel centre mountings - VAS 6350/1- as required. 
Use spacers. 


Use supplementary kit for Audi R8 - VAS 6350/5- for rims with 
large offset, e.g. for Audi RS 6. 


To do so, secure three wheel bolt adapters to each wheel 
centre mounting - VAS 6350/1- to match the hole circle. 


Position paddlés,on both wheel centre mountings - VAS 
6350/1- and\secure each paddle with clamping bolt. 


Fit wheel centre mountings - VAS 6350/1- onto wheel bolts on 
front wheels. 
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VAS 6350 
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The wheel centre mountings - VAS 6350/1- are kept in position 
by the O-rings in the adapters. 


B Note 


When fitting the wheel centre mountings - VAS 6350/1- onto the 
wheels, make sure that they are not mounted on any “anti-theft” 
wheel bolts that might be installed. 


— After setting up the calibration unit - VAS 6350- with calibration 
unit for overhead view camera - VAS 6350/6- -4-, position it 
next to the vehicle. 


— Using clamping bolt, adjust paddle -2- so that it can move 
freely slightly above calibration field of calibration unit - VAS 
63 - 


Fitting linear laser - VAS 6350/3- : 


— Use ratchet (3/8-inch) to screw guide pin - VAS 6350/6-5- -2- 
into rear left wheel as far as stop and fit mounting for linear 
id - VAS 6350/6-6- together with linear laser - VAS 6350/3- 


- Slide mounting for linear laser,- VAS 6350/6-6- so that outer 
edge of guide pin - VAS 6350/6-5- is flush with outer edge of 
laser housing -arrow-. Pull lever tight. 


Alignment of calibration unit - VAS 6350- with calibration unit for 
overhead view camera - VAS 6350/6- : 
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— Switch on linear laser - VAS 6350/3- -3- and adjust laser beam 
forwards in direction of wheel centre mounting - VAS 6350/1- 
-2~so-that adine appears,on-calibration. field of calibration unit 
- VAS 6350- -4-. 


— Align calibration field of calibration unit - VAS 6350- -4- so that 
outerside of blackline along length of calibration field of cali- 
bration unit - VAS 6350- -4- is located exactly on laser beam. 


— Align calibration field of calibration unit - VAS 6350- -4- so that 
outer side of black line -1- aligns exactly with hanging paddle 
on wheel centre mounting - VAS 6350/1- -2-. 


— Move calibration unit - VAS 6350- with calibration unit for over- 
head view camera - VAS 6350/6- to a horizontal position. 


A91-10162 


- Todo so, turn plastic feet beneath calibration field of calibra- 
tion unit - VAS 6350- to make air bubble in spirit level move 
exactly to centre of display -arrow-. 


A WARNING 


Make sure no light is reflected on calibration unit for overhead 
view camera - VAS 6350/6- . 


4 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 


N94-10686 


— Measure height of calibration unit - VAS 6350- -2- (dimension 
-h-) from top surface of calibration field of calibration unit - VAS 
6350- -2- (not aluminium frame) to floor. Perform the meas- 
urement at the hole provided in the calibration field of the 
calibration unit - VAS 6350- -2-. 


Ensure that spacing laser - VAS 6350/2- -1- is correctly adjusted 
(position at front edge). 


| No4-12215 | 2215 
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The display will show how the spacing laser - VAS 6350/2- should 
be positioned. Press the appropriate key. 


1- Position at front edge 
2- Position at rear edge 


Now enter measured distance value -h- and dimension in milli- 
metres in > Vehicle diagnostic tester. 


Performing calibration 

> Vehicle diagnostic tester must be connected. Pai 2 

- Select mode and begin diagnosis. 
- Select tab. 


— Choose and select following options one 
after the other: 


Body 


Electrical system 


01 - Self-diagnosis compatible systems 
6C - Control unit for overhead view camera | J928 


© >è A Ad 


6C - Control unit for overhead view camera, functions 
+è 6C - Calibration (Rep. gr. 91) 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing calibration procedure. 


A WARNING 


Make sure no light is reflected on calibration unit for overhead 
view camera - VAS 6350/6- . 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 


15.6.4 ‘Calibrating.rear.overhead view camera 
- R246- 


Rear overhead view caméra --R246-~is installed in handle in rear 
lid. 


Special tools and workshop equipment.required 
@ Calibration unit - VAS 6350- 


| Woo-10488 | 0488 
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@ Calibration unit for overhead view camera - VAS 6350/6- 


@ Supplementary kit for Audi R8 - VAS 6350/5- for rims with large 
offset (Audi RS 6) 


@ = Vehicle diagnostic tester 
— Ensure.requirementssare met > page 288 . 


— Set up and align calibration unit- VAS 6350- with calibration 
unit for overhead view camera 4 VAS 6350/6- > page 288 . 


— Connect = Vehicle diagnostic tester. 
Setting up calibration unit 

Fit wheel centre mounting - VAS 6350/1- 
— Check.bolt circle.of wheels. 


— Prepare wheel centre mountings - VAS 6350/1- as required. 
Use spacers. 


— Use supplementary kit for Audi R8 - VAS 6350/5- for rims with 
large offset, e.g. for Audi RS 6. 


- Todo so, secure three wheel bolt adapters to each wheel 
centre mounting - VAS 6350/1- to match the hole circle. 


— Position paddles on both wheel centre mountings - VAS 
6350/1- and secure each paddle with clamping bolt. 


— Fit wheel centre mountings - VAS 6350/1- onto wheel bolts on 
rear wheels. 


The wheel centre mountings - VAS 6350/1- are kept in position 
by the O-rings in the adapters. 


ie 


When fitting the wheel centre mountings - VAS 6350/1- onto the 
wheels, make sure that they are not mounted on any “anti-theft” 
wheel bolts that might be installed. 


— Use clamping bolts to adjust paddles so that they are free to 
move just slightly above the ground. Make sure the paddles 
can move freely. ! 


Alignment of calibration unit - VAS 6350- with calibration unit for 
overhead view camera - VAS 6350/6- : 
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— After setting up calibration unit - VAS 6350- with calibration 
unit for overhead view camera - VAS 6350/6- -1-, position it 
centrally between 400 mm and 600 mm -dimension B- at rear 
of the vehicle (behind rear bumper cover). 


Alignment of calibration unit - VAS 6350- with calibration unit for 
overhead view camera - VAS 6350/6- : 


— Move calibration field of calibration unit - VAS 6350- to a hor- 
izontal position. 


- Todo so, turn plastic feet beneath calibration field of calibra- 
tion unit - VAS 6350- to make air bubble in spirit level move 
exactly to centre of display -arrow-. 


A WARNING 


Make sure no light is reflected on calibration unit for overhead 
view camera - VAS 6350/6- . 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 


N94-10686 


— Secure linear laser - VAS 6350/3- -4- centrally at the location 
provided on the calibration field of calibration unit - VAS 6350- . 


— Switch on linear laser - VAS 6350/3- -4- on calibration field of 
calibration unit - VAS 6350- and align entire calibration unit - 
VAS 6350- with calibration unit for overhead view camera - 
VAS 6350/6- so that beam of linear laser - VAS 6350/3- shines 
onto centre of Audi rings on rear of vehicle. 


— Check whether Audi rings are in centre on rear of vehicle and 
adjust laser beam accordingly. 


Measuring gap: 
— Switch on spacing laser - VAS 6350/2- . 
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The following display will appear: 


A91-12101 


The display will show how the spacing laser - VAS 6350/2- should 
be positioned. Press the appropriate key. 


1- Position at front edge 
2- Position at rear edge 


A91-12100 


— Hold spacing laser - VAS 6350/2- -2- on one side of calibration as: 
unit - VAS 6350- so that rear edge is flush at bracket. Spacing 
laser - VAS 6350/2- -2- must make firm contact with bracket. 


- Briefly press the measurement button. 
The laser will switch on. 


— Make sure that laser beam from spacing laser - VAS 6350/2- 
-2- hits lower, larger part of paddle -1-. 


If this is not the case, position of paddles must be corrected ac- 
cordingly using clamping bolts on wheel centre mounting - VAS 


6350/1- . i 

— Hold spacing laser - VAS 6350/2- in locating bracket on cali- i 
bration unit - VAS 6350- with one hand while laser beam is 
visible on paddle. 


— Now press measurement button briefly to measure distance. 


— Perform.same measuring procedure for rear wheel on other 
side,of calibration unit AVAS 6350- . 


Measured distance value must be identical on both sides. 
If values aré not identical: 


— Adjust calibration field of calibration unit - VAS 6350- until val- 
ues on both sides are identical. 


When adjusting calibration field ‘of calibration unit + VAS 6350- , 
make sure that linear laser - VAS 6350/3- ọn calibration unit- VAS 
6350- still hits centre of Audi rings and spirit level display also 
remains in the centre. Correct if necessary. 


— Make a note of the dimension measured. 
Measuring dimension -h-: 
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— Measure height of calibration unit - VAS 6350- -2- (dimension 
-h-) from top surface of calibration field of calibration unit - VAS 
6350- -2- (not aluminium frame) to floor. Perform the meas- 
urement at the hole provided in the calibration field of the 
calibration unit - VAS 6350- -2-. 


Ensure that spacing laser - VAS 6350/2- -1- is correctly adjusted 
(position at front edge). 


N94-12215 


The display will show how the spacing laser - VAS 6350/2- should 
be positioned. Press the appropriate key. 


1- Position at front edge 
2- Position at rear edge 


Now enter measured distance value -h- and dimension in milli- 
metres in > Vehicle diagnostic tester. 


Performing calibration 

> Vehicle diagnostic tester must be connected. 
- Select mode and begin diagnosis. 
- Select tab. 


- Choose and select following options one 
after the other: 


Body 
Electrical system 


01 - Self-diagnosis compatible systems 
6C - Control unit for overhead view camera | J928 


© ©% è © è 


6C - Control unit for overhead view camera, functions 
+è 6C - Calibration (Rep. gr. 91) 


Further instructions are given by > Vehicle diagnostic tester dur- 
ing calibration procedure. 


A WARNING 


Make sure no light is reflected on calibration unit for overhead 


view camera - VAS 6350/6- . 


Reflected light impairs the view of the cameras and therefore 
it may be impossible to perform calibration. 
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16 Mobile online services 


=> “16.1 Layout - mobile online services”, page 305 


=> “16.2 Overview of fitting locations - mobile online services”, 
page 309 


> “16.3 Removing and installing emergency call module control 
unit and communication unit J949 ”, page 310 


> “16.4 Removing and installing emergency assistance call but- 
ton E276”, page 311 


> “16.5 Removing and installing loudspeaker for emergency call 
module R335 ”, page 311 


> “16.6 Removing and installing interface control unit for telemat- 
ics J1221 ”, page 312 


=> “16.7 Removing and installing telephone interface RX8 ”, page 
313 


> “16.8 Removing and installing data transmission aerial R180”, 
page 314 


16.1 Layout - mobile online services 


=> “16.1.1 Layout - mobile online services, Europe and rest-of- 
world vehicles, IW3”, page 305 


> “16.1.2 Layout - mobile online services (GLONASS), Russia, 
IW1", page 306 


=> “16.13 Layout - mobile online services (RTM), China, K8L”, 

page 307 

16.1.1 Layout - mobile online services, Europe 
and_rest-of-world vehicles, |W3 

The mobile online services \(IW3) are based on:the OCU-(online 


connectivity unit, emergency call module control unit and com- 
munication unit - J949->). 


The emergency call module control unit and communication unit 
- J949- is installed beneath the dash panel on the glove box so it 
is protected in the event of a crash. The emergency call module 
control unit and communication unit - J949- contains an emer- 

gency call module, a GPS satellite receiver and a compass mod- 
ule. A separate SIM card is fitted for the emergency call function. 
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1 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


2 - Emergency assistance call 
button - E276- in front interior 
light - W1- 


3 - Front left microphone - 
R140- in front interior light - 
W1- 


4 - Loudspeaker for emergen- 
cy call module - R335- in dash 
panel cover (driver's side) 


5 - Emergency call module 
control unit and communica- 
tion unit - J949- beneath dash 
panel on glove box 


6 - GPS aerial - R50- in roof 
aerial - R216- 


- Emergency call module aerial 
- R263- under dash panel 
(front) 


A91-12606 


Fault finding 
The mobile online services system also has self-diagnosis capa- 


bility. 
Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


To be able to diagnose and deal with problems, it is essential to 
be familiar with the functions of the mobile online services. 


For additional information, refer to the > Owner's Manual and 
> Current flow diagrams, Electrical fault finding and Fitting loca- 
tions. 


16.1.2 Layout - mobile online services (GLO- 
NASS), Russia, IW1 


The mobile online services (IW1) are based on the OCU (online 
connectivity unit, emergency call module control unit and com- 
munication unit - J949- ). 


The emergency call module control unit and communication unit 
- J949- is installed beneath the dash panel on the glove box so it 
is protected in the event of a crash. The emergency call module 
control unit and communication unit - J949- contains an emer- 

gency call module, a compass module, a GPS satellite receiver 
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and a communication module with aerial. A separate SIM card is 
fitted for the emergency call function. 


1 - Control unit 1 for informa- 
tion electronics - J794- in dash 
panel 


2 - Emergency assistance call 
button - E276- in front interior 
light - W1- 


3 - Front left microphone - 
R140- in front interior light - 
W1- 


4 - Loudspeaker for emergen- 
cy call module - R335- in dash 
panel cover (driver's side) 


5 - Emergency call module 
control unit and communica- 
tion unit - J949- beneath dash 
panel on glove box 


6 - GPS aerial - R50- in roof 
aerial - R216- 


- Emergency call module aerial 
- R263- under dash panel 
(front) 


A91-12605 


Fault finding 

The mobile online services system also has self-diagnosis capa- 
bility. 

Fault finding is performed via “Guided Fault Finding” > Vehicle 
diagnostic tester. 


To be able to diagnose and deal with problems, it is essential to 
be familiar with the functions of the mobile online services. 


For additional information, refer to the > Owner's Manual and 
> Current flow diagrams, Electrical fault finding and Fitting loca- 
tions. 


16.1.3 Layout - mobile online services (RTM), 
China, K8L 


The vehicle location system RTM (K8L) is based on the interface 
control unit for telematics - J1221- , the telephone interface - RX8- 
and a combined GPS aerial - R50- / telephone aerial - R65- , the 
data transmission aerial - R180- . 


The interface control unit for telematics - J1221- and the tele- 
phone interface - RX8- are fitted in a bracket in the luggage 
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compartment (in front of the high-voltage battery). The data trans- 
mission aerial - R180- is installed under the rear shelf. 


1 - GPS aerial- R50- ) data 
transmission aerial - R180- in 
rear shelf 


2 - Interface control unit for tel- 
ematics - J1221- in luggage 
compartment (front right) 


3 - Telephone aerial - R65- ; 
data transmission aerial - 
R180- in rear shelf 


4 - Telephone interface - RX8- 
in luggage compartment (front 
right) 
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16.2 Overview of fitting locations - mobile on- 
line services 


> “16.2.1 Overview of fitting locations - mobile online services, 
Europe/Russia/rest-of-world vehicles, I|W3/IW1”, page 309 


> “16.2.2 Overview of fitting locations - mobile online services 
RTM), China, K8L”, page 310 


16.2.1 Overview of fitting locations - mobile online services, Europe/Russia/rest- 
of-world vehicles, IW3/IW1 


1 - Emergency call module 
control unit and communica- 
tion unit - J949- 


üQ Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


OQ) Removing and installing 
> page 310 


2 - Control unit 1 for informa- 
tion electronics - J794- 


Q) Pin assignment > Cur- 
rent flow diagrams, 
Electrical fault finding 
and Fitting locations 


OQ Removing and installing 
> page 18 
3 - Bolt 
Q 3 Nm 


4 - Roof aerial - R216- 
Q) GPS aerial - R50- 
Q Removing and installing 


> pagë 12 
00y 
Q 2x 


6 - Loudspeaker for emergen- | 
cy call module - R335- 
Q Removing and installing 

=> page 8tPect to th 


7 - Emergency call module aer- 
ial - R263- 


QO) Removing and installing 
=> page 120 


8 - Connector 
Q See = Current flow diagrams, Electrical fault finding and Fitting locations 
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16.2.2 Overview of fitting locations - mobile online services (RTM), China, K8L 


1 - Data transmission aerial - 
R180- 


Q GPS aerial- R50- / tele- 
phone aerial - R65- 

OQ Removing and installing 
> page 314 


2 - Interface control unit for tel- 
ematics - J1221- 

Q = Current flow dia- 
grams, Electrical fault 
finding and Fitting loca- 
tions 

QO Removing and installing 
=> page 312 


3 - Telephone interface - RX8- 


Q = Current flow dia- 
grams, Electrical fault 
finding and Fitting loca- 
tions 


Q Removing and installing 
> page 313 


16.3 Removing and installing emergency call 
module contro! unit and communication 
unit - J949- 


The emergency call module control unit and communication unit 
- J949- is located beneath the dash panel on the glove box. 


a Note 


If renewing the control unit, select the “Replace control unit” func- 
tion for the appropriate control unit > Vehicle diagnostic tester. 


ERA-GLONASS (Russia) only: Performing initial start-up > Main- 
tenance ; Booklet 411 ; Maintenance ; ERA-GLONASS: checking 
emergency call function. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 
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— Remove glove box = General body repairs, interior; Rep. gr. 
68 ; Storage compartments/covers/trim panels; Removing and 
installing glove box . 


— Press retaining lugs -3- upwards and release them. 


— Atthe same time, pull emergency call module control unit and 
communication unit - J949- -1- out of bracket -2- in direction 
of -arrow- and remove it. 


Installing 
Install in reverse sequence of removal. 


A91-12689 


16.4 Removing and installing emergency as- 
sistance call button - E276- 


Emergency assistance call button - E276- is fitted in interior light 
(front) - W1-. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove front interior light - W1- = Electrical system; Rep. gr. 
96 ; Controls; Removing and installing interior light/reading 
light (front) . 


— If fitted, remove anti-theft alarm sensor - G578- = Electrical 
system; Rep. gr. 96 ; Anti-theft alarm system; Removing and 
installing anti-theft alarm sensor - G578- . 


- Carefully press retaining clips aside -arrows A-. 


-— Take emergency assistance call button - E276- out of front 
interior light - W1- -2- in direction of -arrow B-. 


Installing 


Install in reverse sequence of removal. 


16.5 Removing and installing loudspeaker for 
emergency call module - R335- 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


b 


WO0-11187 


Loudspeaker for emergency call module - R335- is located in 
dash panel cover (driver side). 
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Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove dash panel’cover (driver side) >"General body re- 
pairs, interior; Rep. gr. 68 ; Storage compartments/covers/trim 
panels; Exploded view - dash panel cover (driver side) . 


— Release and unplug connectors on'loudspeaker for emergen- 
cy call module - R335- . 


— Remove bolts -arrows-‘on loudspeaker for-emergency call 
module - R335- -1-. 


— Detach loudspeaker for emergency call module - R335- -1- 
from dash panel cover. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 
@ > “16.2 Overview of fitting locations - mobile online services”, > 

page 309 
16.6 Removing and installing interface con- 


trol unit for telematics - J1221- 


Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


WO0-11187 


The interface control unit for telematics - J1221- is located in the 
luggage compartment in front of the hybrid battery unit - AX1- 
(right-side). It is clipped into a bracket -2- together with the tele- 
phone interface - RX8- -1-. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove luggage compartment floor covering. 


| A91-12902 | 
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— Remove nuts -arrows- on bracket -2-. 


— Pull bracket -2- off studs, and release and unplug electrical 
connectors. 


Unclip telephone interface - RX8- -1- first. 


— Press interface control unit for telematics - J1221- -1- out of 
bracket -2-. 


Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


Tightening torque 
Bracket to body 


| A91-12903 | 


16:7 Removing and installing telephone in- 
terface - RX8- 
Special tools and workshop equipment required 


@ Torque screwdriver - V.A.G 1624- 
V.A.G 1624 


Z, 


WO0-11187 


The telephone interface - RX8- -2- is located in the luggage com- 
partment in front of the hybrid battery unit - AX1- (right-side). It is 
clipped into a bracket together with the interface control unit for 
telematics - J1221- -1-. 


Removing 


- Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove luggage compartment floor covering. 


A91-12902 
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— Remove nuts -arrows- on bracket -2-. 


— Pull bracket -2- off studs, and release and unplug electrical 
connectors. 


— Press telephone interface - RX8- -1- out of bracket -2-. 
Installing 


— Installation is carried out in reverse sequence; note the fol- 
lowing: 


Tightening torques 


[Components [Tightening torque | 
Bracket to body B5Nm 


16.8 Removing and installing data transmis- 
sion aerial - R180- 


The data transmission aerial - R180- is located in the rear shelf. 


Removing 


— Switch off ignition and all electrical equipment, and remove 
ignition key. 


— Remove rear shelf > General body repairs, interior; Rep. gr. 
70 ; Passenger compartment trim; Removing and installing 
rear shelf . 


— Release and unplug connector at data transmission aerial - 
R180- -1-. 


— Press down catch and pull data transmission aerial - R180- 
out of bracket. 


Installing 
Install in reverse sequence of removal. 


~) | A91-12900 
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